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EXECUTIVE SUMMARY

The U.S. Coast Guard commissioned Pacific Northwest Laboratory (PNL) to

conduct this study of 45 self-help oil-spill response techniques and equipment
for oceangoing tankers and inland tank barges to assess the potential effec-
tiveness of the proposed countermeasure categories. The self-help counter-
measure categories considered cover equipment stored on the vessel and
deployed by the crew, operated automatically, or carried aboard and used by
response crews in the case of unmanned barges. A basic requirement for the
response equipment is that it be capable of retaining oil after the oil has

I escaped the confines of the vessel in all expected environmental conditions.

This study considers the hypothetical outflow of oil in the case of side
damage and bottom damage to single-hull designs. The results will be consid-
ered by the Coast Guard to determine whether response requirements can be

better met with shore-based equipment or vessel carried equipment. This study
considers only vessel carried self-help equipment and techniques.

PNL's approach to this investigation included:

assessing time-dependent oil outflow in the cases of collision and
grounding of both tankers and barges

identifying environmental constraints on self-help countermeasure
operation

identifying human factor issues, such as crew performance, safety,
and training requirements for the self-help countermeasures
considered

assessing each self-help countermeasure with respect to its
potential for minimizing oil loss to the environment.

Results from the time-dependent oil outflow, environmental limitations, and
human factors requirements were input into a simulation model. From the

simulation runs made in this study, no self-help countermeasure emerges as

clearly superior to the others. However, the results do suggest that a
pumping solution in conjunction with some form of containment has the most

promise in the near term. In addition, this study produced results that are
essential to future modeling efforts, including the fact that ground plugging
has a significant effect on oil outflow in the case of grounding.
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Based on the findings of this investigation, it is recommended that

research pertaining to onboard self-help countermeasures focus on pumping with

onboard containment category concepts. Other recommendations include further 0

developing the model used in this study to obtain more realistic oil outflow

times, especially in the case of grounding; combining the simulation models

used in this study into one global model; and making a more in-depth

investigation of the environmental data.
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1.0 INTRODUCTION

The Coast Guard Marine Environmental Protection Division of Coast Guard

Headquarters has determined that an in-depth investigation of feasible self-
help countermeasures will assist in formulating Oil Pollution Act of 1990

(OPA 90) mandated regulations regarding oceangoing tank vessels. Currently,
no regulation requires tank vessels to carry onboard equipment capable of

responding to an oil spill from the vessel. Section 4115 of OPA 90 mandates

that tank vessels be required to have double hulls by the year 2010 (with a
few exceptions, by 2015), and vessels under 5,000 gross tons are required to

have a double-hull or double containment system by 2015. In addition, OPA 90

requires the investigation of economical and technologically feasible struc-

tural and operational features to provide substantial environmental protection

for single-hull vessels until 2015.

The Federal Water Pollution Control Act (FWPCA), 33 USC 1321, as amended
by OPA 90, sets forth the requirements for tank vessel response plans and oil-

spill response equipment. Under Section 311(j)(6) of the FWPCA, as amended by
Section 4202(a) of OPA 90, vessels operating on navigable waters and carrying

oil in bulk as cargo must also carry appropriate removal equipment. This
equipment is to employ the best technology that is both economically feasible

and compatible with the safe operation of the vessel. Section 311(j)(5) of

the FWPCA, as amended by Section 4202(b)(4) of OPA 90, requires owners and
operators of tank vessels, as defined in 46 USC 2101, to prepare and submit

individual response plans to the President for approval. Consequently, in
anticipation of this authority being delegated to the Commandant, the Coast

Guard is developing proposed rules to implement requirements for tank vessel
response plans, and the carriage and inspection of oil-spill response equip-

ment. As a part of this effort, the Coast Guard is currently attempting to
identify equipment and techniques that will increase the effectiveness of a

tank vessel to mitigate a spill through engineering designs and the vessel's

own actions and to establish those conditions under which its carriage and

deployment are appropriate.

1.1



Pacific Northwest Laboratory (PNL) has been commissioned by the Coast

Guard to conduct a comprehensive investigation of feasible self-help spill

response techniques and equipment for 5,000 through 250,000 deadweight ton

(DWT) oceangoing tankers and for oceangoing and inland tank barges ranging

from 300 to 3,000 gross tons (GT). These self-help countermeasures will con-

sist of equipment stored on the vessel and deployed by the crew, operated

automatically, or carried aboard and used by response crews in the case of

unmanned barges. The response equipment will be required to deal with oil

once it has escaped the confines of the vessel in all expected environmental

conditions. This study considers the hypothetical outflow of oil in the case

of side damage and bottom damage to single hull designs consistent with the

assumptions made in MARPOL (1985).(a)

The objective of the PNL investigation is to evaluate approximately

45 countermeasure concepts provided to PNL by the Coast Guard. These concepts

have been grouped according to type and ranked according to effectiveness in

mitigating oil spillage from a vessel. The results of this evaluation will be

considered by the Coast Guard in drafting future regulations pertaining to the

requirement for tanker vessels to carry oil pollution response equipment.

PNL's approach to this investigation included:

"* assessing time-dependant oil outflow in the cases of collision and
grounding of both tankers and barges

"* identifying environmental constraints on countermeasure system
operation

"• identifying human factor issues, such as crew performance, safety,
and training requirements for the countermeasure system types
considered

"• assessing each self-help category under consideration with respect

to its potential for minimizing loss of oil to the environment.

(a) MARPOL is the International Convention for the Prevention of Pollution
from Ships, adopted in 1973 and amended in 1978. It constitutes the
basic international law for limiting all ship-source pollution, includ-
ing structural and operational provisions for tank vessel pollution con-
trol; the term is used in this study to describe the current standard
for vessel design.
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The regulations currently being considered by the Coast Guard would

address the type, quantity, and capacity of the oil-spill response equipment

to be carried on tank vessels. To adequately address this issue, a number of

questions must be answered.

"* Questions concerning time-dependant oil outflow:

- What is an acceptable response time for spills?

- How large a discharge should the equipment be capable of handling?

"* Questions concerning environmental constraints on countermeasure
system operation:

- Should the area of the vessel's operation or the regional avail-
ability of support equipment affect the onboard equipment-carriage
requirements?

- What are the desired capabilities of this equipment?

"* Questions concerning crew performance, safety, and training
requirements:

- Will sufficient qualified vessel crew be available to operate the

equipment when needed?

- How many crew members will be required for a given system?

- What mariner training in the use of the equipment should be required?

- Should the crew be required to do more than attempt to control or
stop the discharge and report the incident to the proper authorities?

- Who should bE the "qualified individual" for directing the operation
of equipment for a fleet of barges?

The assessment of self-help categories was performed using a simulation

model. The results of the studies of time-dependent oil outflow, environmen-

tal limitations, and human factors requirements were input to this model. The

findings of this assessment address the following questions:

"* Should tank vessels carry equipment for containment and recovery?

"* Which, if any, of the onboard self-help countermeasure categories
considered is appropriate for tank vessels to carry?

"* Which, if any, of the onboard self-help countermeasure categories
considered is appropriate for barges to carry?

1.3



1.1 LITERATURE SEARCH

PNL conducted a literature search of papers and reports that describe 0

the deployment and operation of self-help equipment. PNL also reviewed

approximately 45 proposals and suggestions submitted to the Coast Guard

Research and Development Center for potential merit. This review provided a

basis for identifying techniques and equipment that have been investigated in

past studies, and provided insight to problem areas and constraints that

state-of-the-art countermeasures will need to overcome. In reviewing this

material, PNL focused on understanding the engineering aspects of each pro-

posed or actual system and identifying their key features. The systems under

consideration were then categorized for subsequent evaluation. 0

The following summarizes the literature review. Also discussed are

PNL's accomplishments in obtaining data that are critical to this study and

not available in the open literature.

A review of the literature initially provided to PNL by the Coast Guard

was completed (MARPOL 1985; NAS 1991; Ross 1983; Kohler and Jorgensen 1990;

USCG 1989). In addition, PNL performed a computer search of the open litera-

ture using the following key words: tankers, barges, collision, grounding, oil

pollution, oil spill countermeasures. The files searched included NTIS,

COMPENDEX PLUS, and Water Resources Abstract. This search yielded an addi-

tional six citations.

Scurce literature pertaining to human factors was also identified

through a search on the DIALOG system, and through a bibliographic search in

the University of Washington library system. Documents were retrieved through

the Battelle Human Affairs Research Center (HARC) library, and through con-

tacts with the Marine Board of the National Academy of Sciences. The litera-

ture review revealed that while- there is a respectable amount of human factors

literature covering general shipboard operations, and by implication a portion

of tanker and barge operations, there have been very few human factors studies

specifically directed at tanker safety. Moreover, the literature review

revealed virtually no information concerning the functions and tasks of crew

members during emergency operations on any ship, including tankers. As a

result, interviews with experts were also set up through a process of net- 0
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working through the Seattle maritime community, based on initial contacts with

the Coast Guard 13th District, the Seattle Community College Maritime Training

Program, and contacts within the maritime industry.

Much of the critical data required to perform a time-dependent outflow

analysis in the cases of grounding and collision are not available in the open

literature (i.e., specifically data pertaining to vessel design and penetra-

tion sizes for the sizes of vessels specified for this investigation by the

Coast Guard). Dimensions and configurations for 5,000 and 150,000 DWT tankers

listed in the original scope of work have not been located within the open

literature. Furthermore, no dimension or configuration information has been

located in the open literature for any barges that represent those specified

by the Coast Guard for this investigation. Moreover, no method for determin-

ing penetration sizes for the case of collision has been found in the open

literature.

The NAS study (NAS 1991) was not limited to double hull construction,

but included inboard containment systems that may be as effective as a double

hull in preventing oil spillage. However, outboard containment systems were

not covered, and only one size of single hull tanker was considered. This was

used as a basis for comparison for the double hull designs considered in this

study.

The Ross study (Ross 1983) of onboard self-help countermeasures con-

sidered both inboard and outboard countermeasures, but concentrated on the

unique specifications of arctic tankers and did not consider all oceangoing

tanker vessels. No rationale is given in this report for the penetration

sizes considered in the oil release calculations.

A report (Smedley et al. 1991) describing an ongoing Canadian evaluation

of tanker self-help recovery systems was reviewed. The report considers all

of the self-help options that are considered by PNL in this study. The report

concludes that the most practical tanker self-help systems are internal oil

transfer, hydrostatic loading, external oil lightering, and contingency plann-

ing. Booms and skimmers were not considered to be "stand-alone," practical

self-help systems because sea conditions and ice would have prevented their

deployment and effectiveness in over 50% of the tanker incidents that occurred
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in Canadian waters. Liner systems were regarded as a design modification and

not a self-help system and hence were deemed to be outside the scope of the

evaluation. Appendix A of the draft report is a comprehensive database of

spills of crude and refined product from both tankers and barges throughout

the world from 1974 through June 1990.

MARPOL (1985) was reviewed to determine assumptions required for outflow

calculations. It was determined that the MARPOL assumptions were inadequate

for determining penetration sizes. MARPOL only addresses damage dimensions

and not actual penetration sizes. It would be impractical to use damage dimen-

sions for the penetration sizes due to the extent of the damage assumptions.

(That is, the vertical extent of side damage is assumed to be the entire •

height of the ship.) The hypothetical outflows assumed the entire contents of

any tank damaged would be leaked. This assumption is made in MARPOL to aid in

determining tank sizes for design purposes. In an accident scenario, not all

of the cargo will leak from a penetrated tank. Depending on the hydrostatic

balancing of the cargo, some penetrations due to grounding will result in less

than 80% of the cargo in a tank being leaked.

The analysis performed by Det Norske Veritas (Kohler and Jorgensen 1990)

was reviewed, and it was concluded that the Det Norske Veritas (DnVC) method

for determining penetration sizes in the case of grounding can be reproduced.

However, the DnVC method for determining penetration sizes in the case of col-

lision was based on statistics for damage resulting from collisions of ships.

No distinction is made between ship types or sizes in the statistical data.

DnVC makes the assumption that the data are also valid for tankers. For S

dimensions that can not be determined from the statistical data, DnVC relies

on MARPOL assumptions. They assume the vertical height of the penetration is

equal to the ship's height. To gain a greater understanding of the DnVC

method for determining penetration sizes, PNL contacted DnVC. DnVC made it

clear to PNL that their determination of penetration sizes was only meant for

comparing various tanker designs and not for modeling realistic time-

dependent outflows. DnVC was unaware of any databases containing actual pene-

tration sizes.
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According to the Coast Guard Research and Development Office, a model

(micro HACS) was developed for determining time-dependent outflow from chemi-

cal tankers. This model has been recently delivered to the Coast Guard
National Response Center. The model is capable of being operated in either an

emergency response mode or a contingency mode. Although any penetration size

can be input to the model, the model does have default values for each of the

operating modes. All penetration sizes are regarded by the model to be cir-

cular area. The default value for the contingency mode is a 10-in. diameter

circle. In the case of emergency response, the model has four default values:

0.5 in. diameter for a crack, 2.0 in. diameter for a puncture, 4.0 in. dia-

meter for a fill pipe rupture, and an entire tank release. The default tank

size is 420 M3, which is smaller than for a crude carrier. Coast Guard staff

contacted by PNL stated that they were not aware of any database that would

contain penetration size data. These staff further stated that the National

Response Center would depend on an on-scene coordinator from the Marine Safety

Office to provide actual penetration size data. To date, the model has not

been used.

The American Bureau of Shipping (ABS), the Tanker Advisory Commission,

the Coast Guard, and some tanker owners were contacted by PNL but none could
provide detailed information pertaining to vessel layout and construction,

required to facilitate the outflow analysis. The Maritime Administration

(Division of Navel Architecture) was then contacted and information was col-

lected for the following size tankers listed by DWT: 33,000; 34,000; 40,000;

89,700; 22,500; 262,000; 390,000. Of these tankers the 34,000; 89,700;

225,000; and 262,000 DWT were selected for performing the outflow calcula-
tions. The Maritime Administration only had information on ships they had

built or renovated and had no information on barges. Therefore, information

pertaining to barges was obtained by PNL directly from barge designers,

owners, and operators located on both the West Coast and in the Mississippi

Delta Region.

The Coast Guard's Marine Investigation Division's databases contained no

information regarding penetration sizes. Their CASMAIN database identifies

accidents of interest and identifies the report numbers containing the repair
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information. These repair reports are not held by the Coast Guard but must be

obtained from the shipyard where the repairs were made. These reports contain

information on the quantity of steel plate replaced on the ship during

repairs, but no information pertaining to size or quantity of penetrations in

the hull. PNL has not been able to obtain ship damage/repair or ship design

information directly from the shipyards, as the yards are normally bound by a

non-disclosure agreement with the ship owners. 0

The results of the literature search and discussions with experts are

discussed in more detail throughout the report. The literature reviewed in

this investigation is referenced at the end of each section of the report and

in Section 7.0 (bibliography).

1.2 HISTORICAL PERSPECTIVE

The following discussion puts in perspective the issue of oil spills in

U.S waters resulting from collisions and/or groundings of tank ships and

barges. The information is useful in characterizing these accident scenarios

and in bounding the performance requirements for onboard self-help counter-

measure systems, including the concepts considered in this study.

A report describing a Canadian evaluation of tanker self-help recovery

systems contains a comprehensive global database of spills of crude and

refined product from both tankers and barges during 1974 through June 1990

(see Appendix A in Smedley et al. 1991). PNL used this database to develop

the following historical perspective of spills resulting from collisions and

groundings in U.S. waters.

There were 681 casualties worldwide involving tankers and barges carry-

ing crude or refined petroleum product from 1974 through June 1990. Of these

casualties, 57 resulted in spills of 15,000 tons or larger (220,279 tons being

the largest). Tankers of U.S. flag were involved in the largest number of

accidents (160). This resulted in the fourth largest aggregate spill volume

(193,731 tons), exceeded by tankers of Liberian flag (1,090,862 tons in

99 accidents), tankers of Greek flag (802,331 tons in 77 accidents), and

tankers of Spanish flag (319,918 tons in 6 accidents).
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Of the 681 casualties worldwide, there were 42 tanker and 73 barge acci-

dents that occurred in U.S. waters during this survey period that resulted

from either collision or grounding.

Of the 42 tanker accidents occurring in U.S. waters, 15 involved vessels

of U.S. flag. The majority (30) of these tankers were between 15,000 DWT and

85,000 DWT, with 9 in the range of 25,000-35,000 DWT and 10 in the range of

75,000-85,000 DWT. The smallest tanker involved was 5000 DWT and the largest

was 211,000 DWT. These 42 tanker accidents were divided evenly between colli-

sions and groundings. Two accidents (both collisions) occurred in "open

water" (greater than 50 miles offshore), 16 accidents occurred in "restricted"

waters (0-50 miles offshore), 19 accidents occurred in harbors, and 5 acci-

dents occurred at piers. Based on these data, it is evident that 57% of the

tanker accidents occurred in inland waterways.

A total of five accidents occurred in U.S. waters during this survey

period that resulted in spills in excess of 15,000 tons; however, only three

of these accidents resulted from collision and/or grounding of tankers, namely

the Burmah Agate, EXXON Valdez, and Argo Merchant. The other two vessels,

Grand Zenith and Spartan Lady, were victims of hull rupture during severe

weather off the east coast of the United States resulting in fatalities and

the loss of both ships and their cargo.

In 1979 the Burmah Agate (61,674 DWT - Liberian flag) collided with the

Mimosa 4 miles from the entrance to Galveston Bay, Texas, and subsequently

went aground. This accident resulted in a fire, an explosion, and a spill of

approximately 34,661 tons (about 11.4 million gallons) of Nigerian light

crude. This spill ranked 23rd in size, on a global basis, during the survey

period.

In 1989 the EXXON Valdez (211,000 DWT - U.S. flag) went aground on Bligh

Reef, Prince William Sound, Alaska. This accident resulted in a spill of

approximately 32,721 tons (about 10.8 million gallons) of North Slope crude.

This spill ranked 27th in size, on a global basis, during the survey period.

In 1976 the Grand Zenith (30,000 DWT - Panamanian flag) broke-up and

sank in open water off the coast of Massachusetts. This accident resulted in
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38 fatalities and a spill of approximately 28,921 tons (about 9.5 million gal-
lons) of No. 6 fuel oil. This spill ranked 34th in size, on a global basis,

during the survey period.

In 1976 the Argo Merchant (28,691 DWT - Liberian flag) went aground 40

miles South East of Nantucket, Massachusetts. This accident resulted in a

spill of approximately 24,295 tons (about 8 million gallons) of No. 6 fuel/

naphtha. This spill ranked 40th in size, on a global basis, during the :urvey

period.

In 1975 the Spartan Lady (20,724 DWT - Liberian flag) was scuttled in

restricted water off the coast of New Jersey. This accident resulted in one

fatality and a spill of approximately 19,436 tons (about 6.4 million gallons) 0

of No. 6 fuel. This spill ranked 51st in size, on a global basis, during the

survey period.

Each of the remaining 39 tanker accidents involving collision or ground-

ing resulted in spills of less than 15,000 tons (less than 5 million gallons). S

The database for barges was not as specific as for tankers. Of the

73 barges, only 14 were identified as to size. The sizes identified ranged

from 1,000 GT to 33,700 GT. Many of the barges in the database were not

identified as to name/number; however, the date and location of the accident

and type of cargo spilled were given for most barges. Almost all barge acci-

dents occurred in inland waters and resulted in spills of refined product.

In summary, during the survey period, 17% of the casualties worldwide

involving tankers and barges carrying oil (crude and product) occurred in U.S

waters, predominately in inland waters, and were the result of collision and/

or grounding. Of these casualties, 63% involved barges and resulted in rela-

tively small spills of refined product, whereas 37% involved tank vessels.

Most of the tank vessels (71%) contained crude, were in the size range of

15,000 DWT to 85,000 DWT, and involved tank vessels other than U.S. flag.

Except for three tankers, all of the spills in U.S. waters resulting from col-

lisions and/or groundings were less than 15,000 tons (5 million gallons). Dur-

ing this survey period, a total of 57 casualties occurred worldwide (8% of the

total casualties) that resulted in spills of 15,000 tons or larger.
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2.0 OUTFLOW CALCULATIONS

Two parameters important to the evaluation of a self-help method are

time and quantity of oil. Both the deployment and duration time are critical

factors for any self-help method. A self-help method must be capable of being

deployed in an amount of time that results in a majority of the oil being con-

tained or retrieved. The system must also be capable of functioning for the

entire duration of the event. The evaluation of a self-help method also

requires an understanding of the quantity and rate at which the oil must be

handled.

To obtain an understanding of the time and oil volumes associated with

small, medium, and catastrophic accidents, an outflow analysis was performed

for hypothetical accidents involving vessels carrying oil. The analysis was

applied to various sizes of tankers and barges that transport oil through U.S.

waters. This Section discusses the assumptions applied to the outflow analy-

sis, describes the sources of data used and the specific ships analyzed,

explains the computational method, and presents the overall results of the

outflow calculations. Results for each case analyzed are included in

Appendix A.

2.1 ASSUMPTIONS

This section describes and discusses the assumptions used in the outflow

calculations. Any discussion regarding an assumption immediately follows the

statement of the assumption. The assumptions that apply to both groundings

and collisions are discussed first, followed by those pertaining only to cases

of groundings and then those for collisions.

Unless otherwise stated, each assumption applies to both tankers and

barges. Initially MARPOL assumptions were to be used in developing outflow

calculations. However, not all MARPOL assumptions are applicable to time-

dependent outflow calculations; therefore, they were only used if applicable.
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2.1.1 General Assumptions

1. The effects of turbulence, mixing, ship motion, and sloshing were 0
neglected.

This assumption was specified by the Coast Guard to simplify the prob-

lem. The inclusion of these factors would require a great deal more effort,

and the impact of these factors varies from case to case.

2. The draft and trim of the leaking vessel were held constant during
oil outflow. Designer water lines were assumed.

There was no way of properly accounting for the change of a penetra-

tion's position relative to the water line without accounting for any change

in the vessel's trim. The modeling of any listing or load imbalance was

beyond the scope of this analysis; therefore, the change in a vessel's dis-

placement was neglected. In most cases, the actual change in a vessel's

displacement was minimal due to the relatively small percentage of a vessel's

overall mass lost (less than 2-3%). Some of the smaller barges leaked oil

equivalent to 20% of their total weight; however, in these cases the barges

took on an almost equivalent amount of water.

In some instances, the change of a vessel's trim could have a signif-

icant impact on the outflow of oil. The effects could result in either more

or less oil being spilled at a faster or slower rate depending on the specific

incident.

3. No oil was transferred via pumping or any other method during an
accident scenario.

The purpose of these calculations was to determine outflow times assum-

ing no action was taken to limit oil loss.

4. Vessels were fully loaded at the time of an accident. Full loads
consisted of cargo tanks 98% and 95% full for tankers and barges,
respectively.

These data were provided with vessel designs and confirmed by individ-

uals in the industry.
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5. Any evaporation of the cargo within the cargo tanks was neglected.

Oil is not a highly volatile substance, and any significant pressure

changes within the tanks were small.

6. The outflow of oil was considered an isothermal process. A con-
stant temperature of 450F was assumed.

This assumption allowed the changes in gas temperatures within the tank

to be neglected. The effect of this assumption on the overall results is

negligible.

7. Penetrations will be generally rectangular in shape with random
petals jagged inward. A discharge coefficient of 0.61 was used.
This value comes from experimental data obtained from Dodge et al.
(1980).

Experimental work has shown that the discharge coefficient has little

dependence on fluid viscosity and penetration size but varies substantially

with penetration geometry (Dodge et al. 1980).

The shape of the penetration was assumed rectangular in the cases of

collision because penetration was assumed to be due to the bow of a ship. A

V-bowed vessel would tend to create a somewhat rectangular penetration when it

penetrated the side of a tanker assuming the striking vessel had a velocity

perpendicular to the tanker.

In the cases of grounding, the rectangular shaped penetration is assumed

because of the assumptions made in determining the size of the penetration.

These assumptions are explained in Section 2.1.2.

The assumption of random jagged petals inward was made because all

breaches of the hull are assumed to be made by penetration.

The experimental work of Dodge et al. (1980) determined discharge coef-

ficients (C0 ) for a variety of orifice geometries. Discharge coefficients

for geometries applicable to this analysis are listed below (Dodge

et al. 1980).
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Orifice Shape Edge Condition CD

Rectangular Random Petals Jagged Inward on the Horizontal Edges 0.609

Rectangular Random Petals Jagged Inward on the Vertical Edges 0.613

Circular Random Petals Jagged Inward 0.577

8. The following values were assumed: 0

Specific gravity of seawater = 1.025
Specific gravity of freshwater = 1.0
Specific gravity of oceangoing vessel cargo = 0.86
Specific gravity of inland waterway vessel cargo = 0.92

The value for the specific gravity of seawater was the same throughout

the literature.

A specific gravity of 1 was assumed for inland waterways. The actual
value is slightly higher for many waterways due to silt and other material in

the water.

The specific gravity of crude oil varies between 0.83 and 0.90, a common

value being 0.86. This is the value used throughout all of the literature

involving analyses of oceangoing vessels carrying crude oil.

Most inland waterway vessels do not carry crude oil. A common cargo on

inland water ways is #2 diesel fuel; therefore, the inland waterway barges

were assumed to carry a cargo with a specific gravity of 0.92.

9. The penetration of ballast tanks was not considered in the analy-
sis. Only the outflow of oil and/or fuel was considered.

Outflow of ballast tanks would not directly effect the oil outflow.

However, the penetration of ballast tanks could effect the vessel's trim and

stability. Because changes in the vessel's trim were not modeled, the pene-
tration of ballast tanks was ignored.

10. Oil outflow is assumed to be initiated after the penetration has
reached its final size. No leakage is accounted for during the
actual accident event.
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To include this factor would require detailed, time-dependent modeling

of the structural deformation occurring. This was beyond the scope of this

analysis.

11. The outflow area was assumed to be equal to the size of the pen-
etration. The effects were neglected of the penetration being
partially plugged due to the bow of the penetrating ship in the
case of collision, the ground in the case of grounding, or deformed
structural material in both cases.

The impact of penetration blockage can be significant on oil outflow

rates. It is unknown whether the effects of blockage can be generalized or

depend entirely on individual cases. The effects of blockage would require

0 experimental data or data from actual events, neither of which were obtained

for this analysis. Therefore, to avoid producing optimistic times for oil

outflow, the effects of blockage had to be neglected.

12. The outflow was assumed to only occur through the assumed penetra-
tions. Leakage through cracks, torn weld seams, and other damage

* associated with the accident were not taken into account.

13. When necessary, void pressures within the tanks were determined

assuming ideal gas behavior.

Refer to the Assumption 18.

* 14. Tankers were assumed to have a nitrogen cover gas initially pres-
surized to 2 psig.

The literature and individuals within the industry reported void pres-

sures in tankers ranging from 1-2 psig during transport. The higher the void

pressure the greater the initial hydrostatic head. A void pressure of 2 psig

was assumed to ensure results were conservative.

15. The cover gas system aboard tankers was assumed sealed off from any

penetrated cargo tanks during an accident scenario.

This assumption was made to be consistent with the assumption of no

action being taken to limit the oil outflow. Industry individuals also stated

that the cover gas systems on most oil tankers were not sophisticated on-line

systems.
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16. Barges were assumed vented to the atmosphere.

Little information was found in the literature regarding barges. Indi-
viduals within the industry reported that any relief valves used on barges

vented the cargo tanks at maximum and minimum pressures close to atmospheric

pressure. Refer to the discussion of Assumption 18.

17. Initial void spaces were not penetrated during an accident.

This assumption was made to keep initial conditions the same for all

accidents and to maintain conservative results. Penetration of the void space
in an accident would result in a lower initial hydrostatic head in the case of

tankers.

18. Minimum threshold pressures (P Thres ) for the relief valves on vessels
were assumed to be atmospheric pressure (P ). The void pressure
in all cargo tanks was assumed to never MYl9 below PaW

The program written to perform the outflow calculations is capable of

modeling the venting through a relief valve. However, specific information

was not obtained for the relief valves of the vessels analyzed. Incorrectly

modeling the relief valve could result in optimistic outflow times.

For tankers, the pressure of the void space (Pod was assumed to change

assuming ideal gas behavior until the P void was equal to Patm' Upon reaching

Patm' the P void was assumed to remain constant. No pressure loss was asso-

ciated with the relief valve.

For barges, venting through the relief valve was completely neglected

since the void space of barges is not initially pressurized.

Some analyses were conducted that modeled the relief valve and evaluated

the qualitative affects of venting through the relief valve. The results are

presented in Section 2.4.

The void spaces of cargo tanks may be individually vented with separate

relief valves or manifolded into a single network containing a single relief

valve. Details of the venting systems for the vessels analyzed were not

obtained. To obtain a venting system for the qualitative analyses, details

from other vessels were incorporated. The Code of Federal Regulations for tank

ships was also consulted (46 CFR Part 32, Sections 32.55-20 and 32.55-25).
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Both individual tank venting and manifold venting were analyzed. The

modeling of the relief valve in both cases assumed the valve has a 10-inch

diameter opening when the valve is open and a discharge coefficient of 0.8.

No maximum threshold pressure was assumed. Calculations were performed

assuming minimum threshold pressures of -0.25 psig and -0.5 psig.

The manifolded system assumed individual cargo tank vents 3 inches in

diameter. The volume of the manifold system was assumed equal to the volume

of the void spaces in the unpenetrated tanks. This is a valid assumption

since the relative volume of the manifold piping is small compared to the

cargo tank void spaces. No flow resistance was modeled from the intact cargo

tank voids to the manifold. The flow resistance from the manifold to the

penetrated tanks was modeled. Also taken into account was air flow into the

manifold system via the penetration in cases where the oil level drops below

the top of the penetration.

2.1.2 Assumptions for Cases of Grounding

Assumptions 19 through 30 apply to groundings only. The method for

determining the penetration size in the case of grounding is similar to the

method used by Det Norske Veritas (DnVC) in their comparative study of tanker

designs (Kohler and Jorgensen 1990). This method was prescribed for this

study by the Coast Guard.

19. The vessel was assumed to have forward speed at the time of ground-
ing. Damage caused by the grounding while the ship was adrift,
executing a turn, or going astern was not considered.

20. Damage started at the forward perpendicular of the vessel and pro-
pagated toward the stern.

21. Only the center tanks were penetrated during the grounding of
tankers.

The longitudinal bulkheads separating the tanks are capable of absorbing

a great deal of energy compared to the longitudinal stiffeners. Because of

this, these bulkheads tend to limit the transverse propagation of a penetra-

tion. To ensure the largest penetration for a given ship speed, it was

assumed that the longitudinal bulkheads absorb no energy during a grounding.
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Because of the assumptions made in determining the size of the penetra-

tion created during a grounding, the penetration of only wing tanks would
result in less oil being leaked than for the case of only center tanks; there-

fore, this case was neglected (refer to Assumption 28).

22. Only one set of side tanks was penetrated during the grounding of
an inland waterway barge.

Inland waterway barges only have two tanks in the transverse direction.
It was assumed that the center longitudinal bulkhead absorbed no energy during

a grounding (refer to Assumption 21).

23. Outflow from ballast tanks was neglected; however, damage to bal-
last tanks was not necessarily neglected. Therefore, if the bow S
contained ballast tanks, it was possible for a grounding calcula-
tion to yield no damage to cargo tanks and no outflow.

24. The ship's trim did not change as a result of the grounding.

Any lifting of the vessel as a result of the vessel contacting the

ground was neglected.

25. Penetration sizes were calculated for tanker speeds of 5 knots
(low-energy case) and 10 knots (high-energy case) and barge speeds
of 4 knots (low-energy case) and 8 knots (high-energy case).

The Coast Guard prescribed the values of 5 and 10 knots for low- and 0

high-energy cases, respectively. The speeds were changed to 4 and 8 knots for

barges because the barges analyzed traveled at maximum speeds of 8 knots.

26. The ship was grounded on a wedge-shaped rock that did not crush,
and a constant breadth was assumed during the grounding process.

This is an assumption made by DnVC and is consistent with other analy-

ses. Groundings on sand or mud bottoms were not considered. This assumption

means the ground did not absorb any of the energy during the collision.

27. The vertical extent of damage due to grounding is determined from
statistical information. The maximum extent of vertical damage is
assumed for the entire length of the penetration. The damage
height was calculated from the following relationship:

Damage Height = 0.60512 * (Br)/15 (2.1)
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where Br = Vessel's Breadth (m)

The damage height was calculated to determine the damage breadth.

This equation was developed from statistical data on bottom damage (Card

1975). The data consisted of 30 cases, of groundings resulting in cargo out-

flow. Most of the cases involved vessels less than 40,000 DWT with only four

vessels being greater. The vertical extent of the damage ranged from 0.16 -

8.2 ft. The mean value was 1.985 ft (0.60512 m) with a standard deviation of

1.25 ft.

Card's work showed that 90% of the 30 cases would have resulted in no

outflow if the vessels had contained double bottoms with a depth equal to

Br/15. It is from Card'- work that the MARPOL assumption of vertical damage

equal to Br/15 is used in determining hypothetical outflow of oil for bottom

damage.

Card (1975) also pointed out that the 11 cases involving vessels below

3,000 DWT had an average vertical penetration of 1.3 ft, and the 19 ships

greater than 10,000 DWT had an average vertical damage of 2.5 ft. However,

Card-also states that "the amount of vertical damage sustained by a tanker

involved in a bottom damaging casualty is not related to the size of the

tanker" (Card 1975). Card did not discuss the relationship between tanker

velocity and bottom damage or bottom damage and damage length.

The work of DnVC (Kohler and Jorgensen 1990) uses Card's work to esti-

mate the vertical damage in cases of grounding, but it was not clear exactly

how Card's work is used. DnVC may have set the damage height equal to Br/15

or just used the average, which is 1.985 ft. DnVC's analysis is applied to

40,000 DWT tankers.

Because it was not clear exactly how DnVC calculated vertical damage, a

reasonable method had to be selected. Because the vertical damage is assumed

to be constant for the entire length of the penetration, increasing or

decreasing the damage height shortens or lengthens the penetration for the

same initial vessel energy. The majority of Card's data fell in the range of

Br/15 = 0.5 - 1.7; therefore, it was decided to set the vertical damage equal
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to the mean at Br/15 = 1.0. This resulted in the vertical damage for the four

tankers and four barges evaluated ranging from 3.3 ft to 7.1 ft and 1.5 ft to

3.06 ft, respectively.

The actual extent of vertical damage in a grounding depends on the ves-

sel velocity, the structural design, the ground surface conditions, and the

ground position with respect to the vessel bottom. It is difficult to use

statistics from groundings occurring over a wide range of conditions to accur-

ately determine the vertical damage caused by a wedged rock that does not

yield.

The equation used for determining the vertical damage height predicts

damage heights within the range of those observed from past groundings. S

28. The damage breadth is 2.5 times the damage height. This is an
assumption made by MARPOL.

This is an assumption also used by DnVC. This damage breadth is assumed

constant over the entire length of the penetration. The origin of this value S

for damage width is unknown to PNL.

29. The damage length is determined from the following relationship:

Ld =0.5 ms V2/(93369 Bd tpe + 33422 tpa) (2.2)

where Ld = length of damage in longitudinal direction (m)

Bd = breadth of damage (m)

V = ship's velocity (m/s)

ms = ship's mass (kg)

tpa = actual thickness of bottom plating (mm)

tpe = equivalent thickness of bottom plating (mm) (accounts for
longitudinal stiffeners and supporting beams and flanges).

The constants in Equation (2.2) have been converted from those used in the •

original references (Kohler and Jorgensen 1990; Vaughan 1978) to account for a

change in units.

Equation (2.2) is known as the Vaughan Formula and was used by DnVC to
predict damage lengths in cases of grounding. The Vaughan Formula was
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developed from an analysis of the kinetic energy lost during the collision of

two ships (Minorsky 1959). Minorsky's work developed an empirical correlation

between the resistance to penetration and the energy absorbed in a collision.

His work was intended to be used as an aid for ship design. Minorsky's analy-

sis did not develop a relationship for the kinetic energy absorbed by either

the struck or striking ship; it only related the total kinetic energy absorbed

by both vessels.

Vaughan used Minorsky's work as a basis for relating the initial kinetic

energy of a vessel to the damage sustained from the grounding of the vessel.

Vaughan's Formula equates the kinetic energy of the ship with the work

required to deform the ship's structure. The amount of work required to pene-

trate the ship's hull is assumed to consist of the work required to tear or

fracture the bottom plating of the ship and the work required to move and bend

the plating and supporting structure as the ground enters the penetration.

The kinetic energy (Ke) of the ship = 0.5 ms V2  (2.3)

The work required to penetrate the hull (W) = C1As + C2 Vol (2.4)

IS where A = the area of the fracture

Vol = the volume of the plating and supporting structure moved

C1 = the constant based on the energy function per unit length
fractured hull plating

C2 = the constant based on the energy function per unit volume of
moved and bent (displaced) material.

As =Ldtpa (2.5)

Vol LdBdtpe (2.6)
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Therefore,

0.5 msV 2 = ClLdBdtpe + C2 Ldtpa (2.7)

The solution of C1 and C2 requires the aid of experimental data. Experimental

work performed in Japan simulating actual ships (Akita and Kitamura 1972) pro-

duced data that allowed Vaughan to solve for the necessary constants, C1 = 352

ton-knot 2/m 2.mm (93,369 N/m-mm), C2 = 126 ton-knot 2/m-mm (33,422 N/mm). These

constants are only applicable assuming steel structures.

Vaughan's analysis and DnVC's work have recently been compared to a more

extensive analysis of ship damage resulting from grounding (Wierzbicki et al.

1990). Wierzbicki's analysis takes a more detailed look at the various modes

of structural failure occurring during a grounding. The predictions of this

analysis correlated well with Vaughan's and Minorsky's empirical formulas, but

only for specific ratios of the width to damage height (height of the wedged-

shaped rock).

Wierzbicki et al. (1990) also conclude that by proving the correctness

of Vaughan's methodology, further support is added to DnVC's study. However,

in Wierzbicki's analysis it is pointed out that by assuming a damage breadth

(Bd) equal to 2.5 times the damage height (Assumption 27), it appears DnVC's

analysis underestimates the resisting force of the bottom structure by a fac-

tor of 1.9 (Wierzbicki 1990). This almost doubles the predicted damage

length.

However, DnVC's analysis assumes the damage height is constant through-

out the grounding. Card's (1975) investigation of actual accidents along with

other data from actual groundings has shown that the maximum damage height is

not maintained for the entire length of bottom damage. DnVC's damage height •

assumption clearly tends to reduce the predicted damage length. Despite the

discrepancies discussed, DnVC's work is still considered valid since it was a

comparative study of various ship designs.
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Most of the work done to date analyzing ship damage has been initiated

* to aid in the design of ships. Previously mentioned works have provided use-

ful information in understanding and predicting vessel damage for design pur-

poses. However, the application of the present methods is uncertain for

predicting penetration sizes for outflow calculations.

Present methods for making damage estimates are concerned with sizes and

extent of structural damage. The problem with using the estimates of damage

size is that the size of damage is not necessarily correlated to the size of

the penetration. Even if a large portion of a vessel's structure has been

damaged to the point of having no structural integrity, it may still provide a

* substantial amount of flow blockage. Leaking may occur through numerous

cracks, but oil outflow is entirely different if the entire damaged area is

void of structural material. The use of the entire damaged area for the pene-

tration size should tend to greatly overestimate the outflow area.

* 30. After running aground over the wedge-shaped rock the ship was adrift.

No plugging due to the ground was assumed. In many grounding cases, the

vessel is stranded with a portion of its hull still resting on the bottom. In

cases such as this, it is not unreasonable to assume the ground may plug as

much as 90% of the outflow area of a penetration.

2.1.3 Assumptions for Cases of Collisions

Assumptions 31 through 34 apply only to cases of collision.

31. All penetrations were assumed at the water line.

A penetration at the water line gives worst-case results for oil outflow. A

worst-case condition was defined as one in which the outflow rate of oil is

highest and the largest cumulative amount of oil is leaked. Only when the

penetration is at the water line will all of the oil be leaked from a tank

* (Assumption 1 is assumed). If the bottom of the penetration is above the

water line, all of the oil below the penetration will remain in the tank. If

the top of the penetration is below the water line, a column of oil extending

from the height at which hydrostatic balancing occurred down to the top of the

penetration will remain in the tank.
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The largest initial flow rate will result for a penetration with its

bottom positioned slightly below the water line. The specific distance

depends on the ratio of the oil and water densities.

If it is assumed that a penetration has its top above the water line and

its bottom below the water line, the lower the penetration is positioned the

smaller the initial outflow rate. This is because the average back pressure

due to the water is increased with increasing depth. The higher the penetra-

tion is positioned, the smaller the outflow rate during water ingestion. This

is because the available penetration area available for fluid transfer is

reduced as the height of the penetration is increased.

The position of the penetration at the water line does not affect the

oil outflow for small holes (>2 ft 2). The significance of the penetration's

position increases with penetration size.

For this analysis, the center of the penetration was positioned approx-

imately at the water line. This condition allows for the outflow to be
approximately a worst-case condition while at the same time reasonably assumes

the position of a penetration created by a striking vessel.

32. Penetrations will be positioned at the longitudinal locations that
yield worst-case conditions (i.e., result in the largest oil out-
flow). A worst-case condition is also considered to be the case
that yields the largest initial flow rate (refer to Assumption 31).

Because all tanks are loaded to the same height, the largest oil outflow

case will also yield the maximum initial outflow. Therefore, penetrations

were longitudinally placed so that the two adjacent tanks with the largest

cumulative volume were penetrated with a single hole. The penetrations were

centered between the two breached tanks.

33. Due to a lack of an applicable method of determining penetration
sizes, outflow calculations were performed over a range of penetra-
tion sizes.

For tankers, the penetration size varied from 0.5 to 72 ft 2. For barges,

the penetration size varied from 0.5 to 8 ft 2 . The range of penetration sizes

applied to barges was smaller due to the smaller size of the barges. Barge

penetration sizes could not be increased without neglecting Assumption 18.
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If a method had been found for predicting actual collision damage for

the struck vessel, it would be difficult to determine for what general condi-

tions the analysis should be performed. Parameters to be determined include

striking vessel speed, bow shape, bow strength, mass, and draft.

34. All penetrations had a height-to-length ratio equal to 2.

This ratio was selected for a reasonable ratio that might be produced

when a V-bowed vessel collided with a tanker. This assumption assumes the

struck tanker has no velocity and that the velocity of the striking ship is

perpendicular to the struck tanker.

2.2 DATA SOURCES

Most of the information regarding ship damage resulting from accidents

came from technical literature. Telephone conversations were held with sev-

eral individuals of DnVC. The methodology used for determining damage sizes

in the case of groundings was taken from previous work done by DnVC (see

Section 2.1.1).

For collisions, very little information, which was applicable to this

study, was found in the literature. Therefore, information from individuals

within the industry was used to help determine the range of penetration sizes

to be evaluated in the study.

The methods used in modeling the oil outflow came from basic fluid dyna-

mics and work done by Franklin T. Dodge (Dodge et al. 1980).

The most difficult information to obtain was that regarding actual

tanker designs and specifications. Most of the individuals contacted regarded

this information as proprietary and hence declined to provide the information

to PNL. Sincere appreciation is given to the Maritime Administration's Divi-

sion of Naval Architecture in assisting to make this.information available.

The four tanker designs used for the analysis are ships that were either built

or renovated for the United States Government. The tanker sizes were selected

to cover the range of tanker sizes for which data were available. The speci-

fic tankers chosen were selected because all of the necessary data were
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obtained. The four tankers evaluated were of the following sizes: 34,000

DWT; 89,700 DWT; 225,000 DWT; and 262,000 DWT. Schematics of the four tankers

are shown in Figures 2.1 through 2.4.

The barge designs used in the analysis were provided to PNL by private

shipping companies operating in the Gulf region and on the west coast. The

specific barge designs evaluated were selected the same as those for the

tankers. The four barge designs evaluated consisted of the following sizes:

628 GT; 1,182 GT; 1,769 GT; and 2,713 GT. The first three barge sizes listed

are those of inland waterway vessels. The last barge listed is that of an

oceangoing barge. Two cases were evaluated for the 2,713 GT barge. The

amount of cargo that this design can carry depends on its certification date.

Those barges that have been grandfathered can carry cargo in all 15 cargo

tanks. Barges built after the regulation must not carry cargo in the three

bow tanks. (The exact date of the grandfather clause was not obtained).

Schematics of the four barges evaluated are shown in Figures 2.5 through 2.8.

CargoTank Tank Plan View

T ~Tanknkrgo Cargo Tanko Cargo Cargo Cargo
Tank Tank Tank Tank Tank Tank FuelKz//// CT Tank

----- 79.5'--- 34.7'4-79.5"--N--78.7----35'N-43.74-"44.7'-39*-M-- 42' -
36.8'

66689"
Ballast Tank

Cross-section of Penetrated Tanks C cargo Tank

50 .6' Draft = 36'

19.49' 19.49' Scale I" o50"

FIGURE 2.1. 34,000 DWT Tanker
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Tank Plan View
T S

Cargo Tank Cargo Tank Cargo Tank 8 .2'

S. 36.5'

Cargo Tank Cargo Tank Cargo Tank 18.2'

25' 49.7 49.7' 49.7 20- '
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Cross-section of Cargo Tanks
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FIGURE 2.5. 628 GT Inland Waterway Barge

Tank Plan View
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FIGURE 2.6. 1,182 GT Inland Waterway Barge

2.20



Tank Plan View
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FIGURE 2.7. 1,769 GT Inland Waterway Barge
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2.3 COMPUTATIONAL METHOD

The cumulative oil outflow and the oil outflow rate from the penetrated

tanks were determined by computing the transient conditions of the oil within

the tank. This was accomplished by balancing the mass and energy of the tank

throughout the transient event. The assumptions described in Section 2.1 were

applied.

Oil outflow is dependent on the pressure difference across the penetra-

tion. The initial outflow of oil is caused by the difference in hydrostatic

pressure between the oil inside the tank and water or air outside the tank.

If the bottom of the penetration is below the water line, than water ingestion

will occur when the pressure difference across the penetration approaches

zero. The water ingestion is due to the buoyancy of oil in water. Water

ingestion will be completed when the water level in the tank reaches the top

of the penetration if the penetration is completely submerged, or the outside

water level if the penetration is only partially submerged.

In the case of grounding, water ingestion will not occur. If the bottom

penetration is assumed level, then there is no path for the oil to rise to the

top. In this case, oil outflow will cease when hydrostatic balancing is

achieved and the pressure difference across the penetration is zero. Only the

outflow of oil was a concern in this study; water inflow was not calculated.

Depending on initial conditions, it is possible for the water to flow into the

tank when the pressure outside the penetration exceeds the inside pressure.

In this study, such an event would simply result in no oil outflow.

To generate the time-dependent curves of the oil outflow and oil outflow

rate, a fortran program was written and run on a Sun Sparc-2 work station.

The program produced a detailed output file, a one-page summary of the output

file, and a plot of the cumulative oil volume lost and oil outflow rate with

respect to time. The plot was generated utilizing the UNIRAST graphics

package.

In the case of grounding, the program calculates the penetration size

and determines the outflow area in each of the penetrated tanks. In the case
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of collision, the total penetration size is input and the program determines

the outflow area in each of the penetrated tanks.

The time step is determined from an input value for the maximum fraction

of the tank's volume that is allowed to be discharged in a single time step

and from the initial mass flow rate calculated. The maximum allowable volume

is divided by the initial flow rate. This initial time step is then held con-

stant throughout the calculation. The time step could be optimized, but it

was not necessary. The sensitivity of the results with respect to the time

step was evaluated. It was found that maximum volume fractions less than

0.002 showed negligible differences in the results. These results assume that

the effects of the relief valve are ignored. The mass flow of air into the

tank is much more sensitive to the size of the time step. Therefore, a

smaller time step was applied to gas flows.

Water ingestion was assumed to commence when the pressure difference

across the penetration was equal to one hundredth of the atmospheric pressure.

This driving force for water ingestion was assumed to allow for a simple

numerical solution of the problem and comes from previous experimental work on

the subject (Dodge et al. 1980). During the numerical solution of the prob-

lem, all parameters were assumed constant throughout an entire time step. A

quasi-equilibrium was assumed in which water enters the tank lifting the oil, 0

increasing the hydrostatic head of the oil, and thus increasing the pressure

difference across the penetration. In response to the increased pressure dif-

ference, oil flows out of the tank.

The same method of calculating oil outflow was employed by Ross Environ- 0

mental Research LTD of Canada in their study of self-help countermeasures for

Arctic tankers (Ross 1983) Results from the calculations used in this study

agreed with those from the Ross study for similar cases.

The pressure difference across the penetration was calculated at the

center of the penetration. To allow for larger penetration sizes, the program

adjusted the assumed penetration size when the outflow area was reduced, such

as when the oil level fell below the top of the penetration.
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Calculations were only performed for side penetrations at the water

line. The program is capable of positioning the penetration at any elevation;

however, the program does not include an air ingestion model.

2.4 RESULTS

The following two sections present the results of the outflow calcula-

tions and discuss the qualitative effects of the relief valve venting. The
results presented in this section have been summarized for all eight vessels

evaluated. Results for individual vessels are included in Appendix A.

2.4.1 Grounding

Figure 2.9 shows an example of the curves generated by this study. The

dotted-lined curve plots the oil outflow rate. The flow rate declines rapidly
as the void pressure decreases assuming ideal gas behavior. The void pressure

reaches atmospheric pressure and the void space is assumed vented to the atmo-

sphere with no limitations on the air inflow rate. The flow rate declines

linearly until the two tanks with penetrations running their entire length

become hydrostatically balanced. The flow rate continues to decline until the

final cargo tank, with a smaller penetration in the bottom, is hydrostatically

balanced. The solid line plots the cumulative oil outflow with respect to

time. Similar plots with corresponding tables for each vessel evaluated can

be found in Appendix A. However, if no oil leaked, there is no outflow plot.

Calculations for cases of grounding were performed for all eight ves-

sels. Each vessel was evaluated for a low- and a high-energy grounding.

Table 2.1 presents the results for groundings of tankers. The results show

that no cargo tanks were penetrated for the low-energy cases of the 34,000 and

89,700 DWT tankers while the high-energy case resulted in penetrated cargo

tanks for all the tankers.

The number of tanks penetrated depends not only on the energy dissipated

during the grounding but also on the configuration of the tanks. A vessel

could have three tanks penetrated and still sustain half the damage of another

with only one tank penetrated. A better comparison of damage is found by com-

paring damage areas. The damage widths and lengths can be obtained from the
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Vessel Velocity = 10.0 knots Damage Length = 293.73 ft.
3 Tanks penetrated Damage Width = 17.95 ft.
Fraction of Penetration Plugged by Reef = 0.00 0
Cumulative Oil Volume in Penetrated tank(s) = 17302738.0 gal.
Total Oil Volume Leaked from Vessel = 870984.2 gal.
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FIGURE 2.9. Outflow Plot for Individual High-Energy Case of Vessel Grounding
for 262,000 DWT Tanker

individual plots of each case found in Appendix A. Since this study was only

interested in oil outflow, damage length refers to the length of damage in the

penetrated tanks and does not account for damage to any bow ballast tanks.

However, the energy absorbed by these tanks is accounted for in the calcula-

tion of the damage length.

The penetration areas estimated in this study are quite large. They are

also assumed free of any obstructions that would reduce the flow (see Sec-

tion 2.1.1). This is the reason for the very short times required for hydro-

static balancing to be achieved. The effects of no blockage can be
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compensated for by assuming a certain fraction of the flow area is plugged.

The outflow time is inversely proportional to the area of the penetration

(i.e., reducing the penetration size by 90% increases the outflow time by a

factor of 10).

Very little data are available on actual penetration sizes resulting

from grounding or collision. Some idea of penetration size was obtained

through discussions with individuals in the industry. For instance, one of

the most catastrophic tanker groundings to date resulted in a conservative

estimate of the sum of the ship's penetration areas being approximately

1,000 ft 2 ; its damaged areas were considerably larger. It was also stated

that the largest of these holes, of which there were several, was approx-

imately 120 ft 2 . For a similar size ship, moving at approximately the same

speed, assuming a design similar to the vessels evaluated in this study, the

model predicted a penetration area of 7,500 ft 2. In comparing these values,

it should be noted that the model estimates damage assuming no longitudinal

bulkheads absorb any energy.

While the predicted penetration sizes and thus the estimated outflow

times are questionable, these parameters are independent of the estimation of

the total cargo volume lost. The percent of cargo lost in the Table 2.1

refers to the percentage of the total cargo contained in the penetrated tanks.

The percentage of cargo lost is also independent of the number of tanks pene-

trated as long as one tank is penetrated. The driving force for oil outflow

in the case of grounding is entirely due to the difference in hydrostatic

pressure between the oil and water. Since all of the tanks are loaded to the

same height, hydrostatic balancing in each tank will occur when the oil

reaches the same level. The size of the penetration has no effect on the vol-

ume of-oil that will leak from a single tank. It only determines the time

required for outflow and the number of tanks that are penetrated.

It is worth noting that the time required for hydrostatic balancing to

be achieved is somewhat independent of the penetration size. As the penetra-

tion size in a single tank increases, the time required for hydrostatic bal-

ancing will be reduced. However, this does not continually hold for multiple

tanks. An example of this can be seen in Table 2.1 for the case of the
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22,500 DWT tanker. In the lower-.energy case, one tank is penetrated. In the
high-energy case, the penetration is larger and three tanks are penetrated.

However, it takes 8.5 times longer, 194 seconds compared to 23 seconds, for

hydrostatic balancing to occur in the high-energy case. The outflow time is

dictated by the size of the penetration in the tank with only a fraction of

its length penetrated. Given two different size holes that penetrate multiple

tanks, the penetration that results in the smallest penetration to a single

tank relative to the single tank's cross-sectional area will yield the longest

outflow time.

Table 2.2 shows the results obtained for the barges evaluated. The same
results with respect to penetration sizes were obtained for barges as were

obtained for tankers. The amount of damage sustained in terms of the number

of tanks penetrated was less for the barges than for the tankers. Only the

grandfathered case of the 2,713 GT barge had cargo tanks penetrated during the

low-energy collision. No more than one tank was penetrated under any of the

conditions evaluated, and the 2,713 GT (not grandfathered) barge never had a

cargo tank penetrated. The reduced damage can be contributed to several fac-

tors. All of the barges except for the grandfathered 2,713 GT have forward

rakes. The length of these rakes allow for a good deal of energy to be

absorbed before the cargo tanks are reached. Another factor contributing to

the reduced damage is the reduced mass with respect to cargo. A barge con-

tains no engines, crew, or supporting facilities; therefore, a larger percen-

tage of its total mass is made up of cargo. This reduced mass with respect to

the size of the vessel results in the barge having less kinetic energy at the

time of grounding.

The smaller two barges resulted in no cargo being lost even when cargo

tanks were penetrated. This is because the cargo tanks were loaded to a level

that resulted in the hydrostatic pressure of the water at the bottom of the

barge being greater than the hydrostatic pressure inside the tank. In such a

case, the tanks are referred to as being hydrostatically balanced. The barges

that did lose cargo lost cargo percentages similar to those of the tankers.
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The relief valves found on tankers were not modeled; some calculations

were performed assuming a specific relief valve (refer to Assumption 18) so

that the qualitative effects of modeling the relief valve could be observed.

The inclusion of the venting model to the tanker grounding cases had a

large impact on the outflow times. The outflow time increased anywhere from 2

to 30 times as long. The main reason for the large difference was due to the

size of the hole. The large hole size results in an extremely high initial

flow rate of oil. The change in volume within the tank is much too large for

the relief valve to compensate; therefore, the pressure of the void space is

reduced rapidly, and the oil outflow becomes dependent on the inflow of air

through the relief valve. If the penetration size is reduced by assuming

blockage, the effects of the relief valve are greatly reduced.

The relief valve does reduce the amount of oil leaked from the cargo

tank in the case of grounding. The lower the valve threshold pressure the

lower the amount of oil released. The lower void pressure reduces the

hydrostatic pressure of the oil at the penetration and allows a higher column

of oil to exist when hydrostatic balancing is achieved. In most cases, a

threshold pressure of -0.25 psig resulted in 10% to 15% less oil being

reduced.

The actual penetration sizes calculated using the DnVC method are asso-

ciated with a lot of uncertainty. The results do predict the amount of oil

that may be leaked in the case of grounding. The grounding results also show

which vessels are less likely to result in cargo spillage in the event of a

grounding.

2.4.2 Collision

The plots of collision results for individuals cases are similar to

those found in Figure 2.9. This section contains the overall results obtained

from the parametric study with respect to penetration size. Plots and corre-

sponding tables for penetration sizes of 2, 8, and 50 ft2 for each tanker are

included in Appendix A. The same plots are included in Appendix A for barges

with penetration sizes of 0.5, 2, and 8 ft 2.
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For the tankers, calculations were performed for penetration sizes rang-

ing from 2 ft2 to 72 ft 2 . The results are presented in Figures 2.10 through

2.13 and Tables 2.3 through 2.6. Each plot relates the outflow time to the

penetration size for a specific percentage of cargo lost from the penetrated

tanks. The penetration size in each plot still refers to the total penetra-

tion size. The actual penetration area in each tank is half of this value.

The summation of the results in this form was done to aid in using the results

if additional penetration size data should become available in the future.

The plots allow outflow times to be predicted for a given quantity of oil and

a specified penetration area. Estimations of allowable damage can also be

determined if a specified time limit is given to save a corresponding amount

of oil.

Tables 2.3 through 2.6 correspond to Figures 2.10 through 2.13, respec-

tively. Each table lists the points used to generate the plots. The rapid

discharge of the first 20% of oil in the penetrated tanks is the result of the

hydrostatic head present in the tank initially. By the time 30% of the oil in

the penetrated tanks has been discharged, oil outflow is the result of water

ingestion. The driving force behind the water ingestion is much less than the

initial driving force.

Figures 2.14 through 2.17 and Tables 2.7 through 2.10 show the resultb

obtained for barges. As with the tankers, Tables 2.7 through 2.10 correspond

to Figures 2.14 through 2.17, respectively. A significant difference found

with some of the barges is that the first 20% is not lost as quickly when com-

pared to the total outflow time. This is because some of the barges are

hydrostatically loaded; therefore, the initial hydrostatic pressure found at

the water line is less compared to that of tanker loads. This means water

ingestion occurs after a smaller percentage of cargo has leaked.

Table 2.11 lists the frequency of hole occurrence for six penetration

size ranges. Data related to actual penetration and frequency of occurrence

were found to be scarce. The actual source of data used to develop this dis-

tribution is based on unpublished data provided to PNL by the Coast Guard.

Table 2.11 shows that 55% of the penetrations are less than 5 ft 2 . These

statistical data are very useful in helping to determine ranges of times
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Tanker Size: 34000 DWT Penetration Centered on Waterline
70

Total Volume of Oil in Penetrated Tanks: 325500 gal.

60 Percentage of Cargo Lost
from Penetrated Tanks

so. 0o 20%.l 65100 gal.3 30% - 247650 gai.

*T

30

20-

10-

0
0 2 4 6 S 10

Penetration Area (eq. ft.)

FIGURE 2.10. Plots of Outflow Time vs. Penetration Area for a
34,000 DWT Tanker in the Case of Collision (with the
penetration on the waterline)

TABLE 2.3. Calculated Outflow Time for a 34,000 DWT Tanker in the

Case of Collision (with penetration on the waterline)

Percentage of Cargo Lost-from
Penetrated Tanks %10%°) 20",,(c 30%"'1 50%e

Penetration Area (ft 2 ) (mi) (min) (min) (min)
0.500 23.0 60.0 194 781
1.000 11.6 29.9 96.6 382
2.000 5.77 14.9 53.1 224
3.000 3.85 10.0 38.0 170
4.500 2.6 6.7 24.6 105
6.000 1.94 5.0 19.3 85.0
8.000 1.44 3.76 14.6 64.0

(a) Total Volume of Oil in Penetrated Tanks: 825,000 gal
(b) 10% = 82,550 gal
(c) 20% = 165,100 gal
(d) 30% = 247,650 gal
(e) 50% = 412,750 gal
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Tanker Size: W700 Penetration Centered on Waterline
1 Total Volum of Oil in Penetrated Tanks: 2995000

Percentage of Cargo Lost
from Penetrated Tanks

a 10% .-.299 gal.

0o 2%s~goO gal.

S30%• -•8s8Soogal.

360-

40-

20 L

04
0 20 40 60 so

Penetration Area (eq. ft.)

FIGURE 2.11. Plot of Outflow Time vs. Penetration Area for a
89,700 DWT Tanker in the Case of Collision (with
penetration on the waterline)

TABLE 2.4. Calculated Outflow Time for a 89,700 DWT Tanker in the

Case of Collision (with penetration on the waterline) 0

Percentage of Cargo Lost-from
Penetrated TagVstali0%(°) 201X" 30%to) 50'%ýe)

Penetration Area (ft 2 ) (min) (min) (min) (min)
0.500 84.6 224 1,158 3,228
2.000 21 55.9 375 1,096
4.000 9.3 25 157 450
8.000 5.3 14 95 276

12.500 3.4 9.1 64 187
18.000 2.3 6.3 47 141
24.500 1.7 4.6 35 102
32.000 1.3 3.6 27 83
40.500 1.0 2.8 22 67
50.000 0.85 2.3 18 54
72.000 0.59 1.6 13 38

(a) Total Volume of Oil in Pene- (c) 20% = 599,000 gal
trated Tanks: 2,995,000 gal (d) 30% = 898,500 gal

(b) 10% = 299,500 gal (e) 50% = 1,497,500 gal.
2
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Tanker Size: 225000 Penetration Centered on Waterline

Total Volune of CIl in Penetae Tanks: 8262000 gal.

Peroentage of Cargo Loat
from Penetrated Tanks

60 & 10% .. 2200 ga.
o 20% -1652400 ga.

0 30%.*2478600gal.
E

40

20-

00

0 20 40 60 s0

Penetration Area (aq. at.)

FIGURE 2.12. Plot of Outflow Time vs. Penetration Area for a
225,000 DWT Tanker in the Case of Collision (with
penetration on the waterline)

TABLE 2.5. Calculated Outflow Time for a 225,000 DWT Tanker in the
Case of Collision (with penetration on the waterline)

Percentage of Cargo Lost-from
Penetrated Taniks

2 0%(c) 30% ) 5 0%(e)
Penetration Area (ft 2) (mi) (min) (min) (m)

0.500 195.8 521 3,056 8,773
2.000 48.9 130 934 2,763
4.000 21.7 58 430 1,275
8.000 12.2 33 260 777

12.500 7.8 21 174 522
18.000 5.4 14.5 124 375
24.500 4.0 11 94 284
32.000 3.0 8.2 73 222
40.500 2.4 6.5 59 178
50.000 1.95 5.3 48 146
72.000 1.4 3.7 34 104

(a) Total Volume of Oil in Pene- (c) 20% = 1,652,400 gal
trated Tanks: 8,262,000 gal (d) 30% = 2,478,600 gal

(b) 10% = 826,200 gal (e) 50% = 4,131,000 gal.

2.35



Tanker Size: 262000 DWT Penetration Centered on Waterline
100-

Total Volume of Oil In Penetrated Tanks: 7317000 gal.

Pesentag of Cargo Lo•t
from Penetrated Tanks

A 10%..731700gaJ.
o 20%.-1463400ga.

[3 30%.2195100gal.

* !
1 0-

E s-

~40-

20 S
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0 20 40 60 60
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FIGURE 2.13. Plot of Outflow Time vs. Penetration Area for a
262,000 DWT Tanker in the Case of Collision (with
penetration on the waterline)

TABLE 2.6. Calculated Outflow Time for a 262,000 DWT Tanker in the
Case of Collision (with penetration on the waterline)

Percentage of Cargo Lost from
I 0%(D)Penetrated Tan~s` e

10%(Y) 20c ) 30NO°0' 50%{e

Penetration Area (ft2) (min) (min) (min) (min)
0.500 187 600 3,223 8,484
2.000 47 152 907 2,419
4.000 21 90 561 1,504
8.000 12 39 274 745

12.500 7.4 25 184 501
18.000 5.2 17 131 357
24.500 3.8 13 98 270
32.000 2.9 9.9 77 211 0
40.500 2.3 7.8 62 169
50.000 1.9 6.3 50 138
72.000 1.3 4.4 36 98

(a) Total Volume of Oil in Pene- (c) 20% = 1,463,400 gal
trated Tanks: 7,317,000 gal (d) 30% = 2,195,100 gal

(b) 10% = 731,700 gal (e) 50% = 3,658,500 gal.
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Barge Size: 628 GT Penetration Centered on Waterline
60

Total Volume of Oil In Penetrated Tanks: 135300 gal.

Percentage of Cargo Lost
from Penetrated Tanks

50'

£10%.13530ga1.

0 20% . 27060 gal.

o30%.-40590 gal.
40

E*!
It'--30,

20-

10'

0*
0 2 4 6 8 10 12

Penetration Area (eq. ft.)

FIGURE 2.14. Plot of Outflow Time vs. Penetration Area for a
628 GT Barge (with penetration on the waterline)

TABLE 2.7. Calculated Outflow Time for a 628 GT Barge in the Case

of Collision (with penetration on the waterline)

Percentage of Cargo Lost-from
Penttrated TaoKst')

Penetration Area (ft 2) (mi) (min) (min) (min)
0.500 47 93 140 234
01.000 23 47 70 117
2.000 14 28 43 71
3.000 9.9 20 30 50
4.000 7.2 14 21 36
6.000 4.6 9.2 14 23
8.000 3.4 6.7 10 17

10.000 2.6 5.3 8.0 13

(a) Total Volume of Oil in Pene- (c) 20% = 27,060 gal
trated Tanks: 135,300 gal (d) 30% = 40,590 gal

(b) 10% = 13,530 gal (e) 50% = 67,650 gal.
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Barge Size: 1182 GT Penetration Centered on Waterline

Total Volume of Oil In Penetrated Tanks: 214200 gal.

Percentage of Cargo Lost
from Penetrated Tanks

S10%. 21420 gal.
60 0 20%.42ogal.

03 30%.642E gal.

40-B

It

0

20-

00

04 6 8 10 12

Penetration Area (eq. ft.)

FIGURE 2.15. Plot of Outflow Time vs. Penetration Area for a
1,182 GT Barge (with penetration on the waterline)

TABLE 2.8. Calculated Outflow Time for a 1,182 GT Barge in the Case

of Collision (with penetration on the waterline) S

Percentage of Cargo Lost from
Penetrated Tao0 shr10%D 20V• 30%101 50%(e

Penetration Area (ft 2 ) (min) (min) (min) (min)
0.500 54 128 202 351
1.000 30 71 112 194
2.000 16 37 59 102
3.000 11 26 41 71
4.000 9.2 22 35 60
6.000 6.4 15 25 43
8.000 4.9 12 18 32

10.000 4.0 9.8 16 27

(a) Total Volume of Oil in Pene- (c) 20% = 42,840 gal
trated Tanks: 214,200 gal (d) 30% = 64,260 gal

(b) 10% = 21,420 gal (e) 50% = 107,100 gal.

2.38



Barge Size: 1769 GT Penetration Centered on Waterline60

Total Volume of Oil in Penetrated Tanks: 259200 gal.

Percentage of Cargo Lost
so- from Penetrated Tanks

A 10% - 25920 god.
0 20% - 51840 gad.

40 0 .30% e 7776094
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I 30
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20-

00
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04 6 10 12

Penetration Area (eq. ft.)

FIGURE 2.16. Plot of Outflow Time vs. Penetration Area for a
1,769 GT Barge (with penetration on the waterline)

TABLE 2.9. Calculated Outflow Time for a 1,769 GT Barge in the Case

of Collision (with penetration on the waterline)

Percentage of Cargo Lost-from
Penetrated TarKs`

10V%( 20% c" 30%1"1 50%(eJ
Penetration Area (ft 2 ) (min) (min) (min) (min)

0.500 16 50 139 318
1.000 8.2 26 75 175
2.000 4.2 13 39 91
3.000 2.8 9.2 27 63
4.000 2.0 7.0 22 53
6.000 1.4 4.7 16 38
8.000 1.0 3.6 12 28

10.000 0.85 2.9 9.9 24

(a) Total Volume of Oil in Pene- (c) 20% = 51,840 gal
trated Tanks: 259,200 gal (d) 30% = 77,760 gal

(b) 10% = 25,920 gal (e) 50% = 129,600 gal.
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Barge Size: 2713 GT Penetration Centered on Waterline
40 Total Volume of Oil In Penetrated Tanks : 306000 gal.

PeIrentage of Cargo Loet 0
from Penetrated Tanks

A 10% -30600gal.
30o 0 20% - 61200 gl.

C0 30% - 1 SM gal

£\
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10,

00

0 2 4 a a 10 12

Penetration Area (eq. ft.)

FIGURE 2.17. Plot of Outflow Time vs. Penetration Area for a
2,713 GT Barge (with penetration on the waterline)

TABLE 2.10. Calculated Outflow Time for a 2,713 GT Barge in the Case
of Collision (with penetration on the waterline) S

Percentaqe of Cargo Lost-from

P e n et r a t e d T a o s5 
%

10%(2 00%( ) 30%1`1 50-(e

Penetration Area (ft 2 ) (min) (min) (min) (min)
0.500 16 38 122 333
1.000 7.8 19 62 ]70 0
2.000 3.9 9.4 35 99
3.000 2.6 6.3 24 69
4.000 2.0 4.7 18 53
6.000 1.3 3.2 13 38
8.000 1.0 2.4 9.7 28

10.000 0.8 1.9 7.8 23

(a) Total Volume of Oil in Pene- (c) 20% = 61,200 gal
trated Tanks: 306,000 gal (d) 30% = 91,800 gal

(b) 10% = 30,600 gal (e) 50% = 153,000 gal.

0
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available in deploying self-help methods. It must be emphasized that the out-

flow predictions obtained from the parametric study of penetration size are

best utilized in conjunction with either statistical data or some method of

predicting penetration size. Despite the short outflow times estimated for

some penetration sizes, [able 2.11 shows the probability of actually obtaining

these very short times is low.

Due to insufficient data, relief valves were not modeled for cases of

collision. Calculations were performed so that the qualitative effects of

relief valves could be observed for both cases of independently vented tanks

and manifolded tanks. Relief valves help to lower the hydrostatic head of the

oil by reducing the gas pressure in the cargo tank's void space. Therefore,

the effects of the relief valve should only be observed prior to water

ingestion.

For this study, the initial flow rate will be the same regardless of the

relief valve because all tanks are assumed pressurized to 2 psig; therefore,

the same initial hydrostatic pressure at the penetration is present for all

relief valve scenarios. As oil leaks from a cargo tank, the void pressure of

the tank is reduced. When the void pressure reaches the relief valve's mini-

mum threshold pressure, the valve opens. The lower the threshold pressure the

lower the hydrostatic pressure of the tank.

Once the valve is open, outside air will enter the tank until the thres-

hold pressure is reached again, at which time the valve will close. The air

will not necessarily flow into the tank at the same volume flow rate as the

fluid flows out of the tank. This factor partially depends on the size of the

penetration with respect to the size of the relief valve flow area and the

pressure drop across the valve. The larger the penetration the harder it is

for the air flow to maintain the void pressure. In some cases the void pres-

sure will continue to drop even though the valve is open.

If the void pressure drops far enough, the pressure difference across

the penetration may approach zero even though the oil level is still above

that required for hydrostatic balancing. As the pressure difference

approaches zero, water ingestion may begin. The lower flow rate of oil, due

to water ingestion, or the reduction in hydrostatic head, allows the air flow
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through the valve to Increase the void pressure. Eventually, the threshold

pressure of the valve will be reached and the valve will close. In some

instances the outflow may oscillate between, or be due to both, water inges-

tion and hydrostatic balancing until steady water ingestion commences.

Table 2.12 shows the results of calculations performed for the

89,700 DWT tanker for three different relief valve conditions for independ-

ently vented tanks. The venting conditions that neglect the relief valve

assume the same conditions used to calculate all the results in this study.

The void space is assumed initially pressurized at 2 psig. When the void

pressure drops to atmospheric pressure, the relief valve is assumed open and

no restrictions on the air inflow exists. The second and third cases model

the valve according to Assumption 18. Only the threshold pressure is dif-

ferent between these two cases.

The values calculated for Table 2.12 are only meant for qualitative pur-

poses. The actual design of the relief valves on the 89,700 DWT are unknown.

As expected, the differences in outflow time occur in the range of hydrostatic

balancing. Differences in the outflow times for 30% and 90% of the cargo are

just constant lag times carried over from the delays created during hydro-

static balancing.

Little difference is seen for the times required to leak the first 10%

of the oil. This lack of significant difference is because the initial flow

rate is the same for all three cases, and no difference in the flow rate

occurs until the void pressure reaches atmospheric pressure.

It is during the time between the leaking of 10% and 30% of the cargo

that the most significant differences are found in the results for the modeled

relief valve. Despite the fact that for some cases the relative time differ-

ences are significant, there are no large real-time differences. It is real

time that is a factor in evaluating self-help methods.

Table 2.13 shows the results of calculations performed assuming all of

the tank void spaces are manifolded together. Much of the discussion regard-
ing the results presented in Table 2.12 is also applicable to Table 2.13.

Very little difference is seen between the results of the two tables for
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TABLE 2.11. Distribution of Penetration Sizes in Actual Accidents

* Penetration Frequency of
Area (ft 2) Hole Occurrence (%)

< 1 40.8
1-2 4.1
2-3 3.2
3-5 6.7

5-10 12.9
10-100 32.3

TABLE 2.12. Qualitative Effects of Venting pIe Oil Outflow Time for
Individually Vented Cargo Taksa

% of Cargo
L'.Aked fromp Penetrated Tanks

Penetration 0 20%l C 30%lul MIL
Venting Conditions Area (ft 2 ) (min) (rmin) (min) (min)

Relief valve not modeled 2 21 57 292 1846
PThresh = PAtm 8 5.3 14 75 463

Am50 0.9 2.5 13 75

Relief valve 2 21 60 314 1868
Co = 0.8 8 5.5 16 81 469
Diameter = 10 inches 50 1.3 4.6 15 77
PThresh = -0.25 psig

* Relief valve 2 22 80 338 1892
CQ = 0.8 8 5.7 22 87 475
Diameter = 10 inches 50 1.3 5.3 16 78
PThresh = -0.5 psig

(a) This is for a 89,700 DWT Tanker in the case of collision with
penetration on the waterline. The initial void pressure is 2 psig.

(b) 10% = 299,500 gal
(c) 20% = 599,000 gal
(d) 30% = 898,500 gal
(e) 90% = 2,695,500 gal.
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TABLE 2.13. Qualitative Effects of Venting on Qil Outflow Time for
Tanks with Manifolded Void Spaces(a

% of CargoS1Leaked() from Penetrated Tanks e

Penetration 10%,", 20% ne' Tanks
Venting Conditions Area (ft 2) (ini (mini (minni (min

Relief valve 2 21 62 316 1870
Co = 0.8 8 5.5 16 81 469
Diameter = 10 inches 50 1.5 6.7 17 79
PThresh = -0.25 psig2 22 83 341 1895
Relief valve 8 5.7 23 87 476
Co = 0.8 50 1.5 6.9 17 79
Diameter = 10 inches
PThresh = -0 .5 psig

(a) This is for a 89,700 DWT Tanker in the case of collision with
penetration on the waterline. The initial void pressure is 2 psig.

(b) 10% = 299,500 gal
(c) 20% = 599,000 gal
(d) 30% = 898,500 gal
(e) 90% = 2,695,500 gal.

similar relief valve conditions. One might expect the manifolded void spaces
to yield smaller outflow times due to the increased volume of cover gas ini-
tially at 2 psig. However, the tank vent leading to the manifold creates a
large enough pressure drop to negate the effects of the increased pressurized
volume as a driving force. The flow resistance of the tank vent results in
conditions similar to that of a tank with an independent relief valve.

Although the manifold system used in the calculations was not designed
specifically for the 89,700 DWT, it is similar to systems aboard other vessels
and complies with 46 CFR Part 32, Sections 32.55-20 and 32.55-25.

2.5 CONCLUSIONS

The outflow calculations provide relationships between penetration size
and time-dependent outflow and information to aid in determining the
requirements of self-help methods.

In the case of groundings, the outflow times are extremely short due to
overly conservative methods of predicting penetration sizes. The outflow
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analysis clearly demonstrates the importance of distinguishing between damage

size and penetration size. The cumulative oil outflows calculated do provide

good estimates of the quantity of oil released in the event of a grounding.

The results of the collision analysis yields useful relationships

between penetration size and oil outflow that can be used with present or

future statistical studies of penetration sizes. These relationships along

with statistical data allow the prediction of outflows associated with small,

medium, and catastrophic accidents.

The outflow times calculated for collisions are conservative but realis-

tic. The assumptions tend to use realistic parameters that yield conservative

results, but no factors of safety were included in the modeling.

Modeling of the relief valve venting would further reduce conservatism.

Preliminary analyses show that predicted flow rates are conservative but

comparable to those obtained assuming various relief valve configurations.
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3.0 ENVIRONMENTAL LIMITATIONS FOR SELF-HELP COUNTERMEASURES

This section discusses typical environmental conditions that might limit

the effectiveness of self-help countermeasures to control the spread of oil

from tanker or tank barge spills. The section describes general physical

parameters and environmental scenarios representing typical conditions encoun-

tered along tanker routes and near oil terminals in U.S. waters. These sce-

narios were developed for the analysis performed in Section 5.0.

Because the effectiveness of self-help countermeasures are location and

situation specific, U.S. navigable waters are divided into nine zones that

include the estuaries where major oil terminals are located, offshore waters

from Demarcation Bay in the Alaskan Beaufort Sea to the Gulf of Maine, the

great lakes, and intracoastal waterways (see Section 3.2.3).

The environmental conditions for tankers and tank barges in each zone

are identical. The differences between the operational and safety character-

istics of tankers and tank barges are explained in detail elsewhere in this

report. In summary, the main differences are: 1) barges cannot maneuver

without a towing/pushing vessel, 2) they have less freeboard than most tankers

working offshore waters, and 3) barges carry limited auxiliary equipment for

handling topside or over-the-side gear.

3.1 COUNTERMEASURE TYPES

Table 3.1 lists 45 countermeasures proposed to the U.S. Coast Guard

Research and Development Center subsequent to the EXXON Valdez spill in 1989.

These proposals were divided into six generic types and were given names to

identify them in this report. General descriptions of the generic types and

the environmental conditions that might reduce their effectiveness are given

below. Figure 3.1 is a graphic representation of these countermeasures.

Booms are flexible or segmented barriers for containing and limiting the

spread of oil slicks. They have flotation at the top and are weighted at the

bottom so they will remain vertical when deployed. Spilled oil trapped by a

boom can be pumped into empty onboard or external tankage. Twenty of the 46
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TABLE 3.1. Self-Help Countermeasures Proposed to the Coast Guard
Research and Development Center 1989-1991

Prop PNL
No. Classification Comments

1 Boom Boom encircles tanker, skimmers remove oil

4 Boom Place absorbent material into ruptured tank &
deploy boom

12 Boom Booms, internal & external. Pumps & bladders

14 Boom Curtain dropped from deck & fastened to deck edge

15 Boom Encircling boom tethered to tanker

17 Boom Boom tethered to deck

18 Boom Encircling boom

21 Boom Encircling boom/envelope

23 Boom Tethered boom

25 Boom Encircling boom

28 Boom Tethered encircling boom

29 Boom Boom deployed by a small boat

32 Boom Boom & onboard skimmer

33 Boom Boom

34 Boom Tethered boom

36 Boom Encircling boom

41 Boom Booms

42 Boom Booms

44 Boom Encircling boom

45 Boom Encircling boom

3 Envelope Booms deployed by lifeboats & ocean surface pumps
used to pick up spilled oil

9 Envelope Boom (w/o vertical extension) tethered to tanker

11 Envelope External lining enveloping tanker

22 Envelope N/A

31 Envelope Encircling boom

13 Skirt Curtain dropped from deck & fastened to deck edge
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TABLE 3.1. (contd)

Prop PNL
No. Classification Comments

26 Skirt Skirt

5 Bladder Pump oil from ruptured tank into external bladder
so net flow is into tank

6 Bladder Pump oil from ruptured tank into external bladder

16 Bladder Pump oil out of ruptured container so that net
flow is into tank. Pumped oil is stored
internally or externally

20 Bladder Oil transferred to other on deck tank or external
bladder

19 Patch with Pump attached to outside of tanker rupture
Plumb

2 Liner Hull liner

10 Liner Hull design with trailing skimmer

40 Adsorbent Absorbent material used to immobilize oil

7 Unclassified N/A

a Unclassified Not sufficiently described

24 Unclassified N/A

27 Unclassified N/A

30 Unclassified N/A

35 Unclassified Not sufficiently described

37 Unclassified Not sufficiently described

38 Unclassified Boom

39 Unclassified Not sufficiently described

43 Unclassified Pumps & bladders supplied by another vessel
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FIGURE 3.1. Self-Help Countermeasure Classifications

proposed technologies are of this generic type. Oceanographic and meteoro-
logical conditions that may negatively impact the effectiveness of booms are
strong currents, stormy winds, breaking waves, and ice. Strong currents and

breaking waves can mix oil and water below the boom, and allow it to escape
containment. The depth to which oil mixes is a function of oil properties,

mainly density and viscosity, water temperature, wave height, and current
speed. 0

To be effective, a boom must be placed so that spilled oil surfaces
within its perimeter. Factors that must be taken into consideration when
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deploying booms include the location(s) of punctured tankage with respect to

the water surface; the velocity of oil flow; the current, wind, and wave

directions; and vessel motion.

Skirts are flexible barriers deployed from the perimeter of a tanker

that remain attached to it. Two proposed technologies are of this generic

type. Unlike booms and envelopes, skirts are attached to and move with a

tanker and shield spilled oil from wind and wave action. Consequently, there

is nothing to prevent oil from escaping from the bottom of the skirt. Like

booms, skirts may not be effective if the oil surfaces beyond the perimeter of

the skirt.

Envelopes are flexible membranes that are deployed around the submerged

vessel hull. Oil trapped btween the hull and the envelop can be pumped to

onboard or external tankage. Five proposed technologies are of this generic

type. Unlike booms and skirts, envelopes prevent oil from escaping at depth.

Envelopes are more complicated to deploy than booms and skirts, and they are

more difficult to control in currents and waves because they have larger sur-

face areas. Deployment in a grounding situation or when thick ice is present

would be very difficult.

Bladders provide a receptacle for oil pumped from punctured tankage or

spill containment devices. Four proposed technologies are of this generic

type. Successful use of bladders requires over-the-side deployment of equip-

ment (e.g., hoses, pipes), plumbing between the bladder and punctured tankage,

or spill containment devices (e.g., booms, skirts, envelopes). Current and

wave forces on a bladder can be large, particularly when it is nearly full.

Controlling a bladder in strong currents, large waves, and ice would require

special rigging and deck equipment (e.g., winches and cranes).

Patches with Plumbinq. This type of countermeasure involves placing a

patch, with fittings for pump intakes, over punctures and pumping oil into

emergency tankage. One system of this generic type was proposed. The place-

ment of the pump may be difficult in rough seas or when thick ice is present.

Keeping a patch in place without auxiliary vessel support could be difficult

in rough seas and strong currents.
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Adsorbents are materials designed to immobilize spilled oil in or near a

vessel. One proposed technology is of this generic type. The effectiveness

of adsorbent materials depends on water temperature and salinity, as well as
the type of spilled oil and its weathered state. Maintaining contact between

adsorbents and spilled oil depends on wind, wave, and current conditions.

Absorbents used without some form of containment system (a boom, skirt, or

envelope) might not contact oil long enough to adsorb it.

3.2 SCENARIO DEVELOPMENT

The working definition of an environmental scenario is: a set of Pre-

scribed conditions that have a high probability of occurring and could reduce

the effectiveness of self-help measures. An example scenario for Norton Sound

in the Bering Sea in January is: 1/2-m thick first-year ice (30% coverage),

winds averaging 25 knots, air temperature -15'C, blowing snow, 1-m wind waves,

and 4 hours of daylight. The scenarios are intended to represent oceano-

graphic conditions for the coastal waters of the United States out to 200 nm,

the Economic Exclusion Zone (EEZ), estuaries, intracoastal waterways, major

rivers, and parts of the Great Lakes where oil is transported by tanker or

barge. Because U.S. coastal waters encompass oceanographic regimes ranging

from ice-infested arctic seas (Beaufort, Chukchi, and Bering Seas) to the 0

tropical waters of southern Florida, a range of scenarios is required. In

addition, scenarios must represent conditions that are likely to occur. For

these reasons, oceanographic and climate statistics provide the basis for sce-

nario development.

Conditions that reduce the ability of the crew to operate deck equip-

ment, deploy and operate small boats, or to visually assess the immediate

surroundings of the vessel and extent of hull damage will reduce the effec-

tiveness of all the countermeasures described here to some degree. These

conditions include low visibility because of fog, rain, and snow and super-

structure icing. Other conditions affect specific countermeasures.

In developing scenarios, primary and secondary environmental conditions

were defined. Primary conditions limit the selection of equipment that can be

deployed and operated to contain spilled oil and have first-order effects on
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the behavior, spreading, and transport of the spilled oil. Secondary condi-

tions do not preclude specific countermeasures but may decrease their effec-

tiveness or make spilled oil difficult to track, contain, or recover.

3.2.1 Primary Environmental Conditions

Wind speed. The speed of spilled oil transport away from a leaking ves-

sel and the surface current is directly related to wind speed. A method used

in oil-spill trajectory and surface-current forecasting is that the speed of

oil transport and the surface current (neglecting tidal and other forces) is

2% to 3% of the wind speed. The rate of oil-water emulsification (mousse for-

mation) also increases with wind speed. Oil-water emulsification will change

the flow characteristics of spilled oil (Bridie et al. 1980) and limit the

selection of oil-recovery equipment. In addition, equipment handling charac-

teristics, deck and small boat safety, visibility, and local sea state are

also strongly influenced by wind conditions.

Sea state (sea and swell) influences vertical mixing of oil and water,

oil-water emulsification, dynamic loads on gear deployed over the side, and

personnel safety.

Current speed is a major environmental factor in transport, spreading,

and dispersion of spilled oil. Loads on gear deployed over the side and hand-

ling equipment required to control ground tackle and rigging are also affected
by currents and can make certain countermeasure equipment impossible to oper-

ate. Flow drag on submerged and floating equipment will increase by a factor

of about four as the current speed doubles. High current speeds can carry oil

away from the vicinity of a leaking vessel before it can be contained. The

effects of currents are most serious when a vessel is grounded, but even a

vessel adrift will have to contend with rapid oil dispersion and unpredictable

transport in a swift current.

Sea and lake ice also affect oil transport and dispersion, and handling
gear over the side. When thick ice is in contact with a vessel, it will be

extremely difficult to access the submerged hull. In addition to distributed
loads from hydrodynamic forces, ice can produce concentrated stresses
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approaching the failure strength of ice, 50 to 1,000 psi (API 1982). These
loads can cause fittings, lines, cables, and flexible barriers to fail and

allow oil to escape containment.

Superstructure icing can render equipment inoperable or hazatdous to

deck personnel. Icing occurs when air temperature is below freezing, wind

speed is high, and there is sufficient moisture and sea spray to add freeze to
vessel structures. Ice adds topside weight, covers equipment controls, and

makes rigging difficult to handle. In addition, icing of countermeasure

equipment deployed in the water can cause it to submerge or cease to operate

as designed.

3.2.2 Secondary Environmental Conditions

Tidal range and short-term water-level fluctuations (a few meters in 12

hours). Water-level fluctuations mainly effect grounded vessels. For

example, the pressure head in a leaking or receptacle tankage will change with
water level causing problems with fluid handling systems. In addition, the

handling of booms, skirts, envelopes, and bladders can be adversely affected

by water-level fluctuations. For example, grounding during a falling 'ide can

make placement of countermeasure equipment difficult.

Low visibility and limited daylight negatively affect visual identifica- 0

tion of outflow points, tracking of spilled oil, and crew efficiency and

safety.

Precipitation (heavy snowfall, rain, or hail) contributes to low visi-

bility, hazards on deck, and affects the consistency of spilled oil.

Sea surface and air temperature affect oil evaporation, viscosity, and

gravitational spreading (Fay 1971).

3.2.3 Geographic Areas

U.S. coastal waters were divided into nine zones for the purpose of 0

gathering data. The zones are illustrated in Figure 3.2 and are as follows:

"• Zone 1, Eastport, Maine, to Cape Hatteras

"* Zone 2, Cape Hatteras to Key West, Florida
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* Zone 3, Key West, Florida, to Brownsville, Texas

* Zone 4, San Diego to Eureka, California

* Zone 5, Eureka, California to Ketchikan, Alaska

0 Zone 6, Ketchikan to Dutch Harbor

* Zone 7, Dutch Harbor to Demarcation Bay (Alaskan Beaufort Sea)

* Zone 8, The Great Lakes

* Zone 9, Intracoastal waterways and rivers.

The Intracoastal Waterway connects centers of maritime commerce from New

York to Brownsville, Texas, with a system of protected channels more than

2,700 nm long. Major oil terminals exist at a few locations along the water-

way (e.g., the lower Delaware, Atchafalaya and Calcasieu Rivers, Port Arthur,

and Galveston Bay, Texas). The scenario for Zone 9 was developed for the

lower Delaware River because the largest volumes of crude oil are conveyed

there (Waterbourne Commerce 1989a).

Zone 7

46016

zone 6 046001

Zon 5 9 or

ZoneS4

( 7
Zone ~ ~ ~ Zn 3 •• •..

FIGURE 3.2. Nine Zones of U.S. Coastal Waters
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Very little crude oil and only limited quantities of refined product are
transported by tankers and tank barges on the Great Lakes (Waterbourne Com-

merce 1989b). Lake Michigan was selected for scenario development because it

is large, exposed to severe winter storms, and has sea states not unlike those

in coastal ocean waters.

3.2.4 Statistics and Data Sources

In mid- to high-latitudes, the severity of oceanographic and weather
conditions will depend strongly on the season. Generally, conditions at sea

will be less favorable for navigation, safe operation of small boats, deck

equipment, and rigging from late fall to early spring. Conditions for these

activities improve during the summer. Scenarios were developed to distinguish

two general situations that a tanker or barge crew could expect to cope with
during fair (summer) and inclement (winter) conditions at sea.

Oceanographic and climate statistics for each zone were extracted from

readily available data such as climate vn oceanographic atlases, NOAA

National Data Buoy Center (NDBC) data s.. m• e, and the U.S. Coast Pilots.

Whenever possible, statistics for currents; %aves, and winds were derived from

multi-year records to avoid bias resulting from year-to-year variability.

Surface current statistics are the most unreliable in this regard because

long-term, near-surface measurements are not routinely made.

The basic statistical procedures for selecting wind speeds, current

speeds, and wave heights for most zones are the same. Cumulative frequency

distributions (CFDs) for these parameters were generated from observations at

fixed locations central to each zone. For example, Figure 3.3 shows wave
height CDFs for the Gulf of Alaska and the Gulf of Mexico. When several cur-

rent meter records from several locations over a multiyear period were avail-

able, the current speed CFDs were constructed from near-surface current meter

records ranging from a few months to 6 months. The CFDs for individual meters

were weighted by record length and combined to form a single CFD for the zone.

The combined CFDs thus represent a spatial and temporal average surface cur-

rent for the entire zone.
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FIGURE 3.3. Wave Height Cumulative Frequency Distributions
for the Gulf of Alaska and the Gulf of Mexico

Summer (fair) conditions were represented by the 50th percentiles of the

CFDs, and winter (inclement) conditions were represented by the 90th percen-

tiles. Tht 50th percentile is the wind/current speed, or wave height, that

was exceeded during half of the observations. The 90th percentile is the
value that was exceeded during 10% of the observations. CFDs provide a good

base function for evaluating success and failure. For example, based on engi-

neering data, a threshold parameter value can be selected for a piece of

equipment which if exceeded will cause it to fail or become ineffective. The
CFD for that parameter can then be used to estimate the percent of time the

failSure condition or ineffrpient operation will likely occur.
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Wind Speed: Cumulative frequency distributions for winds recorded by

NDBC buoys (NOAA 1990a) were used to estimate probable winter and summer wind

speeds. Summer wind speeds were estimated by the 50th cumulative percentile,

and winter wind speeds were estimated by the 90th cumulative percentile.

Because buoy data were not available for January and February for the Great

Lakes, annual CFDs could not be generated. Winter and summer wind and wave

statistics were, therefore, estimated with the 50th percentiles for December

and August data, respectively.

Wave Height: Cumulative frequency distributions for significant wave

heights recorded by NDBC buoys in offshore waters were used to estimate prob-

able summer and winter wave heights for each zone. Significant wave height is

the average height of the one-third largest waves in a sea. Summer wave

heights were estimated by the 50th cumulative percentile, and winter wave

heights were estimated by the 80th cumulative percentile. Wave data of the

sort used to develop the offshore scenarios are not routinely measured in pro-

tected waters and were not readily available. The wave heights in the Zone 9

scenario are, therefore, based on personal observations.

Wave conditions are less important than wind and current speeds in eval-
uating self-help measures for river navigation. On rivers and the intra-

coastal waterway, the sea state will depend heavily on local wind and fetch

conditions. Fetch lengths can easily vary from several hundred to several

thousand meters over a period of a day or more as storm systems transit a

navigation area. But fetch length usually limited wave growth, and wind-wave

periods are generally less than 3 seconds in protected waters.

Surface Currents: Cumulative current-speed frequency distributions were

developed from multi-year, near-surface current meter records. Summer current

speeds were estimated by the 50th cumulative percentile, and winter current

speeds were estimated by the 90th percentile.

Surface current data of the type used to analyze offshore and tidal cur-

rent speed statistics are limited for the Great Lakes. It was, therefore, not

possible to generate CFDs. Surface circulations in the Great Lakes differ

from offshore waters because there are no density gradients caused by salinity

variation or significant astronomical tides. Surface currents in the Great
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Lakes are driven mainly by the wind. Therefore, surface currents strong

enough to hinder self-help measures rarely occur in the absence of strong

winds, stormy weather, and moderate wind waves. During storms, surface cur-

rent velocities will be approximately 2% to 3% of the local wind velocity.

For examplte, when the average wind speed is 15 knots, the surface current will

be the range from 0.15 to 0.23 m/s (0.29 to 0.45 knots). The current speeds

given in the scenario for Zone 8 were estimated in this way with wind

statistics from NDBC Buoy data.

River currents flow in one direction, and current speed increases with

river stage dependent on the surface water hydrology of headwater and tribu-

0 tary rivers and streams. In general, the higher the river stage the higher

the average current speed will be. Very large changes in stage and current

speed can occur within a period of days when storms cause severe runoff and

flooding. Variations in surface currents from one location to another are

tremendous along a river navigation channel. The values given in the scenar-

ios for Zone 9 represent 50% and 100% bank-full surface current estimates

obtained from the U.S. Army Corps of Engineers measurements at Greenville,

Mississippi. This station is upstream from tidal influences during low-flow.

The Mississippi River was selected because it has a large volume of crude oil

transported by barges compared to other navigable, nontidal rivers.

Tidal Current speed statistics at harbor entrances leading to oil termi-

nal locations were with the program TIDE 2 (Micronautics 1991). Because the

year-to-year variation of tidal forces is very small, one year of predicted

data is sufficient to characterize current speeds for all years. TIDE 2 was

run to make hourly predictions for 1991, and a CFD was calculated from the

resultant 8,760 speeds. The 50th percentiles for each location with heavy

tanker and barge traffic were determined from the CFDs and used in the sce-

nario descriptions. Although the analysis was not made for the Intracoastal

Waterway, tidal current speeds for the Waterway can be expected to fall within

the range of values for Zones I through 3.

Sea Ice: NASA satellite passive-microwave observations were used to

assess sea ice coverage (Parkinson et al. 1987). Ice thickness data were also

used (Bilello 1980; Bauer and Martin 1980).
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Air and Sea-Surface Temperatures: The mean monthly temperatures

recorded by NDBC buoys for January (March for Lake Michigan) and August were

used to estimate winter and summer values, respectively.

Visibility, Precipitation, Superstructure Icing: The climatological

tables in the U.S. Coast Pilots were used to determine if low visibility (fog)

and precipitation are likely conditions in each zone. These conditions were

considered likely if either occur more than 50% of the days in December,

January, and February (winter), or July, August, September (summer). For

example, frequent summertime precipitation is common in the Gulf of Mexico

(Zone 3). It rains more than 0.01 inches in 24 hours 52 out of 92 days at

Fort Myers, Florida, during an average summer according to the Coast Pilot

Climatological summary. Therefore, precipitation was included in the summer

scenario for Zone 3. Likewise, fog is common in the Alaskan Bering Sea,

Zone 7. Saint Paul Island has fog 69 out of 92 days during an average summer;

therefore, fog is included in the summer scenario. There are no climatologi-

cal data for superstructure icing in the Coast Pilots. However, the Coast

Pilots indicate that it should be of concern to mariners in the Bering Sea and

northern Great Lakes. For this reason, superstructure icing is included in

Zones 7 and 8.

Water-Level Fluctuations: TIDE 1 software was used to generate tidal

range statistics. The values given in the scenarios are the maximum tidals at

locations for each scenario. In the case of Zones 1 and 3, the minimum and

maximum tidal ranges for inlets with significant tanker traffic are given. In

the case of Zone 2 and 7, there are no tidal inlets with significant tanker

traffic; therefore, no tidal ranges are given. The remaining zones have only

one inlet with significant tanker traffic.

3.3 SCENARIO DESCRIPTIONS

This section presents the scenario descriptions developed from oceano-

graphic and weather statistics discussed above (see Tables 3.2 through 3.10).

The descriptions for each zone are divided into winter and summer conditions.

This was done because countermeasures that might be effective for a particular

zone during the summer may be marginally or completely ineffective, or too
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hazardous to consider in the winter. Conditions that have a low probability

of occurring in a zone, such as sea ice, superstructure icing, and low visi-

bility, are not listed.

The tables presented in this section list weather and oceanographic con-

ditions that are considered likely for U.S. navigable waters. They provide a

way to factor physical conditions into analyses of the effectiveness of self-

help countermeasures.

It is important to know the limitations of these tables. First, the

numbers for wind and current speeds, wave heights, etc., do not represent

forecasts for a particular location or time. Second, winter and summer are

generic scenarios because it is generally true that inclement weather and sea

conditions occur in winter, and milder conditions occur in summer in the mid

latitudes. Hurricanes, persistent dense fog, and torrential rains are three

obvious exceptions to the generic association of summer with mild conditions.

The main utility of the tables is for the selection parameter ranges for

analyzing how well a particular countermeasure might perform in a particular

geographic area. For example, skimmers do not operate efficiently in waves

greater than about 2.0 ft or currents faster than about 0.9 knots; however,

these conditions can be expected in many zones. It is therefore reasonable to

expect inefficient skimmer operations at many potential spill sites in exposed

U.S. waters. Section 5.0 and the model runs in Appendix D provide a more

detailed treatment of how the information in Tables 3.2 through 3.10 can be

used in the evaluation of countermeasures.

3.4 SEA AND LAKE ICE

Zone 7 is ice infested every winter. Oil from Prudhoe Bay is conveyed

by the Alyeska pipeline to the terminal at Valdez, Alaska, where glacial ice,

but no significant sea ice, is present. Although oil tankers and barges do

not currently service U.S. oil terminals in Zone 7, operations may occur in

the Bering, Chukchi, or Beaufort Seas if offshore reserves are developed, and

barge traffic on the Great Lakes may increase in the future. For these

reasons, a general assessment of the effects of sea ice on countermeasure

effectiveness is provided in this section.
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TABLE 3.2. Zone 1, Eastport, Maine to Cape Hatteras

Winter Summer

Primary Conditions

Wind Speed(a) 24 kn 13.5 kn
Sea State (H )(a) 3.57 m 1.5 m
Current Speeib) 0.46 m/s (0.89 kn) 0.22 m/s (0.43 kn)

Secondary Conditions

Air Temperature(a) 7.50C 23.8 0C
Sea Surface Temperature(a) 14.8 0C 25.5 0C
Dayl ight c) 9.3 h/d 15.0 h/d

Tidal Range(c) 1.3 - 4.2 m
Tidal Current Speed(c) 0.33 - 0.64 m/s (0.64 - 1.24 kn)

(a) NDBC Buoy No. 44004 (NOAA 1990a).
(b) 106-mile Site. Battelle Ocean Sciences. Draft. Winter

Survey of Selected Areas in the New York Night in Support
of DesiQnation of an Alternative Mud Dump Site.

(c) TIDE I and 2 (Micronautics 1991).

TABLE 3.3. Zone 2, Cape Hatteras to Key West, Florida

Winter Summer

Primary Conditions

Wind Speed(a) 18 kn 9.7 kn
Sea State (Hs)(a) 2.6 m 1.3 m
Current Speed'b) No Data 0.33 m/s (0.64 kn)

Secondary Conditions

Air Temperature(a) 19.5 0C 27.9 0C
Sea Surface Temperature(a) 23.0 0 C 28.9 0C
Dayl ightlc) 10 h/d 14 h/d
Precipitation(d) >0.01 in. in 24 h

(a) NDBC Buoy No. 41006 (NOAA 1990a).
(b) Battelle Ocean Sciences. Draft Final Report. The Physical

Oceanography of the U.S. Atlantic and Eastern Gulf of Mexico.
Volume II.

(c) TIDE I (Micronautics 1991).
(d) NOAA 1989a.
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TABLE 3.4. Zone 3, Key West, Florida to Brownsville, Texas

Winter Summer

Primary Conditions

Wind Speed(a) 19 kn 10 kn
Sea State (H a) 1.9 m 0.7 m
Current Spee•b) 0.40 m/s (0.78 kn) 0.26 m/s (0.51 kn)

Secondary Conditions

Air Temperature(a) 20.5 0C 28.7 0C
Sea Surfp~e Temperature(a) 23.8 0C 29.6 0C
Daylightic) 10.3 h/d 14 h/d

Precipitati M (d) - >0.01 in. in 24 h
Tidal Range 0.7 - 1.0 m
Tidal Current Speed(c) 0.34 - 0.46 m/s (0.66 - 0.89 kn)

(a) NDBC Buoy No. 42001 (NOAA 1990a).
(b) SAIC (1986, 1987, 1988, 1989).
(c) TIDE I and 2, Houston & New Orleans (Micronautics 1991).
(d) NOAA 1989b.

TABLE 3.5. Zone 4, San Diego to Eureka, California

Winter Summer

Primary Conditions

Wind Speed(a) 17.5 kn 8.5 kn
Sea State (H ý(a) 3.0 m 1.6 m
Current Speed"b) 0.61 m/s (1.19 kn) 0.36 m/s (0.70 kn)

Secondary Conditions

Air Temperature(a) 11.1 0C 13.7 0C
Sea Surfae Temperatureca) 11.90C 14.4 0C
Daylight cJ 9.5 h/d 15.0 h/d

Tidal Range(c) 2.7 mTidal Current Speed(c) 0.81 m/s (1.57 kn)

(a) NDBC Buoy No. 46012 (NOAA 1990a).
(b) EG&G (1989, 1990a, 1990b).
(c) TIDE I and 2, Golden Gate, CA, (Micronautics 1991).
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TABLE 3.6. Zone 5, Eureka, California to Ketchikan, Alaska

Winter Summer

Primary Conditions

Wind Speed(a) 23.5 kn 13.5 kn
Sea State (H) 4.4 m 2.1 m
Current Speeý No data No data

Secondary Conditions

Air Temperature(a) 8.9 0C 15.3 0C
Sea Surface Temperature(a) 10.00C 16.1 0C
Daylightb 8.4 h/d 16.2 h/d

Tidal Range(b) 3.3 m
Tidal Current Speed(b) 0.36 m/s (0.70 kn)

(a) NDBC Buoy No. 46005 (NOAA 1990a).
(b) TIDE I and 2, Strait of Juan de Fuca, WA (Micronautics 1991).

TABLE 3.7. Zone 6, Ketchikan to Dutch Harbor, Alaska

Winter Summer

Primary Conditions

Wind Speed(a) 27 kn 17 kn
Sea State (H )(8) 4.5 m 2.2 m
Current Speea No data No data

Secondary Conditions

Air Temperature(a) () 3.3°r 12.4 0C
Sea Surf&5e Temperature 4.7 0C 12.9 0C
Daylight 6.8 h/d 18 h/d

Tidal Range(b) 5.4 m
Tidal Current Speed(b) 0.31 m/s (0.60 kn)

(a) NDBC Buoy No. 46001 (NOAA 1990a).
(b) TIDE 1 and 2, Prince William Sound entrance, Cape Bear, Alaska

(Micronautics 1991).

3.18

.I



TABLE 3.8. Zone 7, Dutch Harbor to Demarcation Bay (Alaskan Beaufort Sea)

Winter Summer

Primary Conditions

Wind Speed(a) 23 kn 13 kn
Sea State (H5sIb) No Data 2.2 m
Current Speedib) No Data 0.25 m/s (0.49 kn)
SuperstrIcture Icing Yes No Data
Sea Ice c 1 m/60% No Data

Secondary Conditions

Air Temperature(a) -14.1 0C 7.40C
Sea SurfBqe Temperature(d) 2.5aC 11.0 0C
Daylightle, 4 h/d 22 h/d

Visibility(d) Fog
Precipitation(d) >0.01 in. in 24 h
Snow Yes

(a) NDBC Buoy No. 46016 (NOAA 1990a).
(b) EG&G. 1985. Meteorological and Oceanographic Monitoring in St.

George Basin, Summer-Fall 1984 RAT No. 1 Well. ARCO Alaska, Inc.,
Anchorage, Alaska.
NORTEC. 1985. Meteorological & Oceanoqraphic Data Acquisition
Program. OCS-Y-586, Package #1 Navarin Basin, Bering Sea, Alaska
ARCO Alaska, Inc., Anchorage, Alaska.

(c) Parkinson et al. 1987.
(d) NOAA 1989c.
(e) TIDE I (Micronautics 1991).
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TABLE 3.9. Zone 8, Great Lakes

Winter Summer

Primary Conditions

Wind Speed(a) 13.4 kn 8.2 kn
Sea State (H 1( a) 1.1 m <0.5 m
Current Speedb .0.20 m/s (0.29 kn) 0.12 m/s (0.23 kn)
Suprstructure Icing Yes o
Ice c) 0.3 m/20%

Secondary Conditions

Air Temperature(a)() 2.30C 21.5 0C
Water Te jR erature 2.6°C 22.0°C
Dayleght1'h 9 h/d 13.5 h/d
Snow~e) Yes -

(a) NDBC Buoy No. 45007 (NOAA 1990a).
(b) Average Wind Speed X 0.03.
(c) NOAA 1983.
(d) TIDE I (Micronautics 1991).
(e) NOAA 1991b.

TABLE 3.10. Zone 9, Intracoastal Waterways and Rivers

Winter Summer

Primary Conditions

Wind Speed(') 13.4 kn 8.2 kn
Sea State (H I(b) <0.5 m( <0.25 m
Current Speeaýc) (m/s) 0.50 m/s (2.4 ,,/-(d)) 0.50 m/s (2.4 m/s(d))
Current Speed(c) (kn) 0.97 kn (4.66 kn~d)) 0.97 kn (4.66 kn(d))

Secondary Conditions

Air Temperature(a)() 0.80C 23.8 0C
Water Te iperature 2.3°C 26.0 0C
Daylight'•' 9.4 h/d 13.1 h/d

(a) NOAA 1991a.
(b) Personal Observations.
(c) TIDE 1 & 2, Wilmington, Delaware (Micronautics 1991).
(d) Median surface current speed of the lower Mississippi River; Ron

Wooley, WES, Personal communication.
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The effectiveness of countermeasures on the behavior of oil spilled in

ice-infested waters depends on ice thickness, coverage, motion, as well as the

type and amount of spilled oil. The annual cycle of sea ice formation begins

when ice crystals and snow consolidate into 0.01- to 0.1-m thick elastic

sheets, called grease ice. Wave and current action break these sheets into

circular pieces 0.3 to 3 m in diameter called pancake ice. Once ice reaches a

thickness of approximately 0.3 m it is called first-year ice and becomes a

significant hazard to navigation. Ice that survives for more than one season

is called multiyear ice.

First-year and multiyear ice break into irregular masses called floes.

Maximum first-year thickness in Alaskan arctic seas ranges from 1.75 to 2.25 m

(Bilello 1980). Multi-year ice attains an equilibrium thickness of approxi-

mately 3 m in the central Arctic Ocean (Maykut and Untersteiner 1971). Pres-

sure ridging and rafting can locally thicken sea ice to as much as ten times

the equilibrium thickness. Melting and breakup begins in April in the south-

ern Bering Sea, and the western Beaufort Sea is free of shorefast ice by late

July during most years.

3.4.1 Sea Ice Distribut-ion in the.Bering, Chukchi. and Beaufort Seas

Winter in the Arctic lasts for 8 months (November-June) during which

time multiyear ice covers most of the area between the North Pole and the

North America (Parkinson et al. 1987). Ice thickness and coverage in the

Beaufort Sea varies form year-to-year, but minimum ice coverage usually occurs

in September.

Approximately a third of the Bering Sea is ice infested from January to

May. Ice formation begins in the northern regions of the Bering as early as

November. Ice coverage grows rapidly during the months of December and Jan-

uary; the maximum extent of ice coverage is reached during March and April.

Ice coverage decreases rapidly after April, and by June only traces of ice

remain in the northern coastal regions of Norton Sound. At the maximum cover-

age, ice thickness ranges from about 1.5 m at the northern boundary to 0.2 m

at the southern edge of pack ice (Bauer and Martin 1980). The ice thickness

in Cook Inlet is highly variable as a result of continuous motion and inter-

action with the bottom caused by very strong tidal current and an extreme
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tidal range. Dynamic forces resulting from such motion are a major safety

factor navigation and vessel engineering. In Prince William Sound there is no

significant sea ice formation. However, icebergs calved from several glaciers

flowing into the Sound are a safety concern for both navigation and the opera-

tion of self-help countermeasures.

3.4.2 Ice in The Great Lakes

Ice begins to form in shJlow coves and inlets of the Great Lakes begin-

ning in December and persists until early April. Winter-winds blow ice floes

offshore where they can be a hazard to navigation. Average ice thickness and

percent coverage in the offshore waters are considerably less severe than for

Zone 7; however, the possibility of encountering ice during winter should be

considered in the evaluating self-help measures for Zone 8. In shallow, pro-

tected waters, ice concentrations can exceed 50% and ice can be as much as 1 m

thick as a result of rafting and ridging (NOAA 1983).

3.4.3 Oil Behavior in Ice-Infested Waters

In ice-free waters, the major processes effecting spilled-oil behavior

are gravitational spreading, advection by surface currents, transport by wind

stress, and evaporation (Payne et al. 1987). Because it forms a partial bar-

rier to spreading and wind transport, sea ice has a major effect on the oil -

behavior when the percent coverage is larger than about 30%. Oil composition,

air and water temperature, and near-surface turbulence all exert secondary

effects on oil transport when there is wind, waves, and currents at a spill

site. Evaporative losses of fuels and volatile components of crude oil are

substantial within the first 24-48 hours following a spill.

Sea ice is a major factor in countermeasure design because of its direct

effect on spilled- . behavior and the limitations it imposes on the selection

and deployment of equipment over the side. Each prospective self-help tech-

nology must be evaluated for multiple scenarios where the surface extent,

thickness, and mixture of ice types are varied. The proximity of the sea ice

to the tanker may bar deployment and/or effective operation of a given

.0
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countermeasure. Moreover, the efficacy of a particular technology may depend

on whether oil is spilled directly onto, beneath, or immediately adjacent to

an ice floe.

The spreading behavior of oil spilled directly onto ice is affected pri-

marily by the surface roughness of the ice and the volume of spilled oil. In

the case of small spills, the oil may be adequately contained by surface

irregularities. The effects of low temperature and/or ice salinity may be

important for self-help technologies which are sensitive to changes in oil

viscosity. Oil released beneath ice tends to float into cavities in ice bot-

tom. Within a matter of only a few days this oil will be entombed by the

growth of new ice and will remain essentially unweathered until the ice begins

melt and breakup (Ross 1983; NORCOR 1975). At this time, trapped oil will

migrate to the surface through fractures and channels. Effective containment

of oil spilled onto or underneath of ice may be further confounded by the

movement of the floe.(a) Temporal and spatial variability in the formation

and breakup of ice and the velocity and trajectory of floe movement contribute

additional uncertainty in planning effective countermeasure strategies.

In the absence of waves and high currents, oil spilled in open water

will not be carried beneath floes, but rather will be herded against the ice

resulting in a relatively greater thickness of oil than that which would be

achieved when ice is not present (Ross 1983). The extent to which this may

aid in the initial containment of oil depends largely on whether subsequent

efforts to recover the oil are physically inhibited by the nature and prox-

imity of the ice.

Turbulence generated by wind stresses, waves, and currents produce a

stable oil-water emulsion called "mousse." Mousse can be produced within a

matter of hours following a spill (Bridie et al. 1980). The processes associ-

ated with ice formation and movement may enhance both the rates of dispersion

(a) Information obtained from a presentation handout prepared in 1989 by
Engineering Computer Optecnomics, Inc., for the Alaska Oil Spill
Commission, Anchorage, Alaska. The handout title is "An Overview of
Spill Response in the Alaska Arctic-Bering Strait to the Canadian
Border."
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and emulsification, while at the same time inhibiting rates of microbial

degradation (Payne et al. 1987). The physical properties and spreading

behavior of mousse are substantially different than those of fresh crudes and

must be considered in evaluating different self-help alternatives (Payne et

al. 1987).

The net impact of sea ice-oil interactions on the utility of different

containment/cleanup technologies is difficult to predict. Much of this uncer-

tainty can be attributed to the variable effect of sea ice on oil movement.

Ice can act as a physical barrier effectively restraining the movement of oil,

or greatly enhance transport and dispersion in cases where oil is entrained

within moving ice floes. Effects of temperature and brine incorporation on

the chemical and physical properties of oil may be important for some counter-

measures, especially those which are based on oil absorption.

3.5 DISCUSSION

Environmental scenarios for U.S. offshore, inland, and intracoastal
waters represent a wide range of environmental conditions that can be factored

into evaluations of self-help countermeasures. Wind, waves, currents, sea

ice, and superstructure icing could have the most significant influence on

countermeasure effectiveness. The ranges of primary conditions for U.S.

waters (all zones and all seasons) are shown in Table 3.11.

Upper values of the ranges for winds, waves, and currents have about a

10% chance of occurring in certain zones based on the data analyzed. The

minimum values for these conditions will be exceeded about 50% of the time in

U.S. waters.

Two conditions, low visibility and superstructure icing, will reduce the

performance of all the proposed countermeasures to some degree. The fate and

physical consistency of spilled oil, as well as oil transport, spreading, and

vertical mixing, are driven by environmental conditions that ships crew will

be unable to control. In addition, wind, current, and ice loads could pro-

hibit effective deployment and control of self-help equipment and ultimately

lead to equipment and rigging failure in some situations.
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TABLE 3.11. The Ranges of Primary Conditions for U.S. Waters

Primary Conditions Ranges

Wind Speed 8.2 to 27 kn
Sea State (H ) <0.5 to 4.5 m
Current speed 0.12 to 2.4 m/s (0.23 to 4.66 kn)
Sea/lake ice None to 60% coverage of 1-m ice
Superstructure Icing None to 50% chance of occurrence

Seasonal and geographic variation of conditions in U.S. waters probably

warrants region-specific system designs. Systems that will be effective for

all seas and all seasons seem impractical. The determination of critical

environmental conditions that could render the performance of a particular

countermeasure unacceptable involves complex and interrelated system and

design attributes. For this reason, the environmental scenarios developed for

this study should be used with other criteria, including flow rates, naviga-

tion situation, and human factors to evaluate countermeasure efficacy.
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4.0 HUMAN FACTORS

This section of the report discusses the human factors engineering

aspects of onboard countermeasures. As defined by the Coast Guard Navigation

and Inspection Circular 4-89, human factors engineering is the discipline

devoted to safe and effective human-machine systems. Proper human factors

will ensure that equipment and software are designed to match the capabilities

and limitations of personnel who operate them. Since a number of the proposed

countermeasure technologies involve intervention by the crew, a human factors

assessment is necessary.

It is particularly important to conduct such an assessment in the early

stages of countermeasure development to identify potential mismatches between

countermeasure requirements and crew knowledge, skill, and ability. An over-

riding question in this study is the extent to which existing or reduced crew

would be able to perform additional pollution control tasks during damage

control.

4.1 APPROACH

The principal aim of the human factors portion of this study is to

determine the extent to which proposed countermeasure technologies can be

employed by the existing crew of a tanker or tug. A corresponding goal is to

determine the impact of reduced manning scales on the potential utility of

onboard countermeasures.

To address these questions, it was necessary to undertake a preliminary

function and task analysis of emergency operations as conducted aboard tankers

and barges. Function and task analysis identifies the major activities and

their components performed by various crew members during "damage control and

salvage operations." Further, such an analysis can be used to identify safety

and training issues associated with performance, and any new requirements that

may result from onboard countermeasures. The general process of function and

task analysis is shown in Figure 4.1.
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FIGURE 4.1. Human Factors Approach to Oil Spill Countermeasure Evaluation

The main tools employed in the preliminary function and task analysis

were literature review, interviews with experts, and human factors analysis of

the proposed technologies. Source literature was identified through a search

on the DIALOG system and through a bibliographic search in the University of

Washington library system. Documents were retrieved by staff in the Human

Affairs Research Center (HARC) library and through contacts with the Marine S

Board of the National Academy of Sciences.

Interviews with experts were set up through a process of networking

through the Seattle maritime community, based on initial contacts with the

4.2



Coast Guard 13th District, the Seattle Community College Maritime Training

Program, and personal -ontacts within the maritime industry. The following

personnel were interviewed:

"* newly licensed chief mate unlimited with tanker experience

"* area operations coordinators of two major oil shipping companies
(one former master unlimited)

"* one 2nd mate unlimited with tanker experience

"* one master unlimited with primarily cargo ship experience

"* one master unlimited employed by a major oil shipping company
(onboard tanker interview)

"* the fleet services manager, senior marine advisor, engineering and
electrical support head, the regulatory compliance and environ-
mental coordinator advisor, and the government relations head of a
major oil shipping company (group telephone interview)

"* the assistant fleet manager and the safety, training, and environ-
ment manager of a major oil shipping company (group telephone
interview)

"* Chief of the Marine Safety Division, Marine Safety Office, Seattle

"• Chief of the Inspections Department, Marine Safety Office, Seattle

"* Captain of the Port, U.S. Coast Guard 13th District

"* president of a Seattle-based marine salvage company

"* tug boat captain with extensive barge and cleanup experience

"• director of bulk petroleum products for a major towing company

"* safety and training director for a major towing company.

The interview format evolved from a fairly unstructured discussion, in

order to learn what questions to ask, to a structured protocol. The questions

from this protocol are as follows:

1. What is the typical crew structure of your company's tankers (tugs)?
Please also consider potential reductions in manning as a result of
automation.

2. What damage control and salvage activities do each of the crew members
perform in the event of an emergency, such as a collision or grounding?
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3. What types of training are provided to the various crew members in the
area of emergency response and pollution control?

4. In the event that shipboard damage has been controlled, what activities
would the crew be engaged in?

5. Does your company currently utilize any onboard self-help oil spill
countermeasures?

6. What are the physical limitations (e.g., ship size, structure) in the 0
use of potential onboard countermeasures? Where is the limitation in
crew structure--supervision or labor?

7. Are there any potential onboard self-help countermeasures that you can
suggest, and under what circumstances would they be employed?

The following sections present the results of the literature review and 0

the interviews that have been conducted to date. Appendix B contains details

of the human factors analysis of the proposed countermeasures.

4.2 HUMAN FACTORS AND SAFETY IN MARITIME OPERATIONS

The literature review identified a large number of sources concerned

with the general issue of human factors and safety in maritime operations.

While a complete review of this material is beyond the scope of the current

project, it is worthwhile to briefly consider some of the major human factors

issues associated with maritime operations, since these will have a bearing on

the safety of tanker operations.

Safety analyses conducted by the Maritime Administration and the

National Research Council in the middle 1970s and early 1980s suggest that

human error contributes to 85% of maritime accidents. In 1976, the Maritime

Transportation Research Board reported an initial investigation into human

factors in marine accidents (MTRB 1976). Inattention was listed on a survey

of mariners as an important cause of accidents. Thirteen categories of human

error were identified, but were not ranked according to frequency of the cause 0

or the types of accidents most likely to result. A subsequent study by the

same organization published in 1981 developed more detail on maritime tasks,

the potential human errors, and research requirements to alleviate error

potentiai (MTRB 1981).
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An analysis of maritime accidents by the National Transportation Safety

Board (1981) analyzed the causes of 82 major marine accidents, and recommended

an enhanced research program to better identify the contribution of the human

operator. More recent work by the National Research Council (1991) indicates

that overall safety in the maritime industry is improving, but the human fac-

tor remains largely ignored. Despite the earlier demonstrations of the need

for research to develop solutions to human factors problems, government and

industry did not respond with a vigorous program. The 1991 report reiterates

the need for such research-based solutions and proposes a relatively compre-

hensive approach. The basis of the research program would be a functional

analysis of shipboard operations, development of a task-based tool for manning

decisions, development of user-centered automation to ensure proper operation,

and implementation of watch assignments that would reduce fatigue.

4.2.1 Shipboard Operations

Research into shipboard operations has focused almost exclusively on the

physical tasks performed by the crew, such as cargo loading and unloading,

record keeping, equipment maintenance, and navigation. However, as previous

research has shown, cognitive factors are often implicated in groundings and

collisions. For example, inattention during a watch or the improper plotting

of a course or position can have disastrous consequences. Similarly, oper-

ation of highly sophisticated equipment that has multiple modes (e.g., auto-

pilot) can lead to errors due to lack of proper feedback or misinterpretation

of operation. Future research in human factors in maritime operations will

need to focus more on the cognitive tasks involved in operations such as navi-

gation and tank loading that may lead to groundings, collisions, or pollution.

The following paragraphs briefly discuss the impact of manning scales, auto-

mation, and fatigue on shipboard operations.

4.2.1.1 Manning Scales

Shipboard manning is an area of developing concern with the increasing

economic and technological pressure to reduce crew size; however, relatively

little information is available with which to make decisions. Over the past

30 years, crew sizes have decreased from the mid 40s to the low 20s on Ameri-

can ships, and are substantially smaller on some modern foreign vessels.
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Table 4.1 illustrates the manning levels for typical American, German and

Jdpanese ships. The primary areas where American ships differ from the

foreign counterparts are in the assignment of unlicensed deck and engine room

personnel, and in junior-level licensed positions in the deck and engineering

departments. In all these areas, the radio officer function will likely be

assumed by another crew member, since communications equipment now requires

relativw, little training. The training requirements for the licensed and

rat-no level personnel are specified in 46 CFR parts 10-12.

The crew levels shown for U.S. ships are deemed necessary to meet the

regulatory requirements of the three watch system. Ironically, foreign ships

entering U.S. waters are required to be sufficiently manned for sate opera- •

tion, but the country of certification determines watch systems and positions

for the particular ship. One of the most important unresolved question in the

area of manning scales has to do with emergency operations (i.e., in an "all

hands" type of situation such as fire or flood, are a sufficient number of

crew members available to respond effectively?). Recent analyses of several

fire scenarios on U.S. tanker and cargo ships suggest that a crew size of 14

would be sufficient to handle the emergencies, although no details were given

regarding the source of the data (NRC 1991). At present, the Marine Board

recommends that an internationally applicable task analytic tool be developed

so that manning scales can be designed on a more rational basis. It should

also be pointed out that Coast Guard manning standards are designed to ensure

safe navigation of the vessel, and do not account for the many other job func-

tions performed by crew members when not on watch (USCG 1989b).

4.2.1.2 Automation

One of the driving factors in manning scale reduction, has been the

introduction of automation over the past 35 years. Goldenschuh (1991) pro-

vides a summary of manning reductions related to automation introduced since

the 1950s; it is clear from his discussion that the staff reductions are

related principally to the reduced need for engine room personnel, because of

the development of technologies such as self-regulating steam boilers, fully

automated boilers with pilothouse controls, and the replacement of steam
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TABLE 4.1. Manning Scales for United States, Federal Republic
of Germany, and Japan (NRC 1991)

German "Ship of the
Future Design"

Early 1980s

Federal Japanese
Republic "Pioneer"

of United Ship Design
Germany States Late 1980s

Master I 1 1

Chief Mate 1 1

2nd Mate 1 1

3rd Mate 1

Unlicensed deck 6
personnel

Chief Engineer 1 1 1

1st Asst. Eng. 1 1

2nd Asst. Fng. 1

3rd Asst. Eng. I

Electrician 1

Boatswain 1

Unlicensed eng. 3
personnel

Maintenance personnel

General purpose crew 4 4

Dual-licensed officer 4

Stewards/catering
personnel 2 3 1

Radio officer 1 1

TOTAL 14 21 11
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propulsion with diesel. Deck department reductions have been achieved princi-

pally through the introduction of maintenance personnel (Qualified Members of

the Engineering Department (QMEDs).

These advances in engine room automation have reduced the number of per-

sonnel necessary to physically monitor and operate ship propulsion equipment.

However, there appears to have been a corresponding increase in the number of

monitoring activities and the number of potential decisions required by deck 0

officers. This is in addition to an increased mental workload resulting from

new navigation electronics, automated steering systems, and collision avoid-

ance radar. Additional automation that is specific to tankers includes such

systems as centralized pumprooms and cargo loading computers. These systems

are typically the responsibility of licensed deck officers. Thus, while the

actual number of personnel may be reduced, it appears that the technological

changes over the years have actually increased the mental workload of deck

officers.

One potential implication of the engine department staff reductions is

that the increase in automated systems will overload the deck officers, whose

numbers have remained constant. A number of interview respondents have

reported that there is little training associated with the introduction of

automation. Similarly, in situations where a reduced engineering staff leads 0

to more frequent monitoring of propulsion system data by deck officers, poten-

tial anomalies may be undetected or misinterpreted. This can be especially

important during emergency operations, where the deck officers take charge of

response teams.

4.2.1.3 Fatique

While the aforementioned increase in mental workload for deck officers

applies to ships in general, the implications are perhaps more important for

tankers. This is because the deck officers are responsible for cargo opera-

tions, which is a protracted task. As described in the National Transporta-

tion Safety Board (NTSB) analysis of the Exxon Valdez accident, there were no

deck officers available for departure that were considered fully rested,
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because of the activities they were engaged in during port operations.

Fatigue is a commonly reported problem among mariners, that can lead to

degraded performance.

The recent introduction of the work hour limitations of the Oil Pollu-

tion Act of 1990 (OPA 1990) for tankship personnel should have a positive

effect on this situation, by generally limiting to 12 hours (as implemented by

the shipping companies) the time worked during any 24-hour period. However,

work hour limitations do not apply during emergency operations, with the

potential for acute fatigue to develop. This must be a consideration when

evaluating potential self-help countermeasures, since the complexity and

riskiness of the technology may be exacerbated by a fatigued operator. For

example, many boom systems require the launching of a work boat over the side

of the vessel to emplace and connect boom segments. This strenuous and

dangerous activity can be much more dangerous if performed by a fatigued crew,

and could lead to personnel injury or fatality.

4.3 HUMAN FACTORS AND SAFETY IN TANKER AND TUG/BARGE OPERATIONS

While a respectable amount of human factors literature describes general

shipboard operations, and by implication a portion of tanker and barge oper-

ations, there have been very few human factors studies specifically directed

at tanker safety. This is reflected in the more general lack of published

descriptions of tanker and barge operations. It appears that many of the

operational practices aboard ships are grounded in experience that is passed

along to new crew members who are trained in individual company and ship pro-

cedures. The discussion that follows is based both on the few published

sources available and interviews.

4.3.1 Tanker Manning Scales

The manning scales for tanker ships are similar to those previously dis-

cussed and illustrated in Table 4.1. On a tanker, it is a requirement that a

certain number of crew members (specified on the vessel's certificate of

inspection) have additional training as tankermen, as specified in 46 CFR

part 12.10, although by virtue of having a master or mate certified for

vessels over 200 tons, ships are exempted from this requirement. Thus, the

4.9



tankerman training requirement applies to barges, in practice. No additional

certifications are required for officer licensing beyond the 1600 GT level.

As a recent study by the Tanker Safety Study Group (USCG 1989b) points out, it

is no longer the case that a master of a coastal tanker is qualified to

command a liquid natural gas (LNG) or ultra-large crude carrier (ULCC) ship.

Thus, the current licensing system "does not reflect the qualifications of the

individual holding the license." The shipping industry has taken

responsibility for ensuring that the crew is qualified for their positions.

Tanker size has little impact on the crew size of U.S. ships. The

tankers observed for this study were 70,000 DWT and 810 feet long, and main-

tained a crew of 24 (2 more steward department personnel than typical); this 0

crew size may be the same or smaller on more modern larger ships, since newer

ships can be certified for unattended engine room operation, and would have

more modern cooking facilities.

Discussions with the various interviewees indicated that they did not

anticipate any reductions in manning scales for their ships in the near

future. The largest crew size observed was the one mentioned above--24

(Company A); the other two oil shipping companies maintained crew sizes of

19--25 (Company B and C), depending on ship design, trade location, and trad-

ing pattern. Company C had recently added three crew members (an able-bodied 0

seaman, engineer, and steward) to reach the crew size of 19; this recent

addition of crew members was done in order to meet the requirements of

OPA 1990 stating that no crew member shall work more than 15 hours within a

24-hour period, or 36 hours within a 72-hour period. Company A maintains a

maximum 12-hour day for all personnel in order to accommodate the OPA 1990

requirement.

The Tanker Safety Study Group (USCG 1989b) discussed some of the prob-

lems with current manning practices based on the changing task demands of

navigation and cargo operations. For example, a two-man bridge team (watch

officer and helmsman) may be sufficient for open sea sailing, but may be

quickly overloaded by information in areas where a pilot is not required.

Such information would include small craft traffic, vessel traffic system
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(VTS) communications, radar tracking, and maintaining a navigational fix.

Transitions from information underload to overload particularly can lead to

errors.

4.3.2 Tug/Barge Manning Scales

The manning scales applied to tugs are much more complex than those

applied to tankers. As mentioned above, the crew size of a tanker depends

more on automation than size. This is not the case with tug boats. The Coast

Guard Marine Safety Manual delineates three principal types of vessels that

may be engaged in transporting oil via barge: Inspected Tugs and Dual-Mode

Integrated Tug-Barges, Inspected Push-Mode Integrated Tug-Barges, and Unin-

spected Tugs and Integrated Tug-Barges.

For the size of barge being considered in this study, the uninspected

tugs are the most relevant. Typical manning for an oceangoing vessel includes

a captain, a mate, an engineer, two able-bodied seamen, a cook, and a

tankerman.

Smaller tugs for coastal runs use a combined deckhand/engineer and

deckhand/cook, plus captain, mate, and tankerman. Of those interviewed, the

minimum crew size used on the tugs is four persons, with a tankerman who

travels by land or air between load and offload points. Additional modifica-

tions to crew size may occur on the basis of voyage length (i.e., less than or

greater than 600 miles).

4.3.3 Normal Cargo Operations for Tankers

Normal cargo operations on a crude oil tanker fall into three functional

categories: 1) loading, 2) discharging, and 3) tank cleaning. Most tanker

spills occur during loading (Hayler 1989). In general, normal cargo opera-

tions are among the most crew intensive activities, because of the requirement

for rapid turn-around times in port and because of crew structures that lead

to crew shortages during round-the-clock cargo operations. The cycle of nor-

mal operations for a tanker is shown in Figure 4.2 (USCG 1989a).

A self-help measure that would reduce spillage from normal cargo opera-

tions is a pump and piping system designed to remove spills from the afterdeck

of the ship. Current Coast Guard regulations require a barrier on the aft end
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or Facility Performed

or Facility Taken on at Sea

FIGURE 4.2. Flow Diagram of Normal Operations of an Oil Tanker (USCG 1989a)

of the ship to contain spillage, but these are easily breached, and a great

deal of time is required to pump the oil from the deck to slop tanks. One

captain suggested a retrofit system involving a below-deck piping arrangement

that would be relatively low-cost.

4.3.4 Normal Cargo Operations for Tug/Barges 0

As with normal tanker operations, cargo activities for tug/barges

involve the activities of loading and discharging. After the barge is secured

to the terminal by the tug crew, the tankerman lines up the barge manifolds

with the refinery header, ensuring that a proper fit is achieved. Improper

fitting of these couplings is the single largest cause of spills. A filling

sequence is established by the tankerman (this is much less complex than for

tank ships, which use computers), and communication is established between the

tank barge and pump operators. Communication is critical because the flow

must be reduced and then stopped as the cargo reaches the top of the tanks.
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During the filling procedure, the tankerman monitors the tank filling, and as

the tanks approach their capacity, he opens relief valves to bleed pressure.

4.3.5 Emergency Operations and Pollution Control for Tankers

The conditions under which self-help measures would be employed (i.e.,

groundings and collisions) would result in the mobilization of emergency

operating procedures aboard ships. One of the primary issues investigated in

the interviews was the nature of these emergency operations, and the potential

availability of crew for the operation of self-help measures.

According to long-held tradition in the maritime industry, the master of

the vessel responds in an emergency according to three priorities: 1) saving

human life, 2) saving the ship, and 3) saving the cargo, or in the case of

tankers, pollution control (Hayler 1989). These priorities dictate the

actions taken by vessel captains in emergency circumstances. Any procedure or

regulation that interferes with these priorities is likely to result in
"selective compliance."

The literature review revealed virtually no information concerning the

functions and tasks of crew members during emergency operations on any ship,

including tankers. Further, discussions with industry personnel stress that

most of the training and drilling focuses on prevention of accidents and pol-

lution, rather than response to pollution as a result of an accident. There-

fore, the interviews focused on investigating the damage control actions and

limited salvage activities taken by tanker crews in the event of an accident.

This took the form of discussing Cie general functions performed by each of

the crew members, developing a function and task list, and reviewing the

station bills of crew members during an emergency.

The main steps in emergency response for tanker accidents are shown in

Figure 4.3. Specific crew activities and the crew members performing emer-

gency response tasks are shown in Table 4.2. This Table identifies major

functional areas of tanker emergency response, component tasks to accomplish

those functions, and the crew members likely to be performing those functions.

As outlined in Figure 4.3, initially the crew is mustered into damage control

teams at designated locations (e.g., the damage control lockers). There are
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FIGURE 4.3. Stages of Emergency Response for Tanker Accidents

variations in the number and composition of teams from one company to the

next. Some are organized into port and starboard teams, with deck, engineer-
ing, and rating personnel on each team. Others are organized into similarly

composed primary, secondary, and tertiary teams. Finally, another company is

organized into a seamanship/deck team composed of members of the deck depart-

ment, a technical team composed of members of the engineering department, and S

a health and welfare support team with multiple specialties. In this latter

organization, cross training of the crew members for each of the teams is

done.

The next step shown in Figure 4.3 (i.e., assessment of damage) involves

personnel from both the engineering and deck departments. The master of the

ship will be on the bridge, usually with another licensed officer (e.g., the

third mate). On most ships, the chief engineer and an assistant will be sta-

tioned in the engine room. Damage assessment may involvean on-site evalu-

ation of the problem, in which case the chief mate, assisted by engineering

4.14



C3C-

ox

0D

0 c
(I V

03J

0.

-cr.

CL

)CU
CD

S.-

C 3 0

0 L)

0.

S.-1
IM 0 c

030

4-' Va4m)

C n v T OL 0
4-j
co1 0 - - - > a91 -

0.. 0

4.1



personnel and seamen, would physically move to the site to observe it. It

should be noted that since tankers are essentially sealed containers, any dam-

age below decks would need to be inferred from indicators in the pumproom.

Additional "executive" activities involved in damage assessment and control

include specifying the equipment needed for repair, supervising repair/

salvage, and shifting ballast to alleviate stress on the vessel. It may also

be necessary to take soundings to verify depth. 0

Additional functions shown in Table 4.2 include communications by vari-

ous means, which will depend on personnel location and the power situation.

The movement and operation of equipment for repair/salvage will involve both

deck and engineering personnel. In the domain of fire control (really a sub- 0

function of damage assessment and control, but sufficiently important to

classify on its own), both deck and engineering licensed and rating personnel

are involved. The entire cycle of emergency response operations depicted in

Figure 4.3 is estimated to require approximately 25 minutes, possibly less

depending on damage severity and environmental conditions. This estimate is

based on the timeline of the Exxon Valdez accident, in which the grounding

occurred shortly after midnight, and by 12:30 a.m., the chief mate had

assessed the damage and made initial stability calculations. Although a

general alarm mustering of the crew was not initiated in this accident, that S

would likely be the step accomplished most quickly, if the Exxon Valdez crew

followed the procedure outlined in Figure 4.3.

In the area of pollution control, the principal activity performed by

the crew is to pump oil from a damaged tank to an alternate tank, if one is

available, and to prepare for the emergency transfer of cargo to another

vessel. All three oil shipping companies interviewed carry onboard response

equipment for the cleanup of small deck spills, and one company carries oil

sorbent disposable booms to be used in the event of a small spill alongside

the ship, presumably in port. The description of the operation of these booms

is that they are to be lowered over the side, supported at each end, and

agitated in any oil lying alongside the ship. They would then be brought back

aboard and stowed in drums for subsequent disposal ashore. Since this type of
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operation is intended to be done from the ship, such a technology and its crew

requirements may be extended to larger spills resulting from groundings and

collisions.

One of the companies interviewed provided a copy of its contingency plan
for oil spills. The following action list describes what the master must do:

1. ensure that steps are taken to minimize the oil spill, including

"* confirming that the ship is stable and not in danger of foundering

"* segregating the source of the oil spill from the remainder of the
oil on board

2. notify the local government

3. notify the Fleet Manager

4. contain as much of the spill on board as possible.

The oil shipping industries have recently provided responses to the

Coast Guard in response to an Advance Notice of Proposed Rulemaking under

33 CFR Part 155, covering Vessel Response Plans and Carriage and Inspection of

Discharge-Removal Equipment. The interviews with oil company personnel indi-

cated a uniform opinion that ship crews not be required to carry out any

actions other than controlling or stopping the discharge and reporting the

incident. It is believed that existing countermeasure technologies would be

largely ineffective and potentially unsafe if the ship crew were required to

use them. However, it was clear from the interviews that if properly engi-

neered technologies were available crews would be available to operate the

technologies if they could be used from the ship. The interview with a cur-
rent tanker master also indicated an availability of crew. This conclusion

can be reached by reviewing the manning structure for emergency operations

depicted in Table 4.2. Even with three emergency teams of 3 persons each with
the master on the bridge with a helmsman (11 total), there would be 10 crew

members available to perform some function. It was also stated by one of the

respondents that while his company felt that the crew should not be involved

in spill containment/mitigation, that more time could be spent training the

crew in damage control (i.e., problem identification and mitigation). This
latter suggestion was also contained in a Coast Guard study (1989a) entitled
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"Development and Assessment of Measures to Reduce Accidental Oil Outflow From

Tank Ships," and was described as an initial step toward requiring onboard

response equipment.

The foregoing analysis of emergency response crew structure was based on

a current standard crew size of 21 persons. The reduced manning scales shown

in Table 4.1 (i.e., 14 and 11) would be less likely to result in available

personnel to operate pollution control equipment. The scale of 14 crew

members would result in 3 available persons, assuming current damage control

team structures were used. However, the manning scale of 11 used by the

Japanese offers no spare manpower for pollution control or other unforeseen

emergency response requirements.

4.3.6 Emergency Response and Pollution Prevention for Tug/Barges

As in the case of tankers, the primary emphasis in training for tug

crews is pollution prevention. However, unlike tankers, the tugs employed by

the companies interviewed in the Northwest carry pollution abatement packages. 0

These packages are not a response to regulation, but instead the result of

increasing public and industry concern about pollution. Additionally, because

tug boats are more maneuverable and closer to the water, it is generally more

feasible to use self-help oil spill countermeasures. While there are a

variety of shore-based cleanup cooperatives that can be mobilized depending on

the spill size, it was unnecessary to investigate these in the context of the

current work, since the towing companies are implementing self-help measures.

The pollution abatement equipment is generally carried in a container

stored on the barge. A generic list of equipment includes a containment boom, 0

oil sorbents, oil skimmers, pumps and hoses, and hand tool kits. Work boats

are carried on the tug, or as part of the containerized package on the barge.

Training in the use of the pollution abatement equipment is provided on a

semi-annual basis.

The operational sequence of activities in the event of a spill from a

barge is similar to that of a tanker spill, with the addition of deploying

pollution control measures. The following sequence is from one of the towing

companies interviewed:
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1. evaluate any potential safety risks

2. establish safety zone and level of personal protection equipment

3. stop source of spill, if possible

4. shut down and isolate operations

5. notify Coast Guard, state, and company response teams

6. initiate containment and recovery procedures.

The personnel involved in this type of response will be virtually every-

one on the tugboat. The captain stays on the tug, with an engineer, to main-

tain a command center and maneuver as necessary. Two or more deckhands board

the barge and open the container of pollution control equipment. Details of

equipment deployment depend on the nature of the spill.

Two persons, preferably three, are the minimum crew required for deploy-

ment of the self-help measures. One crew member lifts and manipulates equip-

ment, while another operates the workboat. Since the smallest crew size for a

tug reported in this study was five persons, it appears that tugs are ade-

quately manned for deploying self-help oil spill countermeasures.

4.4 CONCLUSIONS OF HUMAN FACTORS ANALYSIS

The human factors analysis of the proposed countermeasures was conducted

by a human factors engineering expert familiar with crew structures and func-

tions aboard tankers and tugs. The analysis was, guided by existing maritime

industry human factors guidelines and standards. The conclusions are pre-

sented here. Specific details of the analysis are given in Appendix B.

(Table 3.1 in Section 3.0 contains the classification number, classification

and comments for each countermeasure.)

The Coast Guard provided descriptions of 45 self-help oil spill counter-

measures. Of these, 37 were reviewed for potential applicability. The

remaining 8 were not classified into any particular category because of lack

of detail. The 37 countermeasures reviewed from the human factors standpoint

yielded 13 with insufficient detail for evaluation (i.e., no description of

how the technology operates, making a crew resource assessment impossible);
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10 countermeasures required a workboat, and 14 appeared to be operable from

the deck of the ship, if they required human intervention at all.

Use of a workboat for countermeasure deployment is not considered to be

a problem by the tug/barge industry. This is a standard procedure that is

routinely trained in existing pollution prevention and mitigation programs.

It is clear that there will be limits on the utility of workboats, primarily

in the form of weather. Although specific thresholds for prohibiting the

deployment of workboats were not identified in the course of this work, the

judgment of the tug master prevails. If the safety of the crew were to be

threatened by deployment of countermeasure technologies, then the prudent

course will be adopted of waiting for shore-based assistance. 0

There is considerable sentiment within the tank ship industry that putt-

ing crew members over the side of the ship is unacceptable in any conditions.

This relates principally to the amount of freeboard that would have to be

negotiated and the potential impact of weather. Additionally, launching a

workboat from a tanker not equipped to do so would require rigging a boom.

However, it may be feasible to establish guidelines for countermeasure deploy-

ment that take both weather and workboat storage/launching into account. For

example, refitting tankers with workboats for easy deployment would cost rela-

tively little; of course, this would increase the routine maintenance load. 6

Of the 14 countermeasures that appeared to be operable from the deck of

the ship, two seemed to offer some immediate potential. Countermeasure No. 14

requires minimal crew training, can be activated by 2 persons (one on either

side of the ship), and requires no active control, since the curtain is held

in place by bottom weights. Countermeasure No. 23 involves a similar mecha-

nism, although the boom is composed of self-inflating segments. It requires

the additional crew intervention of tethering the boom to the ship, which

would likely require periodic attention. With both countermeasures, there are

issues of safety associated with entrapping significant quantities of oil next

to the ship, both in terms of fire hazards and toxic fumes. The remaining 12

countermeasures operable from the deck represent either variants of these two

technologies, or do not require much human intervention, as with hull liners.
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The results of the analysis presented in this chapter suggest that self-

help oil spill countermeasures are a viable technology from a human factors

perspective, although further engineering is required for unobtrusive intro-

duction aboard tanker ships. One of the principal goals of such design should

be to minimize the exposure requirements of the crew, since rough weather is

highly likely. Since it is unlikely that one countermeasure will encompass

all situations, it would be worthwhile to consider developing a series of

countermeasures that have applicability in different situations. From the

standpoint of crew resources, there are personnel available to operate coun-

termeasures, assuming that other damage assessment and control activities have

been accommodated.
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5.0 ASSESSMENT OF TANKER SELF-HELP OIL SPILL CONTROL SYSTEMS

The objective of this effort is to review and evaluate self-help con-

cepts for oil tankers, to eliminate or reduce their spillage following an

accident.

5.1 APPROACH

To aid in reviewing the large number of self-help concepts proposed for

oil tankers, the concepts were grouped into categories based on similar

traits. During the categorizing process, concepts were reviewed to verify

that they were indeed self-help concepts, and not actually tanker vessel

design. Those concepts that required substantial modification to the tanker

were not considered for this evaluation. The resulting self-help categories

are shown in Table 5.1. (Note that each category is further divided according

to whether the concept acts inside or outside the ship.)

Once categorized, a more detailed review was conducted. Since the con-

cepts within a category were similar, they could be easily compared and eval-

uated against each other. During this comparison, superior features of

TABLE 5.1. Categories of Self-Help Oil Spill Concepts

CateQory Internal Equi pment External Equipment

Containment None Booms
Skirts

Bulk Treatment Gels Absorbing Material
Absorbing Material Gels/Dispersants/Sinking Agents

Combustion
Bioremediation

Closure Clogging/Jamming Patch
Patch Clogging/Jamming
Local Sheet Local Sheet (Diaper)
Liner

Collection Tank to Tank External to Tank
Tank to Bladder External to External Bladder
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concepts within a category were identified. Also identified were those con-

cepts with features considered as possessing major engineering or safety

constraints.

"Notional" concepts were created for each category by comparing con-

cepts. These notional concepts are self-help systems thought to best repre-

sent their particular category. These notional concepts have drawn heavily

from related ideas found in the literature and in the Coast Guard submissions,

and they have been put together incorporating the needed and superior fea-

tures, while avoiding obvious pitfalls.

Next, the notional systems were defined in enough detail to allow their

evaluation. This was an important requirement for the notional systems as

none of the systems encountered in the literature, nor those supplied by the

Coast Guard, were sufficiently detailed for this purpose. It should be noted,

however, that no claim is made that these notional systems are optimal. The

intent has been to establish a baseline for further evaluation, by experts in

the field, of the relative merits of one or another of the techniques

described.

Finally, the ability of each of the notional systems to contain oil

spills was evaluated using a computer simulation. This simulation was per-

formed for several spill scenarios, ranging over a variety of environmental

conditions. Graphs illustrating the total volume of oil released as a func-

tion of time are included in Appendix D.

The notional concept must be evaluated in a context. We define this

context as the combination of three sets of data; one of which describes the
ship on which equipment is mounted and its cargo (Ship Data Set); the second

for the location and conditions at, and just after, the time of the casualty

(casualty Scene Data Set); and the last, the information which describes the

extent of the damage (Casualty Severity Data Set). Figure 5.1 illustrates how S

the various sub-categories within the data sets combine to form scenarios. In

particular, the heavy line that traverses the chart indicates the actual com-

binations of conditions for which we conducted simulations. These combina-

tions were selected so as to present cases that were both real and severe,
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thus groudings were not studied, since a more severe case is a hole at the

waterline, which has the potential for releasing all of the stored oil.

5.2 CONTAINMENT

In this report, "oil containment" means the equipment and/or procedures

used to sequester spilled oil (or oil in danger of being spilled) in some form

of enclosure, thereby preventing (or at the least, retarding) the spread of

oil into the environment.

In this study, there are four main types of external containment: boom,

skirt, curtain, and bladder. A description of each type is given in

Table 5.2. The first three are size scaled variants of one another. These

three "fence" type barriers can remain completely passive, once deployed. The

fourth type (bladder) must have an auxiliary power source working to pump oil

into it, and unless coupled with another containment means would only retard

oil flow into the environment. The bladder has fundamental differences from 0

the "fence" type systems, so it will be discussed separately (under the

heading "pumping").

TABLE 5.2. Outboard Containment Types

Name Characteristics

Boom * Essentially a line of buoyancy
• traps thin layer of oil: thickness < 1 ft
* Encloses large pond area
0 Current/Sea State limited

Skirt 0 Boom plus short width of pendant material
* Traps moderate layer of oil: 1 ft < thickness < 5 ft
* Encloses moderate pond area
* Primarily current limited

Curtain 0 Boom plus wide pendant material
0 Traps very deep volume of oil: 5 ft < thickness < 20 ft
* Pond area only slightly larger than ship platform
0 Only moderately sensitive to current

Bladder 0 Alternative storage reservoir(s) for oil from damaged
holds
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In the following, we commonly use the term "boom" as a generic name for any of
the fence-type containment systems not otherwise specified.

Oil booms have been in use for decades, but typically have been staged

and deployed from shore. Since tankers congregate at ports, harbors,

estuaries, and offshore loading facilities, it was natural to concentrate the

pollution control equipment in contiguous areas. The question to be answered

here is: does a role exist for onboard booms or similar equipment in pollu-

tion control?

Most of the oil boom systems built to date were made to address the need

for containment or oil exclusion in relatively calm or protected waters that
could be subjected to high currents. As a result, these systems tend to be

fairly shallow draft, modular, stoutly built, meant to be anchored, and fre-
quently deployed by hand, or by power assist from alongside work boats (with

notable air dropped and other automatic deployment exceptions). Analysis,

experience, and trial and error have led to designs that function reasonably

well in calm conditions.

The conditions on a tanker in distress (i.e., just after a collision or

grounding) that is rapidly losing oil will influence containment system

design. For one, the ship itself will act as an "anchor," as far as the con-

tainment means is concerned, even if both are drifting, and so bottom interac-
tion is neither necessary nor desired. Also, it seems impossible to guarantee

that there will be ample man-power available to help with the physical deploy-

ment and securing of the gear; most or all of this part of the evolution must

be done automatically and very reliably. It is also unlikely that there will

be time or wherewithal to assemble modules of gear together to attack the

specific casualty; the system must be preassembled, and sufficiently general

in configuration and capacity to handle accidents wherever they may occur up

to the design maximum size. Finally, the gear must not hamper the safe evac-
uation of crew from the stricken vessel, neither by requiring too much

attention during and after deployment, nor by blocking free passage of life

boats, nor finally by impeding rescue efforts.
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5.2.1 Storage

The various concepts investigated for outboard containment of oil vary 0

widely in the manner in which they store the containment equipment. Fig-

ure 5.2 provides a concise view of the options encountered.

5.2.1.1 Continuous and Circumferential

Continuous and circumferential storage was the most frequently cited 0

preferred method for storage of containment equipment. It involves completely

surrounding the ship near the gunwale with a connected length of boom, skirt,

or curtain. Some concepts advocated storage outboard of the deck edge, which

avoids deck obstruction, but puts the containment in jeopardy during a colli-

sion. Other systems utilize deck-edge space for storage, and the efficacy of

this approach is not established, given the need for clear passage of people

and equipment over the side.

5.2.1.2 Multiple Equipment Caches

Some of the literature researched advocated multiple equipment caches.

With caches, the deployment is heavily dominated by manual activities. On

larger ships, the amount of boom that must be handled is substantial, and

dividing the boom into 10 boxes means no box need be over about 10 ft 3 . This

method allows for free passage of equipment and personnel over the side. This

may be a cost-effective way of handling small spills in stable, protected

conditions; however, for spills of considerable magnitude, the need for con-

siderable manned interaction limits the effectiveness of this storage method.

5.2.1.3 Single-Point Storage Locker 0

The single locker described in some concepts was usually located at the

stern, either on the fantail, or in a special purpose hold below the main

deck; (some concepts deployed two booms from the same general location at the

stern, to port and starboard). In either case, long lengths of boom must be

pulled from one location, so some form of mechanical power augmentation was

necessary. This was frequently in the form of an auxiliary boat, or by means

of a tugger cable led along the gunwale from a winch at the bow.
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5.2.2 Deployment

Although the mode of storage will have logistical and operational impli-

cations, deployment has the potential to cause the most problems. Figure 5.3

shows the most commonly proposed methods in schematic form.

5.2.2.1 Gravity

In the gravity deployment methods, the containment is stored either

overhanging the gunwale, fastened to the hull outboard of the gunwale, or

slightly inboard on a downwardly slanting platform, so that when some form of

trigger is actuated, the boom-retaining means is released, and the equipment

falls free to the ocean surface. The general idea is attractive for a number

of reasons: first, a single conscious decision by a responsible member of the

crew can set in motion the most difficult part of containing spilled oil; sec-

ond, the actuation means (gravity) is always present and cannot deteriorate;

and third, deployment goes to completion without human intervention. On the

other hand, some issues need to be researched and refined such as the diffi-

culty of simultaneous deployment all around the ship; the Oroblem of tumbling,

fouling, and tearing of the containment means during descent along the side of

the ship; a reliable way to handle embedded slack; and a method for freeing

hang-ups.

5.2.2.2 Propelled

Propelled systems are similar to gravity systems, except that the con-

tainment means is forcibly pushed away from the side of the ship, so that the

system hits the water at a distance from the side of the ship, closer to its
final configuration. The presumed advantage of this approach is that oil that

has begun to leak will more likely be captured by a widely flung net than one

dropped along side. The mechanisms presented seem to be relatively far

fetched (e.g., cannon balls attached at intervals along the boom, fired simul-

taneously). A fast-acting gravity system, with even moderate depth should

capture most of the initial outflow of oil, whose pressure should push it

slowly away from ship side. It may prove useful to ensure that a modest

clearance distance is maintained, primarily as a way of regularizing the
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deployment, avoiding unpredictable interaction with the hull on descent, and

avoiding the worst of the existing oil jet.

5.2.2.3 Winch-around

In the winch-around concept, a leader wire is permanently installed just

outboard each gunwale and retained in breakaway clips. When triggered, two

winches mounted in the bow pull the port and starboard wires forward along the 0

ship, breaking free of the clips as they go. The aft end of each wire is

attached to the forward end of a containment boom, stored in a protected bin

in the fantail area. A variation of this method could include paravanes at

the leading end of the containment boom, to tend it out from the hull.

Deployment seems to rely too heavily on tenuous features. For example, a boom

pulled along the length of the tanker for such a long deployment would put the

containment in danger of tumbling, fouling, tangling, or tearing, so that once

established around the tanker, it might not be rigged out properly. The gen-

eral idea of collecting all of the containment gear in one protected place is 0

attractive, but the deployment schemes reviewed to date are not thoroughly

convincing.

5.2.2.4 Auxiliary Boat

A number of concepts utilize small boats, lowered from the deck of the S

tanker, to actually deploy the containment. A variant would provide a small

boat with a cargo of containment boom so that the bitter end may be fixed to

the tanker, and the small boat pays it out as it goes, thus avoiding the prob-

lems associated with dragging the boom. Modular lengths could be loaded out

on each boat, such that, for example, two boats would provide a tight contain-

ment for small leaks, and four or six would be used to enclose large spills.

This technique is probably the closest to existing boom deployment methods,

and so has the advantage of prior experience. On the other hand, deploying

auxiliary boats will be difficult at best in heavy seas and high winds. Also, 0

dragging a boom 3600 around a large tanker without causing damage will be

nearly impossible to guarantee; accordingly, either two lengths (port and

starboard) and two boats, or two excursions with a link up will be needed as a

minimum. The most serious concerns with using these boats are the high level

of crew involvement required and the time required for deployment. 0
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5.2.2.5 Traveling Dispenser

A variant of the winch-around and auxiliary boat deployment concepts

involves the movement of a container holding the boom around the periphery of

the ship at (or just outboard of) the deck edge, that pays out the boom as it

moves. For the larger super tankers this would be a sizable container (on the

order of a 24 ft 3), although it could be split into two units, port and star-

board. Mechanization of such a system to move along an at-side track is cer-

tainly possible, but cumbersome, and problems of interference with the ship's

routine and logistics would have to be worked out. Such a system seems to

offer few advantages over the winch-around concept.

5.2.2.6 Manual

A few deployment concepts relied on crew members to handle, couple, and

deploy the containment gear. Members of the crew would unload, connect, and

deploy segments of containment over the side from discrete lockers arranged

along the deck just inboard of the gunwale. Most manual methods use some kind

of power assist, such as air tugger winches, but still require men doing the

actual work. A problem with manual deployment is that an accident may place

the lives of the crew in immediate danger (e.g., a fire), where such lengthy

boom deployment procedures would simply be out of the question. Similarly,

heavy seas, high winds, precipitation, fog, or other weather conditions, which

might well have been proximate causes of the accident, could make a largely

manual deployment nearly impossible, or slow it sufficiently as to render it

ineffective. Therefore, such a labor-intensive method will not be a general

deployment solution.

5.2.3 Operation

The containment systems reviewed are essentially passive devices, acting

only to corral the spilled oil, but most also allow for additiodal remedia-

tion, such as skimming or pumping of the oil out of the impoundment area.

Some concepts gave considerable attention to tending the boom once installed

so that it remained located properly with respect to the tanker. This was

accomplished usually by a network of tether lines running from the ship to

locations along the length of the boom. Some even brought lines back to the
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ship from the keel of the boom to help maintain the proper shape of the under-

water portion of the skirt or curtain against the disruptive forces of cur-

rent. Those systems installed in segments usually provided accommodation for

boat passage by means of opening and re-sealing the containment, but most

descriptions did not include this important point. In most cases, the con-

cepts were acknowledged to be temporary, useful until more rugged and perma-

nent containment can be deployed from a land-based depot. None described the
process of replacing their temporary containment with a more permanent system.

5.2.4 Recovery

Almost all concepts reviewed either did not mention salvage and recovery

of the boom or expected that the system would be recovered, cleaned, and

reused. None expected their system to be expendable. Only one concept (for

an exist'ng boom) was complete enough to include details on reel-up, cleaning,

and refurbishment. Expendable systems may be cost effective, especially con-

sidering that these systems may not be as rugged as a land-based system. A
life-cycle cost analysis could show that a less rugged, disposable system is

cheaper in the long run than the cost of designing one to withstand rough han-
dling and refurbishment, plus the costs of returning it to service. This

option merits further exploration.

5.2.5 Size Optimization Analysis

In order to gain some insight into the possible optimal configurations,

volumes, and lengths of containment booms, skirts, and curtains, we conducted

a parametric analysis of the variation of the shape, circumference, and total
volume of these various containment configurations as a function of ship and

oil spill size. This analysis is first order only, and involves a number of

assumptions, detailed below. It does not purport to be definitive, but merely
gives some idea of trends and order of magnitude sizes. Ship sizes examined

were: 628; 1,182; and 2,113 GT coastal barges; and 34,000; 89,700; and 0

262,000 DWT tankers. In each case, it was assumed that the "design spill"
(i.e., the amount to be contained) was represented by the total loss of all

oil in the two largest tanks on the vessel. The general configuration of the

containment was uniform throughout, and as follows: each is fitted with a

buoyancy float of 4-ft2 cross-sectional area, a below water skirt of depth 0
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130% of the still water depth of the trapped oil, and an above water height of

130% of the height of the oil above the sea surface. The thickness of the
skirt was taken as 3-inches, partly to account for packing inefficiency. A

computer program then figured out the volume, perimeter, and depth of the

containment needed to satisfy all conditions.

An interesting result is that, even though the oil spill volume varies

by a factor of over 50:1 (from about 20,000 ft 3 on the coastal barge to almost

1,000,000 ft 3 on the DWT tanker), the volume of containment varies only by a

factor of 7. The boom cross section (stowed) is close to 5 ft 2 in all cases.

Clearly, this is a very readily manageable unit volume, even at double this

value. This optimization routine is imbedded in the simulation, which is

described later.

5.2.6 Containment Notional Concept Description

A containment system must be designed to handle a variety of spills in a

variety of environments. Figure 5.4 shows our notional concept for the con-

tainment system to be evaluated in the barge simulation. Figure 5.5 shows our

notional concept for the containment system to be eviluated in the tanker

simulation.

Table 5.3 is an attribute comparison chart that enumerates the various

features found in the containment concepts reviewed, and briefly states their

advantages and disadvantages, and whether they have been included in the

notional concept.

In summary, the containment scheme modeled consists of a completely

circumferential "fence" (i.e., medium depth skirt) barrier that will be stored

in a protective housing just inboard of the gunwale, using gravity for the

primary motive deployment force. A boom, each to port and starboard, helps to

keep the deployed system away from contact with the hull, at least in the

forward area. This general description applies to both tanker and barge, but

the barge also would utilize a riser curtain from the waterline to the gunwale
in an attempt to trap more outflowing oil. While such a system would work

best on a single barge, rafts of barges could still be protected by a similar

system where the curtain on each barge would be segmented, and all
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of the outboard segments ranged along the gunwales of each barge would be

coupled together forming a closed periphery around the raft.

5.3 BULK TREATMENT

Bulk treatment of oil is here-in defined as all those methods of

responding to an oil spill that mitigate the impacts through the immobiliza-

tion, dispersal, or compositional change of the oil. Several methods of bulk
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treatment have been developed for mitigating the effects of oil spills; some

development has been limited to laboratory testing and analysis, while others

have actually been used in the field. Those treatment methods which fall

within the classification of bulk treatments are:

"* Sorbent Material • Sinking Agents

0 Gels/Coagulants 0 Combustion

"* Dispersants * Bioremediation

An overview of each of these bulk treatment methods, a description of

the performance attributes, and an analysis of the current state of develop-
ment are included in the following sections.

5.3.1 Sorbent Material

Absorbents soak up oil and adsorbents fix oil on the surface of parti-

cles. Collectively, absorbents and adsorbents are referred to as sorbent

materials, which include straw, polyurethane foams, sawdust, and rubber.

Sorbents can be divided into three categories: natural products, modified or

treated natural products, and synthetic or manmade products. In general it

has been found that the lower the density of the sorbent material, the more

oil it can pick up per unit weight (Mile 1970).

5.3.1.1 Performance Attributes

Large-scale tests have been performed on numerous candidate sorbent
materials (Mile 1970). The most effective sorbent material identified during

these tests was polyurethane foam scraps 1 to 2 inches thick in various shapes
and sizes up to 1 ft by 4 ft. The oil-to-sorbent ratio by weight was 46:1.

Polyurethane, which has been ground to particles approximately 1/2 inch in

diameter, proved effective in oil removal as well, with ratios of at least

28:1, although insufficient oil was present to completely characterize the

total oil absorption capacity for these particles.

The following key factors should be considered for sorbent material

usage:
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" The sorbent must be distributed over the floating oil and, in all
probability, agitated so that it absorbs the maximum amount of oil.
Wind can be a deterrent to the spreading of the sorbent material.

" Sorbents can present pollution problems if not removed from the
water.

"* Polyurethane in its unmixed state (polyol and MDI components)
presents a health hazard.

"* Onboard storage requirements of the sorbent materials must be
considered.

"* The ability of a particular sorbent to pick up oil may be a func-
tion of the weight/type of oil.

"* Some sorbents need to be treated prior to use to cause them to have
a higher affinity for oil than water.

"* Many sorbents absorb water and become waterlogged with time, and
some actually sink (closed-cell polyurethane foam is an exception).

"* Compared with other oil spill cleanup techniques, sorbents are
costly (although cost varies with the efficiency and type of the
sorbent material used).

5.3.1.2 State of Development

Internal Usage - The idea of using sorbent pillows that drop into the

interior of an oil holding tank from the deck above has been patented. A

description of the patent is included in Appendix C. This patent description

does not specify a particular type of sorbent material to be used in the

pillows. No evidence of implementation of this system onto a tanker or barge

could be found.

External Usage - Testing and evaluation of numerous sorbent materials

have been performed. Implementation of sorbent material has occurred in

actual spill scenarios. Straw was used extensively to clean the beaches at

Santa Barbara, where it was applied by blowing it out from straw mulching

machines. The straw was removed from the beach by hand, which was a very

labor intensive process. Sorbents are not generally being used for oil spills

at sea.
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5.3.2 Gels/Coagulants/Solidifyinc Agents

Gelling agents or coagulants have been considered for preventing the
rapid spread of oil. In the ideal case, the oil becomes thick enough to stop

up the rupture or hole from which it is spilling. In general, the formation

of a gel requires the addition of an appropriate chemical agent (i.e., fatty

acids, treated colloidal silicas, polymer systems) to the oil.

5.3.2.1 Performance Attributes

In addition, for any of these agents to be effective, they must take

action rapidly (e.g., between 5 to 10 minutes). For a gelling agent to be

effective generally requires that it be well mixed in the oil. I+ takes

approximately 10 hours before the oil starts to set when mixed with gelling

agents. This time restriction would make it nearly impossible to develop a

gelling system that could be used after the oil is actually spilled onto the

water surface, and for internal usage a gelling system would be effective only

for combating small openings with a very slow leak rate from the ship.

In the report A Study of Onboard Self-Help Oil Spill Countermeasures for

Arctic Tankers, the conclusion was made that solidifying agents may be of some

use because of their fast-acting nature (Ross 1983). Solidifiers cause oil to

begin solidifying within about 10 minutes. Again, the solidifying agents must

be well mixed with the oil, and they require a mixing ratio of approximately

30% to 40% polymer and other additives by weight be added to the oil.

5.3.2.2 State of Development

Internal Use - Gelling agents have not been used operationally for the

treatment of oil, but British Petroleum is investigating the use of solidify-

ing agents at or near leaks in tank walls. Analysis indicates that mixing

solidifying agents through the use of air sparging or nozzle jets could result

in solidification in 20 to 70 minutes. This solidified oil will not flow from

holes with an area of approximately 0.01 mn2 or less.

External Use - It is felt that the external treatment of oil on the

surface of water would not be feasible because of the need to thoroughly mix

the chemical agent with the oil to cause gelling. No research was found dis-

cussing the feasibility of treating oil using a gelling or solidifying agent
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S

while the oil is contained within a boom or skirt. It has been noted that

gelled oil would present additional difficulties in clean-up.

5.3.3 Dispersants

The purpose of dispersing oil is to minimize damage from an unrecover-

able oil spill. When a volume of oil is spilled onto the surface of water,

the oil has a driving force to spread. The tendency to spread is affected by i

the surface tension of the water, oil, and interfacial tension between the

two. Dispersants tend to lower the interfacial tension between the oil and

water (surface active agent or "surfactant"). For the surfactant to be effec-

tive, it must also prevent the coalescence of the dispersed oil droplets after

they are formed. Oil that is properly dispersed with a chemical surfactant

will not stick to solid surfaces.

Where the recovery of oil is not feasible, the following incentives

exist for chemically dispersing oil:
S

"* The rate of biodegradation of oil is increased (1 to 2 orders of
magnitude).

"* Damage to marine life is minimized.

"* The fire hazard is minimized.
0

"* The spilled oil is prevented from wetting beach sand.

"* The formation of tar-like residue is prevented.

"• The formation of gelatinous water-in-oil emulsions is prevented.

5.3.3.1 Performance Attributes

To be effective, the dispersant must be well mixed with the oil. Wind

and wave action is sometimes sufficient for mixing. The manufacturers listed

the volume to volume ratio of dispersants to oil as approximately 1:10, but

EPA field experience indicates that the necessary dosage is often 1:1 or 1:2.

There is significant concern over the toxicity of the chemicals that are used

as dispersants. United States regulations forbid the use of chemicals except

in unusual circumstances (Miles 1970). On-Scene Coordinators of the cleanup

operation have the authority to approve the use of chemical agents if the

spill will endanger human life or waterfowl, or presents a fire hazard.
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Some form of solvent generally needs to be added to the surfactant to

reduce its viscosity to allow application. Stabilizers are also added, which

help to fix the emulsion once it is formed and increase stability of the mix-

ture. The cost of dispersants is about $2.00 to $5.00 a gallon.

Figure 5.6 shows the relative effectiveness for various oils and four

different dispersants. It can be seen that the effectiveness for these tests

can be as low as 5% to as high as 90%, depending on the dispersant and oil

involved in the testing.

5.3.3.2 State of Development

Internal Use - The injection of chemical dispersants into a cargo tank

will not stop the outflow of oil, but most likely will reduce the amount of

100
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FIGURE 5.6. Effectiveness of Four Oil Dispersants

5.21



dispersant required outside of the tank. As with solidifying agents, it would

take between 10 and 60 minutes to achieve the desired mixing level. An alter-

nate proposed method is to locate distribution piping within the cargo hold,

which would break when the ship ran aground or was involved in a collision.

This piping would then automatically distribute the dispersant at the point of

tank/hull rupture.

External Use - External application is possible, but the required

application rate of the dispersant will be a function of the leak size,

thereby necessitating knowledge of the leak size and adequate operator train-

ing. External application systems generally use spray application techniques.

These may not be effective where there are large variations in the thicknesses S

of the oil layer.

5.3.4 Sinking Agents

Common sinking agents include sand, cement, ash, and clay. The oil

adheres to the surface of these agents that then sink to the sea floor. Envi-

ronmental concerns exist due to the deleterious effect the oil has on marine

life at the sea floor.

5.3.4.1 Performance Attributes

Sinking agents require a weight of sinking agent to weight of oil

treated application ratios of 1:1 or higher. As with dispersants, sinking

agents are not to be used without approval of the On-Scene Coordinator (due to

the hazard to marine life caused by oil on the sea floor). Sinking agents are

most efficient on thick, heavy, and weathered oil. Many sinking agents

release oil after sinking; therefore, sinking may extend the time that aquatic

life is exposed to oil.

5.3.4.2 State of Development

Internal Use - Not Viable.

External Use - The French used sinking agents to sink oil that had

escaped the Torrey Canyon in the Bay of Biscay. Three thousand tons of cal-

cium carbonate were applied to the sea surface with some success. The
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long-term effects on the bottom life in this area have not been adequately

analyzed (Mile 1970). The existing EPA policy restricts their use to waters

exceeding 100 m in depth.

5.3.5 Combustion

One method proposed for the removal of oil from water is by burning.

For this method of removal to be successful, the fire must be provided with

sufficient oxygen to burn and must be kept hot enough to sustain burning.

5.3.5.1 Performance Attributes

The burning of oil from the surface of the water:

* can result in complete removal/elimination of oil spilled

0 results in air pollution

* may create a fire hazard

* is difficult for thin layers of oil due to the cooling effect of
water sublayers (0.12 inches or more required)

* may be difficult as time progresses because the material quickly
loses its volatile components and ignition is difficult; (the
heavier crude is most difficult to burn, and it is also the most
difficult to remove from beaches and the environment.)

* may result in death, injury, or loss of ship.

5.3.5.2 State of Development

Internal - Not viable.

External - Burning has been used for stricken tankers (i.e., Torrey

Canyon in 1967) with effectiveness. It was used as a "last resort" by the

British Government to remove the 15,000 to 20,000 tons of crude oil from the

severely damaged tanker. Air dropped starters were used that contained sodium

metal, calcium carbide, and oil impregnated sawdust. There were no crew

members onboard the tanker when the burning of the oil was initiated.

Commercial burning agents are available for promoting combustion of an

oil slick, and patents have been filed for wick type devices that can be

placed on a floating oil mass to provide sustained burning points. Although

burning may be an effective way to dispose of oil on th water in certain
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special cases, it is impossible to conclude that this method would ever be

willingly used by crew aboard a tanker leaking oil as the self-help method of

choice.

5.3.6 Bioremediation

The process of bioremediation for oil spill treatment involves the

injection of cultured bacteria, nutrients, or both to convert oil into a 0

neutral substance. Oil is broken down when the enzymatic protein-like sub-

stances in the cells of bacteria act as organic catalysts in initiating the

chemical reactions that break down hydrocarbon chains. Bioremediation was

employed in the marine environment for the first time for the shoreline

cleanup in Galveston Bay, Texas, and Prince William Sound, Alaska, and on

crude oil spilled on the open sea of Galveston from the Mega Borg. Some

people project that bioremediation will be the primary or secondary treatment

method for both small and large oil spills in the marine environment (LeBlance

and Fitzgerald 1990).

5.3.6.1 Performance Attributes

Questions and concerns relating to the bioremediation process include

the following:

" The possible toxic effect of additives (i.e., nutrients, surfac-
tants, emulsifiers) has not been fully explored.

" The effectiveness and behavior of microbes are unknown when applied
to oil that has had a dispersant previously applied to it.

" The nutrients and agents that promote or retard the growth of the
bacteria have not been fully defined.

" Some concern exists that the introduction of bacteria into an area
may cause harmful environmental effects.

For the bacteria to multiply and continue the breakdown of the hydro-

carbon chain, a supply of nitrogen, phosphorous, and oxygen must be present.

If the hydrocarbon material or any of these elements becomes unavailable, the

population will decline and the break-down will cease. In marine applica-

tions, usually sufficient amounts of nitrogen and phosphorus are dissolved in

the seawater to sustain the reaction (LeBlance and Fitzgerald 1990) which
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allows the application of three product formulations: (1) bacteria only,

which would use existing nutrients; (2) nutrients, only which would cause the

indigenous species to multiply more rapidly; or (3) both.

In controlled testing done on products from the Mega Borg spill, a bac-

teria and nutrient mixture was applied at a rate of 3 lb/acre with good suc-

cess in breaking down weathered mousse.(a)

Different types of bacteria degrade oil compounds with varying effi-

ciency depending on the type of oil compound. There are nearly 200,000 dif-

ferent compounds in crude oil, and fewer and fewer species of bacteria are

able to consume the hydrocarbons as the molecular chain lengths of the hydro-

carbons increase (LeBlance and Fitzgerald 1990).

5.3.6.2 State of Development

Internal - No systems have been developed to apply this technology to

internal use.

External - Bioremediation was used successfully for the removal of oil

during shoreline testing at Prince William Sound, Alaska, and also in the Gulf

of Mexico following the spill from the Mega Borg.

5.3.7 Bulk Treatment Notional System Selection

As previously discussed, several methods can be used for the bulk treat-

ment of oil. Of these, several are not viable tanker self-help methods due to

logistic, technological, regulatory, or operational issues. The bulk treat-

ment systems that are deemed unfeasible are gels/coagulants, dispersants,

sinking agents, and combustion (which are discussed previously).

Sorbent material and bioremediation are the two bulk treatment processes

deemed worthy of further investigation as tanker self-help systems. The two

notional systems are similar in many regards, but the logistics associated

with handling the raw product, the amount of product required, and the

(a) This information is referenced in Mega BorQ Spill off the Texas Coast:
An Open Water Bioremediation Test by the Texas General Land Office
(Grary Mauro, Commissioner; Texas Water Commission, B. J. Wynne, III,
Chairman).
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notional methods of application are different enough to warrant that these

methods be analyzed individually. 40

5.3.7.1 Sorbent Notional System

Based on the test data reviewed, the sorbent notional system initially

selected for analysis is a polyurethane foam system that dispenses chopped/

shredded closed-cell foam over the edge of a ship or barge. A polyurethane 0

foam dispensing machine was selected because it has a high oil to sorbent

absorption ratio. (Ratios of 46:1 by weight have been observed during large-

scale tests in which polyurethane foam chunks were used.)

The notional system consists of the following components: 0

"* heated holding tanks for the raw chemicals (polyol and isocyanate)
that mix to form polyurethane foam

"* pumps and mixing heads to mix the chemicals into a foam that
expands to about 30 times the volume of the unmixed chemicals

"* shredding equipment to apply the polyurethane foam to the spill
over the side of the ship.

The mixing machine selected for this notional system is a 60 horsepower

delivery system that processes a maximum of 260 lb/min of raw chemicals.

Given an absorbent ratio of 46:1, a single foam dispensing system operating at

100% efficiency could distribute enough foam to absorb oil leaking at a rate

of about 24,000 lb/min (3,200 gal/min). The ratio of 46:1 has been selected

for this notional system, as it is the best representation to date. For

higher initial oil flow rates, multiple systems could be used to increase the

application rate. The ability to apply the foam evenly to the surface of a

spill is affected by weather conditions such as wind and rain. It was assumed

for this system that the polyurethane chips would be blown through a large

diameter hose from the foam generator/shredder to the point of application.

S
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The attributes of this system are as follows:

Performance Characteristics (per mixing unit)

Chemical Storage Requirements 2% of volume of spill

Maximum Application Rate (Per Applicator) 70 gpm (520 lbm/min)

Absorption Ratio (weight oil:weight sorbent) 46:1

Power (Per Applicator) 60 Horsepower

Time to Deploy Estimate 25 minutes

Non-Performance Factors

* Chemicals are toxic in unmixed form.

* Chemical viscosity presents a pumping problem if temperatures are
too low.

* Some degree of training will be required to operate the application

machinery.

* Three people may be required to operate each pumping machine.

0 Clean-up of the sorbent material is necessary following
application.

* Wind or rain could hamper the effectiveness with which the sorbent

is applied.

Notwithstanding the potential for reasonably successful bulk treatment

using polyurethane sorbents, the fact that the chemicals are toxic in their

unmixed form, makes this system questionable for self-help use. The risks to

both the environment and personnel that are associated with potential chemical

spillage are high, and the need to heat the chemicals and to clean up the

polyurethane following application also complicate this notional system. The

polyurethane foam system can be considered a contender pending further devel-

opment but not as the most recommended bulk treatment concept.

5.3.7.2 Bioremediation Notional System

As previously discussed, bioremediation of spilled oil makes use of bac-

teria to transform hydrocarbons to a non-oil substance via microbial action.

When bioremediation is used as an oil treatment, no attempt is made to phys-

ically remove the bacteria from the sea following application. The product

that is applied to the spilled oil consists of a mixed culture of naturally
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occurring hydrocarbon degrading bacteria, inorganic nutrients, and growth

factors. This mixture has a shelf life of up to a year, and can be applied as

either a powder or mixed with water and applied to the surface of the oil

(i.e., via a firefighting system).

Several factors affect the performance of the bioremediation process,

and thus the system design. The decomposition reactions require the presence

of hydrocarbons, microbes, nutrients, water, and oxygen. If any of these are

present in inadequate amounts, the bacteria will die. The application ratio

(i.e., weight of microbes and nutrients to weight of oil) is also important.

If there are insufficient bioremediation products, the spill will not be effi-

ciently converted to a non-oil substance, as there is a symbiotic relationship

between the bacteria which enhances reproduction and oil decomposition. If

too much product is applied to the oil spill, the reactions can become self-

limiting (i.e., anoxic conditions could result which would result in the death

of the microbes). The results of the research performed on bioremediation do

not conclusively indicate what the proper application ratio for the bioprod-

ucts should be, although one manufacturer stated that it should be possible to

treat oil with a weight percentage of bioproduct to oil of 2%.

In addition, the bioproducts can be applied either by premixing with

water and spraying over the spill, or the powder can be applied directly to

the surface. The product typically is in the form of a corn-meal textured

powder, thus factors such as wind or rain could degrade the application effec-

tiveness if applied in the powder form.

Since the bioproducts are cultured on a given type of oil, they are more

effective on that specific type of oil than on others. This means that for

maximum effectiveness, the microbes should be cultured on the specific type of

oil in each ship. The application ratios will also be adjusted depending on

what type of oil is spilled.

For the notional system developed and for the simulation, the assump-

tions were made that the application ratio of 2% is valid, and also that the

bacteria were cultured for the type of oil transported.
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The notional system consists of the following elements.

0 A deck-mounted container or containers which would hold the bio-
products. These containers could be changed out if the ship was
moved to a different shipping region and thus needed different
microbes for optimization of the bioremediation process.

A feed system that would meter out the product at a controlled
rate. The optimal rate of metering and the application pattern
(i.e, large area application versus small area application) would
be a function of the spill rate and manner in which the oil is
leaking from the ship. A control system for both metering and
adjusting the application pattern would therefore be required to
optimize this system. A venturi feed system that uses high-
pressure seawater as the motive force for the movement of the
bacteria/nutrients from the storage container was selected as the
physical method of dispensing the product as shown in Figure 5.7

Deck Mounted
Storag

Trainable ;i.

Spray DispensionNozzes

Manifold
Piping

FIGURE 5.7. Bulk Treatment Notional Concept
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The attributes and operating sequence of this system are as follows:

Performance Characteristics

Chemical Storage Requirements 2% of spill volume

Bioproduct Application Rate (Per Applicator) 480 Ibm/min

Time to Deploy Estimate 25 minutes

Horsepower Estimate 90 Horsepower

Application Range (Per Applicator) 200 Feet

Non-Performance Factors

"* Microbes can be stored for up to 1 year.

"* Manufacturer states that the bioproducts are not hazardous to S
personnel.

"* Some training will be required to operate the application
machinery.

"• Estimated that two people will be tQuired for system operation.

"* Wind or rain could hamper the effectiveness with which the bacteria
are applied.

5.3.7.2.1 Prerequisites. The following requiremeits are expected to be

met to ensure that the system operates properly when required for treatment of

an oil spill.

"* Periodic maintenance must be performed on pumping and storage
equipment.

"* Bioproduct "expiration" dates will not be exceeded. The bio-
products must be replaced within the shipboard containers as 0
required by manufacturers' recommendations.

"* A supervisor trained in bioproduct application must be onboard
whenever the ship is underway.

"* Periodic training exercises will have been performed to ensure all
personnel are able to respond properly to the spill.

5.3.7.2.2 Operating Sequence. The following steps are envisioned as

occurring in order to apply the bioproducts to the spill:

* The extent of damage and estimates of the leak rate must be deter-
mined prior to the initiation of treatment.
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The bioproduct feed rate into the application stream must be set
based on the spill rate. It is envisioned that this would require
one operator located at the bioproduct storage/feed station.

The application stations must be manned. It is anticipated that a
maximum of three spray application stations would be manned at a
time. These application stations are located along the gunwales of
the ship.

Supervisory control of the application will be required to ensure
the application is occurring in an optimum fashion. The supervisor
will maintain the local decision-making responsibility regarding
the spray/application technique to be used. The supervisor must be
trained in all factors affecting bioproduct application including
coverage patterns, volume, and location.

5.4 CLOSURE MECHANISMS

Closure mechanisms are defined as those devices or systems that act to

stop the flow of oil at a localized point of rupture or mechanical failure.

The methods of closure typically involve plugging or patching at the point of

failure. Proposed methods of plugging or patching a hole typically use

devices that either act from the inside of the tank or are applied from the

outside of the tank. Examples of proposed patching methods are included in

Appendix C.
40

Various concepts for patching and plugging of holes in a tanker were

reviewed, and a technical assessment of the merits of these concepts was

performed. Of the concepts reviewed, it was concluded that manual localized

patching or plugging of holes in a tanker was not viable. The problems

associated with localized plugging or patching include:

Significant pressure can be exerted on an external patch by small
holes, thus making the patch difficult to install. For example,
given an oil level within a hold 7 ft above the waterline, a hole
with an area of 5 ft2 will exert a force of over 2,500 lb against an
externally applied patch. The pressure applied by the oil on this
patch requires that reactionary forces be generated to hold it
tightly against the ship. If the hydrostatic head of the oil has
equilibrated with the hydrostatic head of the surrounding water,
the driving forces against an externally applied patch will be
minimal.

50
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" The geometry of a tear, hole", or rupture is generally unknown fol-
lowing a collision or grounding. Patches and plugs typically have
a geometry that does not make them suitable for all types of leaks.

" The location of the tear, hole, or rupture must be determined prior
to the application of a patch. For leaks occurring below the
waterline, the only indication of the leak location may be the
presence or flow of oil on the surface of the water. This will be
affected by the local water conditions such as current and waves.

" Internally applied patches also require knowledge of the leak loca-
tion, and must be configured to cover the leak area. Unlike
externally applied patches, the flow of oil from the ship could
actually be used to seat the plug or patch.

The concept of using a high-strength tank liner, which is permanently

located in a tank and acts passively to patch a hole, has been proposed in

numerous forms. The National Research Council assessed the practical

obstacles associated with such a liner or membrane to be insurmountable.

Internal tank structure and equipment are not physically conducive to the

fitting of liners. The presence of piping, pumps, heating coils, washing

machinery, and ladders interfere with the incorporation of such a system.

Cargo pumping and crude oil wash systems could damage such liners. Liners

could also inhibit the performance of normal hull inspections. The National

Research Council did conclude that liners could possibly be incorporated into

tanks that have fewer obstructions or operating constraints than cargo tanks.

For this report, liners will not be further analyzed as they are not seen as

self-help systems, but as a large-scale tanker design modification.

5.5 PUMPING/COLLECTION

The major category of pumping/collection was selected as a self-help

concept for spill minimization. Included in this major category are all con-

cepts that attempt to collect the oil and deposit it in a storage reservoir.

Pumping oil from a damaged cargo tank into a secure holding location is

a very basic approach to minimizing oil spill size. This operation is per-

formed on most oil spills by "lightering," or transferring the oil from the

damaged tanker to an empty tanker ship prior to moving the damaged tanker.

5.32



Some of the self-help collection/pumping concepts use the ship's exist-
ing cargo transfer pumps and piping. Other systems operate using a hydrosta-

tic head to pump the oil. Still other approaches employ pumps (and power)

that are completely independent of the ship's existing equipment in case the
ship's systems are damaged during the accident.

Various containers have been proposed for temporary storage reservoirs

for the pumping systems. Some of the concepts depend on the availability of

additional storage space in the ship's ballast tanks or in other empty (and

undamaged) cargo tanks. Other system concepts provide this storage volume

with expandable bladders.
For the purposes of this review, two major subcategories (and thus two

notional systems) were created; one that collects the oil from inside the dam-

aged cargo tank, and a second that collects the oil from the surface of the

water beside the tanker. For both of these concepts pumping is provided by

pumping and power systems that are independent of the ship's systems, to

provide some additional assurance that the equipment will not be damaged

during the accident. Also, for both concepts a temporary storage reservoir is

assumed to be carried on the ship, so that it too will be available when

needed.

5.5.1 Interior Collection/Pumping

This concept is made up of the following equipment:

"* one or more deepwell pumps, which are sized such that they can be
manually lowered through the standard tank openings into the dam-
aged cargo tank

" a combination of hose and hard piping (pre-plumbed) to carry the
pumped oil to the temporary storage reservoir

" a temporary storage reservoir for holding the oil until it can be
off-loaded to another tanker. This bladder is stored compressed in
a container at the stern of the ship. Upon activation, the reserv-
oir is self-deploying with gravity.

The flowrate of existing self-powered pumping systems (e.g., ADAPTS) is
in the range of 1200-1500 gal/min, when drawing out of a cargo tank and

through a reasonable run of piping to a storage reservoir. In order to
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accommodate various amounts of oil, multiple storage reservoirs may be carried

on large tankers. For those tankers with multiple storage reservoirs, a dis-

tribution valve at the stern of the ship selects which reservoir is being

filled.

5.5.2 Pumping/Skimming Methods

One method of dealing with oil after a leak occurs as a result of •

grounding, collision, or structural failure is to move the oil from its exist-

ing location (i.e., the tank from which it is leaking, the volume contained

behind a boom, or directly from the sea surface) to a storage location. This

movement of oil can take place by directly pumping from one location to

another, or in the case of removal from the sea surface, removal may be cou-

pled with skimming devices that concentrate the oil prior to pumping.

For the purpose of this study, pumping has been divided into distinct

categories. The first category analyzed for tanker self-help is pumping from

a location external to the ship's hull to a holding tank or bladder (the hold-

ing tank or bladder existing either internal or external to the ship), and the

second category is the pumping from the leaking tank(s) to a holding tank or

bladder. Each of these categories possesses unique capabilities.

Pumping oil that has escaped from the confines of the ship to a storage

location typically requires that the oil be concentrated prior to pumping, in

order to avoid pumping large quantities of water to the holding location.

Mechanical treatment includes such techniques as:

"* skimming/pumping with a suction device

"* skimming/pumping with a weir

"* pickup via rotating drums or endless belt sorbent devices.

The descriptions of several patented systems and concepts that perform these

functions are contained in Appendix C. The ideal oil skimmer should be

designed for:

"• easy handling

"* easy operation
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"* low maintenance

• ability to withstand rough handling

"* versatility to operate in various wave and current situations

"* ability to skim oil at a high oil-to-water ratio.

Skimmers generally consist of a pickup head, a pumping section, and an

oil/water separator. The most significant variation in these systems is the
pickup head configuration. The three most popular pickup heads (that part of

the oil removal device in contact with the oil) for oil skimmers are the weir,

floating suction, and adsorbent surface types. One state-of-the-art weir sys-

tem is said to be able to collect oil at a rate of 400 gpm (Machine Design
1991). For a weir system to operate efficiently, the oil slick thickness
should be maintained at greater than 0.25 inches, and the water must typically

be calm to prevent water from spilling over the weir. A weir skimmer is not
as sensitive to variations in the oil type as long as the oil thickness can be
maintained and the seas are relatively calm. Floating suction devices are

sensitive to the type of oil they are pumping. Heavy oils tend to clog

intakes and flow passages, thereby rendering the devices inoperable. Again
the operation depends on having a sufficient thickness of oil to prevent water

entrainment. Sufficient lift must be provided to move the oil from the sea

surface to the point where oil/water separation takes place.

Adsorbent surface types of skimmers require relatively calm seas to

operate efficiently. The oleophilic properties of the sorbent are degraded by

the continuous wetting with water, which may occur in the presence of waves.
Sorbent skimmers are usually more expensive and as with the previously men-
tioned pickup heads, the mechanical complexity may require that the system be
operated by adequately trained personnel.

Off-hull skimming devices are only marginally suitable as self-help

countermeasures. Tests and experiences have indicated that skimmers generally
do not operate efficiently in wave heights greater than 1.5 to 2.0 ft or in

currents greater than 1.0 to 1.5 ft/s (0.6 to 0.9 knots). This limitation
limits their use to calm or protected areas. Other detrimental aspects of
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skimming systems that make them unattractive as self-help devices are their

cost, complexity, difficulty in deployment, and low-volumetric removal rates.

There may be some merit in using skimming devices in conjunction with

containment devices that are able to concentrate the oil, thereby increasing

its thickness to the point where efficient pumping could occur, but the com-

plexity and coordination necessary would probably not make this a realistic

self-help approach for ships to undertake.

State of Development

Internal Use - Not Applicable

External Use - Skimmers have most often been used for oil removal in

protected areas such as harbors and estuaries, but they have been developed

for open ocean use as well. One skimmer (BP Vikoma Skimmer) is said to have a

recovery rate of 100 tons per hour with oils of medium viscosity. The unit is

suitable for attachment to the deck of a small tanker or tug, and is designed

to work in conjunction with a boom that can increase the thickness of the oil

to several inches.

5.5.3 Pumping Notional System

This concept shown in Figure 5.8 is made up of the following equipment:

"* one or more skimmers, attached to self-powered portable pumps
located on the deck

"* a combination of hose and hard piping (pre-plumbed) to carry the
pumped oil to the temporary storage reservoir

"• a temporary storage reservoir for holding the oil until it can be
offloaded to another tanker. This bladder is the same one as was
described for the interior pumping notional concept.

The flowrate selected for the self-powered pumps of this concept is the

same as that of the internal pumping concept. Similar to the internal pumping

concept, multiple storage reservoirs may be carried on large tankers.
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FIGURE 5.8. Pumping/Recovery Notional Concept

Tests and experiences indicate that skinmmers generally do not operate

efficiently in wave heights greater than 1.5 to 2.0 ft or in currents greater
than 0.6 to 0.9 knots. Overtipping of the device is Lhe primary cause of'

* performance degradation; therefore, the device is more sensitive to wave

action and rocking than to increases in current. Both of these influences on

skimmer effectiveness have been approximated by curves, and are included in

the computer simulation of the self-help system.
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A third pumping concept was modeled and simulated but found to be rela-

tively ineffective. It has been suggested that pumping from the spill pool 0

back into the damaged hold, in lieu of any other locations, might be a useful

stop gap measure. The modeling suggests that this is actually

counterproductive.

5.6 SIMULATION DESCRIPTION 0

The analysts decided early in the study that definitive evaluation of

self-help concepts would be premature, given the state of development of this

technology, but categorization into meaningful groups was possible. The con-

struction of "notional concepts," combining features of specific concepts by 0

category, was also possible; parametric comparisons among and between these

notional concepts should yield insights, and possibly point the way toward

optimizing strategies. The simulation model developed here can be continu-

ously refined and upgraded, becoming a powerful evaluation tool, when real- •

world systems must be considered.

The objective has been to develop a realistic means of simulating

tankers using self-help methods to limit oil lost to the environment. The

simulation should account for first-order relevant physical and human phen-

omenon. It must operate over the range of specified carriers, cargos, envi-

ronments, and casualty scenarios. The amount of oil that escapes, untreated,

into the environment was chosen as the singular evaluation criteria, since

other possible parameters, such as life cycle costs, reliability, development

risk, and safety were judged too difficult to quantify with confidence at this 0

level of analysis.

As part of our study, especially in the simulation, it was important to

know what was happening to the oil and to be able to trace its history from

the tank through the various self help devices, until finally it was lost to

the environment, or recaptured. Figure 5.9 portrays, by means of a Venn
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FIGURE 5.9. Oil Spill Venn Diagr~am

diagr'am, the multi.plicit~y of st~at~es in the which t~he oil can exist, thr~oughout.

tlhe spweh event. e All such conditions have been captured in the stmulase on
model.

The simulati•ons have been l imit~ed t~o t~he t~hr~ee cat~egori•es est~ablished

ear~lier,; Cont~ainment,, Bulk Treat~ment, and Pumping. Figur~e 5.1 illust~rates t~he

lar~ge number` of pot~enti•al scenari•os that. could develop in an arbit~rar'y

casualt~y sit~uati•on. In or~der, to limit, the amount, of simulati•on t:o a useful

level, we have select~ed one set. of conditi•ons, representing wor~st,-case

conditions; specifically:
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" All accidents are breaches at the waterline, since this always
results in complete loss of oil in the tank if no action is taken.

"* Two adjacent tanks are taken to be holed.

"• The carrier is assumed to be free of any entanglements, at least by
the time the self-help system has been actuated.

" The carrier is assumed to be holding station in the water, head to
current and wind.

" The self-help system is evaluated as to total loss of untreated oil

for 10 hours after the casualty.

" All self-help equipment has been assumed undamaged by the event.

The notional concepts are each modeled on the Macintosh computer, using

the simulation program ithinkTm by High Performance Systems, Inc. As shown in

Appendix D, the process is represented diagrammatically by a series of inter-

connected "reservoirs" (rectangles). The reservoirs are fed and drained by

flows (double line arrows), which are in turn regulated by "valves" (circles

with handles). "Converters" (other circles) specify functionality. In

Appendix D, the diagrams are broken into functional groupings called sectors.

The model tracks the flow of oil from the damaged tank, out the puncture, into

the water, and then through any containment, skimming, or bulk treatment proc-

esses employed, until it is finally recaptured, treated, or lost. Processes

may be discrete, or continuous and functionally controlled. Even ill-defined

or poorly understood causal relationships may be included as "sketched-in"

functions, and refined as more data become available. Simulations may be run

with explicit input data sets (as used here), or by using statistical

protocols, such as Monte Carlo simulation, Normal or Poisson distribution,

etc. Output may be either graphical or tabular.

Three separate models were constructed, one for each of the three main

self-help methods: Containment, Bulk Treatment, and Pumping. These models

were then exercised in simulation runs over a reduced design space to capture

the essence of the variations caused by environment, carrier, and self-help

methodology. Table 5.4 shows the data sets used in the runs.
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Inputs for each of the data sets were obtained from: the outflow cal-

culations, representative environmental scenarios, manning and response time

estimates, and the nature of the notional concepts. Both quantitative rela-

tionships from the technical literature as well as more qualitative relation-

ships, where precise mathematical equations were unavailable, were set up in

the model.

The same set of environmental conditions, tankers, barges, cargo mixes,

and casualties were used to exercise the model for all self-help systems. A

short description of each of the major data sets is included below.

5.6.1 Environmental Data Set Selection

The environmental data collected from nine geographic areas were used to

analyze the various notional systems. The data sets used for analysis were

selected to ensure the concepts were analyzed over the full range of environ-

mental conditions that could realistically be encountered. The data sets were

compiled, and environmental scenarios were selected for analysis that repre-

sented the most benign, most severe, and also moderate conditions for both

freshwater and saltwater, providing us with six zones for analysis (see

Table 5.5). Details of the environmental conditions associated with these

areas can be found in Section 3.0.

TABLE 5.5. Six Analysis Zones

Scenario Locale

1. Benign Freshwater Intracoastal Waterways and Rivers, Summer

2. Moderate Freshwater Great Lakes, Winter

3. Severe Freshwater Intracoastal Waterways and Rivers, Winter

4. Benign Saltwater Key West, FL to Brownsville, TX, Summer

5. Moderate Saltwater San Diego, CA to Eureka, CA, Winter

6. Severe Saltwater Ketchikan, AK to Dutch Harbor, AK, Winter
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5.6.2 Model Parameters

Ship parameters describe the essential elements of the carrier and the S

cargo hold which were modeled as breached. The actual carriers used are the

same as selected for the outflow analysis. As above, we have selected fewer

carriers to investigate, and the inactive cases are shown with asterisks in

Table 5.4.

For the simulations, all punctures are rectangular, centered slightly

below the waterline, and of aspect ratio 2 (height/width) which is the same

modeling approach used by the engineers who calculated the outflow results.

The flow area increases by a factor of six with each scale increment. A flow

coefficient of 0.61, as in the outflow calculations, has been used. A slight 0

departure, of no ultimate significance to the evaluation, is that only one

tank has been punctured for the simulation, whereas in the earlier outflow

calculations, two tanks were assumed breached. The configuration and size of

the single tank is equal to both tanks, which are treated as one in the out-

flow calculations.

"Bulk treatment" is conceived of as generic enough that the model may be

used whether for the application of bio-remediation products, or sorbents. In

either case, parameters affecting the ability to apply these materials will

have to be built into the model, as well as a "conversion efficiency"'which is

expressed as a ratio of weight of successfully treated oil to weight of

applied bulk treatment product. For the present, it is assumed that the

agents are sprayed from high-pressure nozzles out onto the slick using a water

carrier, and that these nozzles, however arranged, can cover an area from the

breach (taken as amidship) to the stern and 200 ft out from the side of the

ship. Other parameters used as input include the assumed time to start appli-

cation under ideal conditions, and the length of time for which spraying can

continue.

Three types of pumping are provided, and in each case we have set a

nominal start time and a pumping rate in gallons per minute (GPM). Each pump

may be set on or off on any given simulation run. A "Drain" pump may be

operating, which pumps oil from the holed tank to some other (unspecified)

location. The second pump is one which moves oil, as a stop gap measure, from
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the spilled pool back into the stricken tank, and the third pump moves oil

from the pool to some other location (unspecified). (Note that pumping back

into the damaged tank had been suggested in some of the submissions;

therefore, the model was constructed to evaluate this concept.)

An optimization subroutine established the length, height, draft, and

freeboard of a notional containment barrier, which is taken to go completely

around the carrier. The only input for this sector is the nominal time to

complete deployment of the system in ideal conditions. Operation by a crew of

men or by automatic means may be selected, and this will affect the deployment

time used by the model.

5.6.3 Model Characterizations

Each of the three models developed is broken up into linked "sectors."

The following describes the key assumptions made in the modeling, features

modeled, and aspects not modeled.

Outflow Characterization Sector

Key modeling premises:

* A single tank is punctured slightly (I ft) below water line.

• Tank overpressure is vented when it reaches atmospheric.

* Cargo tank is taken to be a rectangular prism.

* Puncture is rectangular with height-to-width = 2.

* Discharge coefficient = 0.61.

* Water flows into the tank and settles to the bottom (driving out
more oil) when the driving pressure differential reaches 0.01 ATA.

Key features:

• tankage overpressure (or underpressure) as a function of oil level
and/or time

• bi-modal outflow: gravity driven (stage 1), density difference
driven (stage 2)

* type of cargo keyed to carrier type and water of operation (i.e.,
fresh or salt).
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Effects not modeled:

"* effects of variations in oil viscosity

"* effects of multiple, arbitrary holes

"* effect of plugging of hole (e.g., as by a colliding vessel).

Containment Characterization Sector

Key modeling premises:

"• Barrier behavior and environmental effects are taken from the
technical literature.

"• Carrier is streamed into current.
40

"* Containment encloses carrier and forms an oblong shape down stream.

"* If carrier is assumed to be moored, then current is true maximum
current;'if carrier is taken to be drifting, then current is rela-
tive current at the containment.

"* Deep water conditions apply. 0

"• Deployment is not complicated by the presence of vessel or other
obstruction.

Key features:

"* time to complete deployment of containment 0

"• current induced set up against barrier

"* effect of waves on degrading performance of barrier

"* Containment failure mode checking and consequent oil loss 0
calculation:

- drainage under the barrier

- Entrainment of oil by current.

Effects not modeled:

"• flow field distortion caused by carrier

"* full three-dimensional effects around barrier

"* wave overtopping

"* loads or mechanical failure.
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Pumping Sector

Key modeling premises:

"* Once started, pumping is continuous until oil available to pump is
gone.

"* All pumping nominal rates set to 600 GPM or 1200 GPM.

0 Key features:

"* Three modes available: Drainage of the damaged tank to another
tank onboard or a storage bladder; pumping from the contained oil
pool back into the damaged tank; and pumping from the pool to an
off-board storage site (e.g., Dracone, or bladder, or another
tanker).

"• Environment affects both response time of men on deck, as well as

efficiency of the skimmers working in the spill pool.

Effects not modeled:

0 • flow variations with head

"* passive drainage from damaged tank into separate holding tank.

Bulk Treatment Sector

Key modeling premises:

* The bulk treatment medium is sprayed out over the spilling oil.

• Oil that has spilled and spread beyond the spray envelope is
counted lost and untreated at the time spraying begins.

* Oil lost from the ship after spraying stops is counted as lost and

untreated.

* A fixed stock of treatment material is available.

• Oil jetting from the side forms a plume that moves to the side and
aft with the current.

• Oil spreading relations taken from the literature.

* The puncture occurs amidship.

• Spray coverage is uniform over a rectangular area equal to the half
length of the ship and 200 ft out from the side in no wind.
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Key features:

"* "Treatment" is envisaged to be bioremediation, but may be other. •

"* Efficiency of distribution depends on wind and waves.

"* Conversion efficiency (weight of oil "neutralized"/weight of
treatment applied) is taken as 50:1.

Effects not modeled: 0

"• post deposition spreading of treatment on oil or into water.

"* how well the treatment actually mixes with and neutralizes the oil.

Oil Fate Tracking Sector (will be somewhat different for each concept modeled)

Key modeling premises:

"• All oil will be accounted for.

"* Oil does not change its character by evolving volatiles, weather-
ing, or sinking up to the point it is lost irretrievably.

"• A shore based response time of 10 hours is assumed for all
simulations for comparing amount of total lost oil.

Key features:

"* Both treated and untreated oil are tracked.

"* Treated oil pumped back into the tank loses its treated attribute.

Effects not modeled:

"* As above, no degradation or water column dispersion of oil is
modeled.

"* Spreading pattern after escape not modeled in either the Contain-
ment or the Pumping case, and is modeled as a current swept plume
in the Bulk Treatment case.

Input Control Panel

Key modeling premises:

"* "Ghosted" elements are simply displaced clones of original entry
elements and are a programming device to reduce diagram clutter.

"* All data entry takes place in the parameter boxes, not the Func-
tional Relation spaces.
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Key features:

* pumping parameters

- start times for all pumps (min)

- all pump rates (GPM)

0 Containment parameters

* Deployment time under ideal conditions (min)

* Environment

- wind speed in knots

- relative current at the containment in ft/sec

- tidal current in ft/sec

- significant wave height (ft)

- temperature of air ('F)

- water type (fresh/salt) with conversion to weight density
(lb/ft')

- snow and ice marker establishes presence or absence of same

° Ship parameters
- Carrier type - barge or tanker. Has connections to: ullage

space overpressure determination (2 psig for tankers, 0 psig
for barges); Sp. Gr. of cargo oil: (keyed to carrier - 0.86
for tankers, 0.92 for barges); Ullage Fraction: (keyed to
carrier - 2% for tankers, 5% for barges).

- Zw: Height of W.L. above tank bottom in ft

- Lship: Length of carrier in ft

- Wship: Max. beam of carrier in ft

- Tank Height: total internal height of damaged tank in ft

- Tank Area: total plan area of spilling oil in damaged tank(s)
in ft 2

- V oil init: a calculated volume of oil available to spill in
gal.
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"* Bulk Treatment parameters

- Tt: Time to start spraying under ideal conditions (min)

- Treatment spray rate: (Ibm/min) of active ingredient in spray

- Conversion factor: Ibm of oil "neutralized"/Ibm of active
ingredient used, applied under ideal conditions.

"* Puncture Characteristics

- Zp: Height of top of puncture above bottom of tank in ft

- H puncture: Vertical extent of puncture in ft

- L puncture: Horizontal extent of puncture in ft

- Cd: Coefficient of discharge.

" Containment Functional Relations
- automatic: toggle that designates method of deployment as

"automatic" or "manual"

- containment length and depth optimization subroutine, based on
minimizing volume of material used

- actual flowing area of puncture subroutine to account for oil

levels dropping below top of penetration

- effects of waves and currents on ability of boom to retain oil

- effects of wind, temperature, snow and ice on personnel
response times.

- sizing subroutine to determine maximum amount of oil that can
be contained behind a boom, and compare against actual volume
available

- degradation effects for containment calculated from technical
literature.

Pumping Functional Relations
- effects of waves and current on ability of pumps deployed in

the spilled oil pool to move oil

- human factors effects due to wind, temperature and snow or ice
on response times; human factors degradation effects due to
wind, temperature, snow and ice are "sketched-in" at this
point
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degradation effects for pumping estimated from reports in the
literature.

0 Bulk Treatment Functional Relations
- Automatic: toggle that designates method of deployment as

"automatic" or "manual." Human factors degradation effects
due to wind, temperature, snow and ice are "sketched-in" at
this point.

- Effects of wind and waves on spray effectiveness. Degradation
relations for spray effects have been estimated based on
simple dispersion models.

5.7 SIMULATION RESULTS

5.7.1 General

The results of the simulation runs 're in Appendix D. The graphs in the

appendix show the amount of oil that has escaped to the environment for each

scenario. In the Bulk Treatment case, the amount of untreated oil that

escapes is reported. At the top of each page is the graphical output for the

run set, and beneath it is a tabular summary of the key variables that have

been changed between each run. Usually, four runs have been made, and the

results superimposed on one graph. In all cases run #1 represents the case

without any form of self-help being applied. (This is accomplished by setting

the response time to 10,000 minutes.) All runs on one sheet of paper share at

least two common attributes: they are for the same carrier (and damaged

tank), and for the same sized hole. Thus, curve number "1" shows the outflow

characteristics for that carrier and the hole size, and if there is sufficient

time within the 10-hour cut off, a flat top represents the capacity of that

tank, since all oil will be lost eventually from a waterline holing. Run #2

represents the most benign case in the run set, and can be interpreted as

representing the most optimistic results for likely scenarios. Runs #3 and #4

are the moderate and most severe environmental cases examined. It must be

stressed that "moderate" and "severe" are nominal; in any situation the scheme

being modeled might react more unfavorably to the "moderate" environment than

to the "severe" environment.
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The abscissa is the elapsed time from the casualty in minutes, and the

ordinate of the graph represents the amount of oil lost in gallons. The lower

a numbered run is on the graph relative to the line for run #1, the more

effective the system for that set of environmental conditions. The Appendix

is arranged in three packets, by category: Containment, Bulk Treatment, and

Pumping. Within each packet, sheets progress by groups based on tonnage, with

the smallest carrier first. Within each carrier size, there will be at least 0

three sheets for the three nominal hole sizes (2,12, and 72 ft2). More sheets

are occasionally included to examine sensitivity to other parameter variations

not otherwise explored.

Some similarities in the graphs need to be understood. Each of the 0

unimpeded outflow lines consists of three parts. The first is a swift outflow

until the oil inside the tank is just a little above the water outside.

(Sometimes this is so fast that, at the scale shown for 600 minutes it is

indistinguishable from the ordinate.) Next comes a slower loss representing

the outflow due to density difference between water and oil, in which water

flows into the tank and sinks to the bottom, displacing oil and pushing it out

through the hole; this is the diagonal line visible on most graphs. The last

portion of the curve is a flat horizontal line, showing that all oil has been

lost. For the smallest holes, this point is occasionally not reached in •

10 hours.

5.7.2 Containment Evaluation

From consultation with our Human Factors engineers, a value of 25 min-

utes seemed a reasonable nominal time at which to activate most systems, and 0

this has been pre-set into the model. Graphs D.6 - D.29 illustrate the

following:

" The small hole in the benign environment can be handled reasonable
well (only about 25% of oil lost).

" On the small carriers, anything bigger than the smallest hole is a
severe challenge to the system; the only way to get ahead is to
respond more rapidly. Even this is almost hopeless on the largest
hole.
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" The more severe environments, especially those with high currents,
will fail the containment by drainage or entrainment of oil under
the lower edge, although it will remain partially effective if it
can be deployed early.

"* The largest carriers will swamp the containment in almost all
cases, but usually after a considerable time. They are effective,
but time to bring in outside help is critical.

0 In the large carrier case, a more rapid response in setting the
containment in place will only delay the inevitable loss of a
certain amount of oil, not prevent it.

5.7.3 Bulk Treatment Evaluation

(Note: a computational problem seems to be occurring with the largest

hole, and these results are not to be trusted.)

* Bulk treatment is most heavily dependent on speed of response. Oil
spilled in the first few minutes will move rapidly away from the
ship and be unreachable by the spray system.

0 The outflow from smaller holes will, of course, be the easiest to
treat, except that if the bulk treatment material is not managed
properly, it can be exhausted while oil is still leaking out. A
dual set point flow might be adequate at an early high rate to
catch the initial outflow, and then cut back to cope with the
density flow.

5.7.4 Pumping Evaluation

" A characteristic of many of the charts in this segment of Appen-
dix D is that oil can be seen being recovered after having been
"lost." This is certainly encouraging, but note that the model is
not constructed to assess how well the oil may be pulled back up
from a slick that is still spreading, so curves which return to the
abscissa are clearly too optimistic; some degradation in effective-
ness is to be anticipated. Note also that curve #4 in most cases
levels out, either at the full tank capacity (i.e., completely
ineffective) or somewhat below. We believe this effect represents
the situation where the head of oil inside the tank has been
drained down below the lip of the puncture (by the internal "drain-
ing" pump) faster than the water can back flow into the tank and
displace the oil out into the environment.

" Another seemingly anomalous effect can be seen in a graph in
Appendix D. The pumping system in the most benign environment
appears to be performing more poorly than the same system in the
more severe environments! We believe that the model is showing
that as oil is pumped back into the damaged tank, it inadvertently
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keeps the relative oil-to-water head higher than it would otherwise
be. Thus, the flow remains in the higher flow rate regime for
longer. As the environment worsens, the ability of return (and
off-board) pumps to be effective is significantly degraded, so less
and less oil is available to "top off" the tank, and the onboard
drain pump has a chance to stay up with the outflow. This effect
may benefit from a more thorough study. With the return pumping
shut off, the more benign environment results in the most oil
saved.

5.7.5 Summary Discussion

The simulation model and results described above are early indications

of the eventual utility of such a system. The simulation is a tool that can

be refined and updated as more theoretical and empirical results are reported,

and used as a common yardstick of performance. At this stage in its develop-

ment, it should be viewed as a prototype. Validation and checking of results

by independent parties would be desirable, and a number of the special purpose

relationships "sketched" into the model should be investigated. For example,

the loss of efficiency of skimming equipment is known to depend on both wind

and waves, but we could not uncover an explicit relationship that handled the

interaction effects. Finally, the models for each of the main categories

should be combined into one global model, so that the effect of using combined

systems may be investigated.

No clear winner was apparent in these simulation runs, but the following

has emerged:

" Containment is extremely sensitive to relative current. In simu-
lations, it was assumed that full environmental currents would be
acting on the containment, whereas in many cases, the ship might
well be drifting and net relative current would be low. In these
circumstances, a containment barrier seems attractive, at least as
an interim measure.

" Bulk treatment, especially bio-remediation, may offer the best hope
for long-term solution, through genetic engineering of more effec-
tive microbes, and better dispersal equipment and methods. 0

" Pumping is the only method with at least the chance of recovering
some of the oil inside the (self-imposed) 10-hour time limit for
self help. But it is unlikely to be effective by itself; combining
a pumping solution with some form of containment holds the most
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promise for achieving a real capability for ships within the next
decade and should be the first system to be investigated using a
global model.
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6.0 CONCLUSIONS AND RECOMMENDATIONS FOR FUTURE RESEARCH

Based on the information provided in the foregoing sections, the follow-

ing is concluded:

* Most spills in U.S. waters occur in inland waters.

* No analytical method appears to be readily available for predicting
the penetration size in a vessel as a result of collision, given
currently available casualty data.

* The parametric approach based on hole size, as used in this study
to determine oil outflow in the case of collision, appears to be
validated for small holes by the results obtained independently by
S. L. Ross (Ross 1983).

* MARPOL assumptions are not applicable to time-dependent oil outflow
analysis.

* In cases of grounding, the oil outflow rates determined in this
study are probably overly conservative. The methodology developed
by DnVC for predicting bottom damage when performing design compar-
isons was prescribed by the Coast Guard as a means of analyzing
both the high-energy and low-energy grounding cases. DnVC's equa-
tions for determining penetration size depend on a vessel's kinetic
energy and structural design, and they apply MARPOL assumptions for
determining the extent of vertical and transverse damage. MARPOL
assumptions for bottom damage are not dependent on a vessel's
structural design or its kinetic energy at the time of grounding,
so the methodology was used in this study for the lack of a better
approach. Because this methodology was not intended for this
application, no allowance was made for the energy that is dissi-
pated in breaking/deforming the ground or in changing the trim of
the vessel as it rides up and becomes hard aground. Consideration
of these factors would result is a smaller hole size. Also, no
allowance was made for the plugging action of the ground. Consid-
eration of this factor would also result in a smaller hole size and
hence further reduce the rate of outflow. Moreover, this methodol-
ogy does not distinguish between damage area and penetration area.
Only penetration area is significant in this case.

* Ground plugging has a significant effect on oil outflow in the case
of grounding.

* Sea ice is a major factor in countermeasure design; however, the
net impact of interactions between sea ice and oil on the utility
of different containment/cleanu technologies is difficult to
predict.
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" Two conditions, low visibility and superstructure icing, will
reduce the performance of all proposed countermeasures to some
degree.

" Seasonal and geographic variation of conditions in U.S. waters may
warrant region-specific system designs.

" Based on a standard crew size of 21 persons, personnel would be
available on tankers to operate properly engineered countermeasures
from the ship, assuming other damage assessment and control activ- 0
ities have been accommodated. However, if the manning scale is
reduced, sufficient personnel may not be available. In the case of
barges, personnel would also be available to operate countermeas-
ures. Crew training would be required in the case of some counter-
measure concepts.

" The simulation model used in this study appears to be a viable tool
for predicting the performance of self-help countermeasures. How-
ever, at this stage of development, it should be viewed as a proto-
type. This tool can be refined and updated as more theoretical and
empirical results are reported. One such refinement would be the
incorporation of an improved/refined model for determining the
time-dependant outflow of oil, which would improve the accuracy of
the countermeasure performance prediction.

" No clear winner is apparent from the simulation runs made in the
course of this study. However, the results do suggest that a pump-
ing solution in conjunction with some form of containment has the
most promise for achieving a real self-help capability for ships
within the near term.

6.1 RECOMMENDATIONS FOR FUTURE RESEARCH

6.1.1 Pumping-Containment

Based on the findings of this investigation, it is recommended that S

research pertaining to onboard self-help countermeasure concepts focus on the

pumping-containment category of concepts.

A pumping-containment concept that holds considerable promise as a

near-term solution is internal transfer. Strong justification exists for

exploring in detail the feasibility of pumping oil from a penetrated cargo

tank(s) to some other compartment within the vessel (e.g., undamaged dedicated

clean ballast tanks, slop tanks, and/or other available onboard containment,

such as the ullage of undamaged cargo tanks, in the case of vessels that are

hydrostatically loaded). At an information exchange meeting in Toronto,
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Canada, representatives of the tanker industry expressed an interest in this

concept. Moreover, one of these representatives stated that his company was

currently transporting crude in tank vessels that were hydrostatically loaded.

Another pumping-containment concept that should be explored further is

pumping-over-the-top from a penetrated cargo tank to overboard containment

(DRACONES/bladder) that has been deployed from the vessel. The representa-

tives of the tanker industry at the Toronto meeting preferred the internal

transfer concept to this concept; however, they agreed with PNL that this

concept may be applicable to barges.

It is recommended that a research program designed to explore in detail

the feasibility of each of the two foregoing concepts be conducted and that it

include the following elements:

" Concept Analysis and Technical Considerations: This element would
include identifying functional requirements; determining extent of
retrofit required; and conducting an assessment of.potential relia-
bility, inspectibility, and maintainability, together with an
assessment of the potential effectiveness (based on amount of oil
retained) of each concept.

"* Benefit-Cost Analysis: This element would compare the estimated
life-cycle cost for each concept with the estimated potential cost
avoidance realized.

" Safety Considerations: This element would assess the potential for
fire and explosion together with ship stability and structure con-
siderations associated with the concepts.

" Human Factors Considerations: This element would cover the
requirements for manning, training, and skills/seamanship and would
include a function and task analysis for each concept considered.

" Regulatory Constraints: This element would consider the regulatory
requirements/constraints applicable to the proposed concepts as set
forth in U.S. Code of Federal Regulations, 33 CFR Subchapter 0 and
46 CFR Subchapter D.

" Operational Considerations: This element would consider the impact
of the proposed concepts on the ability to perform damage assess-
ment, salvage, lightering, removal and recovery of oil from the
water, and subsequent cleaning of contaminated areas, such as dedi-
cated clean ballast and pumping systems.
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Environmental Constraints: This element would assess the effec-
tiveness of the proposed concepts in relation to the environmental
scenarios set forth in this report.

6.1.2 Develop the Oil Outflow Model

To obtain more realistic oil outflow times, especially in the case of

grounding, it is recommended that the oil outflow model employed in support of

this study be further developed. This development would include replacing the

existing method for computing outflow in the case of grounding with a para-

metric approach, similar to what is used for collision. In addition, the

revision would expand the model to consider manifolding tank vents, ground

plugging effect, and dissipation of energy in breaking/deforming the ground

and in altering the trim of the ship. The model would also be provided with a

capability for distinguishing between hull penetration and hull damage. Also,

during the course of development, the model would be made more user friendly.

To facilitate assessment of the potential effectiveness of the proposed

pumping-containment self-help scenarios, and associated contingency plans, the

enhanced outflow model would be used to determine the maximum allowable

response time and corresponding hole size as a result of grounding and/or col-

lision. A database containing casualty (ship damage) data would also be

developed to support this assessment. This database would be used in deter-

mining the most probable range of hole sizes that should be considered for

various tanker/barge sizes. Also, this database would be used in validating/

verifying the enhanced model.

6.1.3 Develop Functional Criteria for Onboard Self-Help Countermeasure

Systems

Based on the findings of this study, development of functional criteria

for onboard self-help countermeasures is recommended. These criteria would

provide a basis for developing and evaluating conceptual designs of onboard

self-help countermeasure systems, including the aforementioned proposed

concepts.

6.1.4 Develop a Global Simulation Model

The simulation models developed for assessing each of the self-help

categories considered in this study would be combined into a global simulation
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model to assess the effectiveness of combining self-help categories/system

types. The resulting global model would incorporate the proposed enhanced oil

outflow model and would subsequently be used to evaluate the proposed combined

pumping and containment categories.

6.1.5 Assess Environmental Data

A comprehensive set of wind, wave, ice and current data for U.S. waters

was assembled for this study. Although this was essential to provide a sound

statistical basis for the development of the scenarios for broad geographical

regions, only a small fraction of the total amount of data collected was used

in this study and included in this report. It is recommended that the scenar-

ios be refined for specific areas where oil commerce is concentrated or the

risk of accidents is anomalously high. In this way, self-help measures could

be designed for specific regions, perhaps making them more effective and less

costly. This effort would also have direct application to rule making, as it

would address the following three fundamental questions:

"* What removal equipment is appropriate for tank vessels to carry?

"* What removal equipment should be carried on tank barges?

* Should the area of the vessel's operation or the regional avail-
ability of support equipment affect the onboard equipment-
carriage requirements?
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Oil Outflow in Case of Vessel Grounding

for 34000 DWT Tanker

Vessel Velocity = 10.0 knots Damage Length = 70.81 ft.

2 Tanks penetrated Damage Width = 8.47 ft.

Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 1396765.6 gal.
* Total Oil Volume Leaked from Vessel = 187344.8 gal.
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Tanker Grounding Tanker DWT - 34000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 36.0 ft Ship Velocity - 10.0 knots

Penetration Width - 8.47 ft Penetration Length - 70.81 ft

Penetration Area - 599.8 sq. ft No. Tanks Penetrated = 2

Fraction of Penetration Plugged by Reef - 0.00

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 2705.77 0.19 4565316.00
0.00 10876.92 0.78 3312035.25
0.01 18617.19 1.33 3236694.50
0.01 28041.36 2.01 3142511.25 0
0.01 35379.72 2.53 3067157.50
0.01 44301.44 3.17 2972957.00
0.02 51237.82 3.67 2897589.50
0.02 57995.51 4.15 2822214.25
0.02 66191.31 4.74 2727985.50
0.02 72546.90 5.19 2652590.50
0.03 80240.02 5.74 2558338.75
0.03 86193.38 6.17 2482928.25
0.03 93383.66 6.69 2388645.25
0.03 98934.70 7.08 2313208.00
0.04 104306.88 7.47 2237760.00
0.04 110770.53 7.93 2143430.25
0.04 115740.17 8.29 2067954.62
0.05 121700.55 8.71 1973581.12
0.05 126267.47 9.04 1898066.50
0.05 131724.33 9.43 1803646.50
0.05 135888.31 9.73 1728086.00
0.06 139873.12 10.01 1652498.75
0.06 144602.08 10.35 1557976.38
0.06 148183.52 10.61 1482329.00
0.06 152408.05 10.91 1387715.25
0.07 155585.73 11.14 1311977.12
0.07 159305.20 11.41 1217228.25
0.07 162078.53 11.60 1141360.38
0.07 164671.89 11.79 1065415.75
0.08 167660.16 12.00 970347.94
0.08 169847.69 12.16 894132.00
0.08 172327.59 12.34 798601.88
0.08 174107.19 12.47 721838.12
0.09 176074.61 12.61 625103.00
0.09 177440.06 12.70 546168.25
0.09 178874.9r 12.81 450180.00
0.09 179901 12.88 422462.38
0.10 180861.5t, 12.95 394728.88
0.10 181969.61 13.03 360036.00 0
0.10 182782.02 13.09 332260.19
0.11 183704.84 13.15 297506.62
0.11 184368.89 13.20 269666.12
0.11 184966.89 13.24 241793.55
0.11 185621.36 13.29 206884.25
0.12 186070.34 13.32 178882.44
0.12 186538.05 13.35 143757.11
0.12 186837.03 13.38 115511.78
0.12 187116.03 13.40 79852.60
0.13 187262.44 13.41 50804.93
0.13 187344.83 13.41 0.00
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Oil Outflow in Case of Vessel Grounding

for 89700 DWT Tanker

Vessel Velocity = 10.0 knots Damage Length = 124.72 ft.
2 Tanks penetrated Damage Width = 106.65 ft.
Fraction of Penetration Plugged by Reef = 0.00
Cumulative Oil Volume in Penetrated tank(s) = 2867224.5 gal.
Total Oil Volume Leaked from Vessel = 204690.7 gal.
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Tanker Grounding Tanker DWT - 89700. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 49.1 ft Ship Velocity - 10.0 knots

Penetration Width - 10.65 ft Penetration Length - 124.72 ft

Penetration Area - 1328.8 sq. ft No. Tanks Penetrated - 2

Fraction of Penetration Plugged by Reef - 0.00 •

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 20645.35 0.72 9163997.00
0.00 33862.56 1.18 5866818.50
0.01 46595.29 1.63 5651766.00
0.01 58843.18 2.05 5436554.50
0.01 70605.84 2.46 5221178.00
0.01 81882.87 2.86 5005613.50
0.02 92673.82 3.23 4789852.50
0.02 102978.16 3.59 4573863.50
0.02 112795.38 3.93 4357637.50
0.02 122124.84 4.26 4141138.00
0.02 130965.90 4.57 3924339.25
0.03 139317.78 4.86 3707209.50
0.03 147179.66 5.13 3489700.75 0
0.03 154550.52 5.39 3271754.25
0.03 161429.30 5.63 3053330.75
0.04 167814.66 5.85 2834313.75
0.04 173705.11 6.06 2614636.25
0.04 179098.83 6.25 2394148.50
0.04 183993.62 6.42 2172688.00
0.05 188386.75 6.57 1950009.62
0.05 192274.70 6.71 1725776.12
0.05 195652.81 6.82 1499460.25
0.05 198514.33 6.92 1270159.88
0.05 200848.62 7.00 1036141.88
0.06 202633.84 7.07 792422.12
0.06 203827.58 7.11 529865.94
0.06 204573.55 7.13 331121.69
0.06 204690.73 7.14 52015.82
0.07 204690.73 7.14 0.00
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Oil Outflow in Case of Vessel Grounding

for 225000 DWT Tanker

Vessel Velocity = 5.0 knots Damage Length = 32.97 ift.
1 Tanks penetrated Damage Width = 14.47 ft.
Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 7359252.5 gal.
Total Oil Volume Leaked from Vessel = 515940.3 gal.
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0

Tanker Grounding Tanker DWT - 225000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 70.3 ft Ship Velocity - 5.0 knots

Penetration Width - 14.47 ft Penetration Length - 32.97 ft

Penetration Area - 477.2 sq. ft No. Tanks Penetrated - 1

Fraction of Penetration Plugged by Reef - 0.00 0
Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 14718.51 0.20 3583040.50
0.01 26513.55 0.36 2871358.75
0.02 47487.29 0.65 2539002.50
0.02 68004.21 0.92 2483394.75 0
0.03 88064.25 1.20 2427781.25
0.04 107667.35 1.46 2372162.00
0.05 126813.45 1.72 2316535.50
0.06 145502.48 1.98 2260899.25
0.06 154675.59 2.10 2233080.00
0.07 172678.91 2.35 2177430.25
0.08 190224.97 2.58 2121771.25
0.09 207313.72 2.82 2066109.38
0.09 223945.06 3.04 2010427.50 0
0.10 240118.92 3.26 1954741.00
0.11 255835.23 3.48 1899046.00
0.12 263521.75 3.58 1871192.50
0.12 278551.53 3.79 1815475.50
0.13 293123.44 3.98 1759740.00
0.14 307237.41 4.17 1703999.62
0.15 320893.31 4.36 1648237.38
0.16 334091.00 4.54 1592464.12
0.16 346830.34 4.71 1536669.62
0.17 353028.09 4.80 1508768.62
0.18 365079.66 4.96 1452949.38
0.18 376672.50 5.12 1397107.75
0.19 387806.44 5.27 1341241.12
0.20 398481.25 5.41 1285351.62
0.21 408696.72 5.55 1229435.88
0.22 418452.69 5.69 1173495.75
0.22 423158.25 5.75 1145515.38
0.23 432224.41 5.87 1089519.62
0.24 440830.31 5.99 1033494.00
0.25 448975.69 6.10 977426.88
0.25 456660.06 6.21 921303.06
0.26 463883.12 6.30 865134.88
0.27 470644.38 6.40 808913.00
0.28 473851.66 6.44 780771.81
0.28 479919.16 6.52 724436.00
0.29 485523.31 6.60 668026.88 •
0.30 490663.31 6.67 611502.62
0.31 495338.25 6.73 554851.62
0.32 499546.88 6.79 498057.88
0.32 503287.88 6.84 441096.38
0.33 504982.41 6.86 412514.81
0.34 508018.25 6.90 355163.00
0.35 510580.44 6.94 297415.69
0.35 512664.81 6.97 239070.31
0.36 514264.59 6.99 179841.89
0.37 515367.75 7.00 118862.97 0
0.38 515940.34 7.01 0.00
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Oil Outflow in Case of Vessel Grounding

for 225000 DWT Tanker

Vessel Velocity = 10.0 knots Damage Length - 317.92 ft.
3 Tanks penetrated Damage Width = 14.47 ft.
Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 20614960.0 gal.
Total Oil Volume Leaked from Vessel = 1445258.1 gal.
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Tanker Grounding Tanker DWT - 225000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 70.3 ft Ship Velocity - 10.0 knots

Penetration Width - 14.47 ft Penetration Length - 317.92 ft

Penetration Area - 4601.2 sq. ft No. Tanks Penetrated - 3

Fraction of Penetration Plugged by Reef - 0.00

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 28292.70 0.14 34546532.00
0.07 984282.81 4.77 3938944.25
0.13 1020451.31 4.95 273566.31
0.20 1038183.44 5.04 267797.28 0
0.26 1055752.12 5.12 261956.39
0.33 1072723.75 5.20 256187.47
0.40 1089522.12 5.29 250346.55
0.46 1105933.12 5.36 244505.41
0.53 1121761.38 5.44 238736.14
0.59 1137402.25 5.52 232895.28
0.66 1152469.62 5.59 227126.12
0.73 1167340.38 5.66 221285.20
0.79 1181647.25 5.73 215516.22 0
0.86 1195747.88 5.80 209674.45
0.92 1209460.88 5.87 203833.50
0.99 1222624.25 5.93 198064.09
1.06 1235567.00 5.99 192223.06
1.12 1247969.88 6.05 186453.86
1.19 1260142.38 6.11 180612.72
1.25 1271784.38 6.17 174842.73
1.32 1283186.62 6.22 169001.45
1.39 1294201.50 6.28 163160.30
1.45 1304700.00 6.33 157390.19
1.52 1314944.62 6.38 151548.86
1.58 1324682.38 6.43 145779.39
1.65 1334156.75 6.47 139937.31
1.72 1343133.88 6.52 134168.56
1.78 1351838.00 6.56 128325.63
1.85 1360154.50 6.60 122483.94
1.91 1367988.00 6.64 116714.47
1.98 1375534.38 6.67 110871.80
2.05 1382607.00 6.71 105101.73
2.11 1389383.00 6.74 99259.34
2.18 1395694.88 6.77 93489.35
2.24 1401700.38 6.80 87646.47
2.31 1407318.50 6.83 81803.52
2.38 1412486.75 6.85 76032.96
2.44 1417334.38 6.88 70191.43
2.51 1421741.38 6.90 64418.51 0
2.57 1425818.62 6.92 58576.17
2.64 1429465.00 6.93 52803.94
2.71 1432771.62 6.95 46958.72
2.77 1435690.50 6.96 41114.66
2.84 1438192.88 6.98 35341.38
2.90 1440341.00 6.99 29494.14
2.97 1442081.75 7.00 23717.67
3.04 1443458.38 7.00 17869.86
3.10 1444437.50 7.01 12082.23
3.17 1445042.25 7.01 6220.72
3.23 1445258.12 7.01 0.00
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Oil Outflow in Case of Vessel Grounding

for 262000 DWT Tanker

Vessel Velocity = 5.0 knots Damage Length = 44.20 ft.
1 Tanks penetrated Damage Width = 17.95 ft.

Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 3938834.8 gal.
Total Oil Volume Leaked from Vessel = 198219.8 gal.
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Tanker Grounding Tanker DWT - 262000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 67.2 ft Ship Velocity - 5.0 knots

Penetration Width - 17.95 ft Penetration Length - 44.20 ft

Penetration Area - 793.4 sq. ft No. Tanks Penetrated - 1

Fraction of Penetration Plugged by Reef - 0.00

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 7877.67 0.20 5401056.50
0.00 13751.19 0.35 4026983.50
0.00 18801.23 0.48 3462384.75
0.01 28692.43 0.73 3366911.75 0
0.01 33533.59 0.85 3319176.50
0.01 43006.99 1.09 3223682.00
0.01 47639.21 1.21 3175926.75
0.02 56694.66 1.44 3080395.00
0.02 61117.88 1.55 3032629.75
0.02 69755.23 1.77 2937062.00
0.02 73969.36 1.88 2889271.25
0.02 82188.45 2.09 2793669.00
0.03 86193.41 2.19 2745862.75 0
0.03 93994.08 2.39 2650212.75
0.03 97789.77 2.48 2602382.00
0.03 105171.78 2.67 2506690.50
0.04 108758.09 2.76 2458830.25
0.04 112274.59 2.85 2410968.50
0.04 119098.09 3.02 2315203.00
0.04 122405.05 3.11 2267304.75
0.04 128809.32 3.27 2171476.50
0.05 131906.61 3.35 2123552.50
0.05 137891.39 3.50 2027657.12
0.05 140778.84 3.57 1979682.88
0.05 146343.78 3.72 1883704.25
0.05 149021.20 3.78 1835687.88
0.06 154165.89 3.91 1739616.00
0.06 156633.08 3.98 1691546.88
0.06 161357.00 4.10 1595344.38
0.06 163613.69 4.15 1547218.88
0.07 167916.34 4.26 1450898.50
0.07 169962.22 4.32 1402698.88
0.07 173842.89 4.41 1306191.88
0.07 175677.61 4.46 1257905.8-8
0.07 177441.81 4.50 1209569.12
0.08 180758.52 4.59 1112783.50
0.08 182310.88 4.63 1064324.25
0.08 185203.28 4.70 967259.38
0.08 186543.16 4.74 918637.94 0
0.08 189009.73 4.80 821164.94
0.09 190136.20 4.83 772331.94
0.09 192174.75 4.88 674293.88
0.09 193086.48 4.90 625089.50
0.09 194693.73 4.94 526206.62
0.09 195388.69 4.96 476468.66
0.10 196559.16 4.99 376056.31
0.10 197033.48 5.00 325206.38
0.10 197755.45 5.02 221325.88
0.10 197999.59 5.03 167385.42
0.11 198219.78 5.03 0.00
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Oil Outflow in Case of Vessel Grounding

for 262000 DWT Tanker

Vessel Velocity = 10.0 knots Damage Length = 293.73 ft.
3 Tanks penetrated Damage Width = 17.95 ft.
Fraction of Penetration Plugged by Reef = 0.00
Cumulative Oil Volume in Penetrated tank(s) = 17302738.0 gal.
Total Oil Volume Leaked from Vessel = 870984.2 gal.
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Tanker Grounding Tanker DWT - 262000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 67.2 ft Ship Velocity - 10.0 knots

Penetration Width - 17.95 ft Penetration Length - 293.73 ft

Penetration Area - 5272.6 sq. ft No. Tanks Penetrated - 3

Fraction of Penetration Plugged by Reef - 0.00

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 56224.99 0.32 35892176.00
0.00 92366.16 0.53 23071336.00
0.00 127655.52 0.74 22527550.00
0.01 162119.69 0.94 22000790.00
0.01 195758.39 1.13 21473834.00 0
0.01 228571.38 1.32 20946722.00
0.01 260558.39 1.51 20419456.00
0.01 291719.16 1.69 19892004.00
0.01 322053.28 1.86 19364308.00
0.02 351560.53 2.03 18836468.00
0.02 380240.56 2.20 18308374.00
0.02 408092.88 2.36 17780022.00
0.02 435117.28 2.51 17251480.00
0.02 486680.34 2.81 16193518.00 •
0.03 511218.03 2.95 15664044.00
0.03 534925.88 3.09 15134292.00
0.03 557803.25 3.22 14604149.00
0.03 579849.56 3.35 14073650.00
0.03 601064.12 3.47 13542674.00
0.03 621446.19 3.59 13011254.00
0.03 640995.06 3.70 12479354.00
0.04 659709.81 3.81 11946855.00
0.04 677589.38 3.92 11413748.00
0.04 694632.94 4.01 10880012.00
0.04 710839.00 4.11 10345427.00
0.04 740733.38 4.28 9273581.00
0.05 754418.44 4.36 8736095.00
0.05 767259.31 4.43 8197154.00
0.05 779253.62 4.50 7656768.50
0.05 790398.19 4.57 7114292.00
0.05 800689.50 4.63 6569636.00 S
0.05 810123.00 4.68 6022056.50
0.05 818692.44 4.73 5470454.50
0.06 826390.19 4.78 4913964.00
0.06 833203.69 4.82 4349558.00
0.06 839114.06 4.85 3772971.25
0.06 844083.38 4.88 3172229.75
0.06 851026.69 4.92 1938781.25
0.07 853855.44 4.93 1805783.38
0.07 856475.25 4.95 1672412.25 0
0.07 858885.50 4.96 1538620.12
0.07 861085.31 4.98 1404286.25
0.07 863073.62 4.99 1269297.62
0.07 864849.44 5.00 1133618.50
0.08 866411.19 5.01 996967.12
0.08 867756.75 5.02 858966.50
0.08 868883.19 5.02 719048.19
0.08 869786.25 5.03 576465.50
0.08 870458.69 5.03 429265.34
0.09 870984.25 5.03 0.00
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Oil Outflow in Case of Vessel Grounding

for 1769 GT Barge

Vessel Velocity = 8.0 knots Damage Length = 27.67 ft.

1 Tanks penetrated Damage Width = 5.45 ft.
Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 129626.2 gal.
Total Oil Volume Leaked from Vessel = 9363.8 gal.
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Barge Grounding Barge GT - 1769.

Accident Occurred in Fresh Water Cargo Specific Gravity - .92

Draft - 9.6 ft Ship Velocity - 8.0 knots

Penetration Width - 5.45 ft Penetration Length - 2-.67 ft

Penetration Area - 150.7 sq. ft No. Tanks Penetrated = 1

Fraction of Penetration Plugged by Reef - 0.00

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 259.25 0.20 312672.31
0.00 514.89 0.40 308313.41
0.00 766.91 0.59 303952.25
0.00 1260.11 0.97 295230.69 0
0.00 1501.29 1.16 290870.34
0.01 1972.78 1.52 282145.75
0.01 2203.11 1.70 277782.56
0.01 2429.81 1.87 273419.19
0.01 2872.37 2.22 264690.56
0.01 3088.22 2.38 260325.23
0.01 3509.05 2.71 251592.39
0.01 3714.04 2.87 247224.75
0.01 3915.41 3.02 242856.78
0.02 4307.27 3.32 234119.55
0.02 4497.77 3.47 229750.25
0.02 4867.89 3.76 221007.22
0.02 5047.51 3.89 216634.81
0.02 5223.51 4.03 212261.72
0.02 5564.62 4.29 203511.91
0.02 5729.73 4.42 199135.00
0.02 6049.07 4.67 190380.11
0.02 6203.29 4.79 186000.33
0.03 6353.88 4.90 181619.44
0.03 6644.16 5.13 172854.02
0.03 6783.85 5.23 168469.30
0.03 7052.31 5.44 159695.30
0.03 7181.08 5.54 155305.73
0.03 7427.70 5.73 146520.80
0.03 7545.54 5.82 142125.03
0.03 7659.73 5.91 137726.81
0.04 7877.18 6.08 128927.06
0.04 7980.43 6.16 124522.67
0.04 8175.96 6.31 115703.08
0.04 8268.24 6.38 111291.51
0.04 8356.85 6.45 106873.91
0.04 8523.08 6.58 98029.17
0.04 8600.69 6.63 93599.37
0.04 8744.87 6.75 84724.94
0.04 8811.44 6.80 80280.75
0.05 8874.31 6.85 75826.42
0.05 8988.95 6.93 66896.69
0.05 9040.71 6.97 62418.26
0.05 9133.03 7.05 53422.93
0.05 9173.58 7.08 48902.35
0.05 9210.36 7.11 44364.03
0.05 9272.55 7.15 35201.98
0.05 9297.90 7.17 30574.44
0.06 9336.87 7.20 21116.77
0.06 9350.31 7.21 16209.73
0.06 9363.79 7.22 0.00

A.14



Oil Outflow in Case of Vessel Grounding

for 2713 GT Barge

Vessel Velocity = 4.0 knots Damage Length = 10.86 ft.

1 Tanks penetrated Damage Width = 7.66 ft.

Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 153018.7 gal.

Total Oil Volume Leaked from Vessel = 17515.6 gal. 04-1.75"10
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Barge Grounding Barge GT - 2713.

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 12.0 ft Ship Velocity - 4.0 knots

Penetration Width - 7.66 ft Penetration Length - 10.86 ft

Penetration Area - 83.2 sq. ft No. Tanks Penetrated - 1

Fraction of Penetration Plugged by Reef - 0.00

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 306.04 0.20 248577.62
0.00 910.06 0.59 244215.19
0.01 1503.33 0.98 239852.16
0.01 2085.86 1.36 235488.52
0.01 2939.51 1.92 228942.56 0
0.01 3495.18 2.28 224578.16
0.02 4040.10 2.64 220213.50
0.02 4574.28 2.99 215848.08
0.02 5355.38 3.50 209299.36
0.03 5862.67 3.83 204932.94
0.03 6359.22 4.16 200566.12
0.03 6845.01 4.47 196198.41
0.03 7553.53 4.94 189646.52
0.04 8012.43 5.24 185277.36 0
0.04 8460.57 5.53 180908.30
0.04 8897.95 5.81 176538.08
0.05 9533.84 6.23 169981.84
0.05 9944.32 6.50 165610.31
0.05 10344.03 6.76 161237.47
0.05 10923.40 7.14 154676.84
0.06 11296.18 7.38 150302.11
0.06 11658.19 7.62 145926.42
0.06 12009.42 7.85 141549.62
0.07 12516.06 8.18 134983.20
0.07 12840.35 8.39 130603.64
0.07 13153.84 8.60 126222.57
0.07 13456.55 8.79 121841.55
0.08 13890.38 9.08 115265.31
0.08 14166.10 9.26 110880.04
0.08 14431.02 9.43 106492.54
0.08 14685.13 9.60 102103.52
0.09 15046.02 9.83 95515.61
0.09 15273.10 9.98 91120.63
0.09 15489.34 10.12 86723.12
0.10 15793.40 10.32 80121.76
0.10 15982.55 10.44 75717.24
0.10 16160.85 10.56 71308.44
0.10 16328.28 10.67 66896.05
0.11 16559.04 10.82 60266.63
0.11 16699.27 10.91 55842.07
0.11 16828.58 11.00 51406.16
0.11 16946.96 11.08 46966.49
0.12 17103.98 11.18 40284.63
0.12 17194.91 11.24 35810.56
0.12 17274.81 11.29 31323.24
0.13 17343.61 11.33 26812.26
0.13 17425.83 11.39 19979.03
0.13 17466.48 11.41 15350.49
0.13 17495.54 11.43 10608.35
0.14 17515.63 11.45 0.00
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Oil Outflow in Case of Vessel Grounding

for 2713 GT Barge

Vessel Velocity = 8.0 knots Damage Length = 43.45 ft.
1 Tanks penetrated Damage Width = 7.66 ft.

Fraction of Penetration Plugged by Reef = 0.00

Cumulative Oil Volume in Penetrated tank(s) = 153018.7 gal.
Total Oil Volume Leaked from Vessel - 17515.6 gal.
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Barge Grounding Barge GT - 2713.

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 12.0 ft Ship Velocity - 8.0 knots

Penetration Width - 7.66 ft Penetration Length - 43.45 ft

Penetration Area - 332.9 sq. ft No. Tanks Penetrated - 1

Fraction of Penetration Plugged by Reef - 0.00 •

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.00 306.04 0.20 994310.50
0.00 910.06 0.59 976860.75
0.00 1503.33 0.98 959408.62
0.00 2085.86 1.36 941954.06
0.00 2939.51 1.92 915770.25
0.00 3495.18 2.28 898312.62
0.00 4040.10 2.64 880854.00
0.00 4574.28 2.99 863392.31
0.01 5355.38 3.50 837197.44
0.01 5862.67 3.83 819731.75
0.01 6359.22 4.16 802264.50
0.01 6845.01 4.47 784793.62
0.01 7553.53 4.94 758586.06
0.01 8012.43 5.24 741109.44
0.01 8460.57 5.53 723633.19
0.01 8897.95 5.81 706152.31
0.01 9533.84 6.23 679927.38
0.01 9914.32 6.50 662441.25
0.01 10344.03 6.76 644949.88
0.01 10923.40 7.14 618707.38
0.01 11296.18 7.38 601208.44
0.01 11658.19 7.62 583705.69
0.02 12009.42 7.85 566198.50
0.02 12516.06 8.18 539932.81
0.02 12840.35 8.39 522414.56
0.02 13153.84 8.60 504890.28
0.02 13456.55 8.79 487366.19
0.02 13890.38 9.08 461061.25
0.02 14166.10 9.26 443520.16
0.02 14431.02 9.43 425970.16
0.02 14685.13 9.60 408414.09 0
0.02 15046.02 9.83 382062.44
0.02 15273.10 9.98 364482.53
0.02 15489.34 10.12 346892.47
0.02 15793.40 10.32 320487.03
0.02 15982.55 10.44 302868.97
0.03 16160.85 10.56 285233.75
0.03 16328.28 10.67 267584.19
0.03 16559.04 10.82 241066.53
0.03 16699.27 10.91 223368.28 0
0.03 16828.58 11.00 205624.64
0.03 16946.96 11.08 187865.95
0.03 17103.98 11.18 161138.53
0.03 17194.91 11.24 143242.23
0.03 17274.81 11.29 125292.98
0.03 17343.61 11.33 107249.05
0.03 17425.83 11.39 79916.13
0.03 17466.48 11.41 61401.95
0.03 17495.54 11.43 42433.42
0.03 17515.63 11.45 0.00
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Oil Outflow in Case of Vessel Collision

for 34000 DWT Tanker

Penetration Area = 2.00 sq. ft. Damage Length = 1.00 ft.
2 Tanks penetrated Damage Height = 2.00 ft.
Height of Penetration Center with respect to Waterline = -0.2 ft.
Cumulative Oil Volume in Penetrated tank(s) = 825524.2 gal.

* Total Oil Volume Leaked from Vessel 825587.9 gal.
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Tanker Collision Tanker DWT - 34000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86 0

Draft - 36.0 ft

Penetration Height - 2.00 ft Penetration Length - 1.00 ft

Penetration Area - 2.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - -0.2 ft

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.12 2293.65 0.28 19081.83
21.64 196588.12 23.81 4053.39
43.27 238172.81 28.85 967.17
64.79 258982.06 31.37 967.17
86.42 279907.59 33.91 967.17

108.06 300833.09 36.44 967.17
129.58 321642.34 38.96 967.17
151.21 342567.84 41.50 967.17
172.85 363493.38 44.03 967.17
194.36 384302.62 46.55 967.17
216.00 405228.12 49.09 967.17
237.51 426037.41 51.61 967.17
259.15 446962.91 54.14 967.17
280.78 467888.41 56.68 967.17 0
302.30 488697.66 59.20 967.17
323.94 509623.19 61.73 967.17
345.58 530548.69 64.27 967.17
367.09 551360.81 66.79 967.17
388.73 572292.12 69.32 967.17
410.37 586702.56 71.07 520.42
431.89 597520.00 72.38 493.37
453.52 608122.56 73.67 487.89
475.04 618581.50 74.93 484.45
496.68 629064.56 76.20 484.45
518.31 639547.62 77.47 484.45
539.83 649972.50 78.73 484.45
561.46 660455.56 80.00 484.45
583.09 670938.62 81.27 484.45
604.60 681363.44 82.54 484.45
626.23 691846.50 83.81 484.45
647.75 702271.38 85.07 484.45
669.38 712754.44 86.34 484.45
691.01 723237.50 87.61 484.45
712.52 733662.31 88.87 484.45
734.15 744145.38 90.14 484.45
755.79 754628.44 91.41 484.45
777.30 765053.31 92.67 484.45
798.93 775536.38 93.94 484.45
820.56 786019.44 95.21 484.45
842.07 796444.25 96.48 484.45 0
863.71 806927.31 97.75 484.45
885.22 817352.19 99.01 484.45
906.85 822905.44 99.68 98.72
928.48 824255.75 99.85 38.74
949.99 824843.62 99.92 19.08
971.63 825154.12 99.96 10.73
993.26 825337.00 99.98 6.63

1014.77 825453.00 99.99 4.38
1036.41 825532.31 100.00 3.05
1058.17 825587.88 100.00 0.00

A.20



Oil Outflow in Case of Vessel Collision

for 34000 DWT Tanker

Penetration Area = 8.00 sq. ft. Damage Length = 2.00 ft.
2 Tanks penetrated Damage Height = 4.00 ft.
Height of Penetration Center with respect to Waterline = -0.4 ft.

Cumulative Oil Volume in Penetrated tank(s) = 825524.2 gal.
Total Oil Volume Leaked from Vessel = 825502.0 gal.
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Tanker Collision Tanker DWT - 34000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 36.0 ft

Penetration Height - 4.00 ft Penetration Length - 2.00 ft

Penetration Area - 8.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - -0.4 ft

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.03 2293.65 0.28 76245.13
6.38 209456.22 25.37 12677.03

12.72 241421.12 29.24 3344.84
19.07 262653.81 31.82 3344.84 S
25.42 283884.38 34.39 3344.84
31.77 305113.66 36.96 3344.84
38.11 326342.94 39.53 3344.84
44.46 347572.22 42.10 3344.84
50.81 368801.50 44.67 3344.84
57.16 390030.78 47.25 3344.84
63.50 411260.06 49.82 3344.84
69.85 432489.34 52.39 3344.84
76.20 453718.62 54.96 3344.84 •
82.55 474947.91 57.53 3344.84
88.89 496177.19 60.10 3344.84
95.24 517406.47 62.68 3344.84

101.59 538635.75 65.25 3344.84
107.97 559965.69 67.83 3344.84
114.31 579245.12 70.17 2024.15
120.66 590981.50 71.59 1755.84
127.01 601919.19 72.91 1701.99
133.36 612658.25 74.21 1684.57
139.70 623288.06 75.50 1668.05
146.05 633875.44 76.78 1668.05
152.39 644462.88 78.07 1668.05
158.74 655050.31 79.35 1668.05
165.08 665637.75 80.63 1668.05
171.43 676225.19 81.91 1668.05
177.78 686812.56 83.20 1668.05
184.12 697400.00 84.48 1668.05 0
190.47 707987.44 85.76 1668.05
196.81 718574.88 87.04 1668.05
203.16 729162.31 88.33 1668.05
209.54 739799.88 89.62 1668.05
215.88 750387.31 90.90 1668.05
222.23 760974.75 92.18 1668.05
228.57 771562.19 93.46 1668.05
234.92 782149.56 94.75 1668.05
241.26 792737.00 96.03 1668.05 0
247.61 803324.44 97.31 1668.05
253.96 813911.88 98.59 1668.05
260.30 821380.38 99.50 388.67
266.65 823115.69 99.71 190.27
273.00 824023.88 99.82 106.92
279.35 824558.06 99.88 65.95
285.70 824898.50 99.92 43.51
292.05 825128.75 99.95 30.20
298.40 825291.75 99.97 21.81
304.75 825411.75 99.99 16.25
311.16 825502.00 100.00 0.00
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Oil Outflow in Case of Vessel Collision

for 89700 DWT Tanker

Penetration Area = 2.00 sq. ft. Damage Length 1.00 ft.
2 Tanks penetrated Damage Height = 2.00 ft.
Height of Penetration Center with respect to Waterline = -0.0 ft.

Cumulative Oil Volume in Penetrated tank(s) = 2994851.2 gal.
Total Oil Volume Leaked from Vessel = 2994935.5 gal.
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Tanker Collision Tanker DWT - 89700. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 49.1 ft

Penetration Height - 2.00 ft Penetration Length - 1.00 ft

Penetration Area - 2.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - 0.0 ft

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.31 5989.70 0.20 19282.39
65.85 638717.69 21.33 2864.80

131.40 696084.06 23.24 830.73
196.94 750531.75 25.06 830.73
262.48 804979.38 26.88 830.73
328.02 859427.06 28.70 830.73
393.57 913874.75 30.51 830.73
459.11 968322.38 32.33 830.73
524.66 1022770.06 34.15 830.73
590.20 1077217.75 35.97 830.73
655.73 1131677.75 37.79 830.73
721.27 1186139.00 39.61 830.73
786.81 1240600.38 41.42 830.73 0
852.35 1295061.62 43.24 830.73
917.89 1349522.88 45.06 830.73
983.43 1403984.12 46.88 830.73

1048.97 1458445.50 48.70 830.73
1114.83 1513164.88 50.53 830.73
1180.38 1567626.12 52.34 830.73
1245.93 1622087.38 54.16 830.73
1311.48 1676548.62 55.98 830.73
1377.04 1731010.00 57.80 830.73
1442.59 1785471.25 59.62 830.73
1508.14 1839932.50 61.44 830.73
1573.69 1894393.75 63.26 830.73
1639.24 1948855.00 65.07 830.73
1704.79 2003316.38 66.89 830.73
1770.34 2057777.62 68.71 830.73
1835.89 2112239.00 70.53 830.73
1901.44 2166698.75 72.35 830.73
1967.00 2221132.75 74.17 830.73
2032.55 2275566.75 75.98 830.73
2098.08 2330001.00 77.80 830.73
2163.91 2384693.00 79.63 830.73
2229.44 2439127.00 81.44 830.73
2294.96 2493561.00 83.26 830.73
2360.49 2547995.25 85.08 830.73
2426.02 2602429.25 86.90 830.73
2491.54 2656863.25 88.71 830.73
2557.07 2711297.25 90.53 830.73
2622.59 2765731.25 92.35 830.73
2688.12 2820165.50 94.17 830.73
2753.64 2874599.50 95.98 830.73
2819.17 2929033.50 97.80 830.73
2884.69 2979507.75 99.49 316.93
2950.22 2989726.75 99.83 72.85
3015.74 2992681.25 99.93 27.30
3081.27 2993924.75 99.97 13.05
3146.79 2994563.50 99.99 7.22 0
3212.94 2994935.50 100.00 0.00
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Oil Outflow in Case of Vessel Collision

for 89700 DWT Tanker

Penetration Area = 8.00 sq. ft. Damage Length = 2.00 ft.

2 Tanks penetrated Damage Height = 4.00 ft.
Height of Penetration Center with respect to Waterline = -0.4 ft.

Cumulative Oil Volume in Penetrated tank(s) = 2994851.2 gal.
Total Oil Volume Leaked from Vessel = 2995155.8 gal.

7"10'-
"2.5" 10'

6"10'

5-10 - '
4-10"- >

2I04 
4-

E
1510'1

..................................- 
..........."0*1000.,100"10o V I T I I I I I I I ' I I I I I- 0.*0

o 100 200 300 400 500 600 700 800
Time (min) FlOwrate

A.25



Tanker Collision Tanker DWT = 89700. tons

Accident Occurred in Salt Water Cargo Specifi.c Gravity = .86

Draft - 49.1 ft

Penetration Height - 4.00 ft Penetration Length - 2.00 ft

Penetration Area - 8.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - -0.4 ft 5

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.08 5989.70 0.20 76984.88
17.04 640515.38 21.39 3305.19
34.00 696572.56 23.26 3305.19
51.04 752886.81 25.14 3305.19
68.00 808944.00 27.01 3305.19
84.96 865001.12 28.88 3305.19

102.00 921315.44 30.76 3305.19
118.96 977372.56 32.64 3305.19
135.92 1033429.75 34.51 3305.19
152.96 1089745.88 36.39 3305.19
169.92 1145817.12 38.26 3305.19
186.96 1202145.50 40.14 3305.19
203.93 1258216.75 42.01 3305.19 0
220.89 1314287.88 43.88 3305.19
237.93 1370616.38 45.77 3305.19
254.89 1426687.50 47.64 3305.19
271.85 1482758.75 49.51 3305.19
288.88 1539087.12 51.39 3305.19
305.84 1595158.38 53.26 3305.19
322.80 1651229.62 55.14 3305.19
339.83 1707558.00 57.02 3305.19
356.79 1763629.25 58.89 3305.19 0
373.83 1819957.62 60.77 3305.19
390.79 1876028.88 62.64 3305.19
407.74 1932100.00 64.51 3305.19
424.78 1988428.50 66.39 3305.19
441.74 2044499.75 68.27 3305.19
458.70 2100571.00 70.14 3305.19
475.73 2156899.25 72.02 3305.19
492.69 2212970.50 73.89 3305.19
509.73 2269299.00 75.77 3305.19 0
526.69 2325370.25 77.65 3305.19
543.65 2381441.25 79.52 3305.19
560.70 2437769.75 81.40 3305.19
577.66 2493841.00 83.27 3305.19
594.63 2549912.25 85.14 3305.19
611.67 2606240.50 87.02 3305.19
628.63 2662311.75 88.90 3305.19
645.60 2718383.00 90.77 3305.19
662.64 2774711.50 92.65 3305.19
679.61 2830782.75 94.52 3305.19
696.65 2887111.00 96.40 3305.19
713.61 2943182.25 98.27 3305.19
730.58 2979931.00 99.50 674.49
747.62 2987442.50 99.75 283.32
764.58 2990898.00 99.87 145.13
781.55 2992776.00 99.93 84.04
798.59 2993913.00 99.97 52.83
815.56 2994648.00 99.99 35.41 0
832.68 2995155.75 100.00 0.00
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Oil Outflow in Case of Vessel Collision

for 89700 DWT Tanker

Penetration Area = 50.00 sq. ft. Damage Length = 5.00 ft.
2 Tanks penetrated Damage Height = 10.00 ft.
Height of Penetration Center with respect to Waterline = -0.3 ft.
Cumulative Oil Volume in Penetrated tank(s) = 2994851.2 gal.
Total Oil Volume Leaked from Vessel 2995252.8 gal.
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Tanker Collision Tanker DWT - 89700. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 49.1 ft

Penetration Height - 10.00 ft Penetration Length - 5.00 ft

Penetration Area - 50.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - -0.3 ft S

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.01 5989.70 0.20 481514.53
3.40 652799.12 21.80 16527.81
6.78 708725.31 23.66 16527.81

10.16 764651.56 25.53 16527.81
13.55 820577.75 27.40 16527.81
16.93 876504.00 29.27 16527.81
20.31 932430.25 31.13 16527.81
23.71 988562.06 33.01 16527.81
27.09 1044488.31 34.88 16527.81
30.48 1100414.50 36.74 16527.81
33.86 1156340.62 38.61 16527.81
37.24 1212266.88 40.48 16527.81
40.63 1268193.12 42.35 16527.81
44.01 1324119.38 44.21 16527.81
47.41 1380251.12 46.09 16527.81
50.79 1436177.38 47.95 16527.81
54.17 1492103.62 49.82 16527.81
57.56 1548029.88 51.69 16527.81
60.94 1603956.12 53.56 1E,27.81
64.33 1659882.25 55.42 16z7.81
67.71 1715808.50 57.29 16527.81
71.10 1771940.38 59.17 16527.81 0
74.49 1827866.62 61.03 16527.81
77.87 1883792.75 62.90 16527.81
81.25 1939719.00 64.77 16527.81
84.63 1995645.25 66.64 16527.81
88.02 2051571.50 68.50 16527.81
91.40 2107497.75 70.37 16527.81
94.79 2163629.50 72.24 16527.81
98.16 2219555.75 74.11 16527.81

101.56 2275482.00 75.98 16527.81 0
104.94 2331408.25 77.85 16527.81
108.32 2387334.50 79.71 16527.81
111.71 2443260.75 81.58 16527.81
115.09 2499186.75 83.45 16527.81
118.48 2555318.75 85.32 16527.81
121.87 2611245.00 87.19 16527.81
125.25 2667171.25 89.06 16527.81
128.63 2723097.50 90.93 16527.81
132.01 2779023.50 92.79 16527.81
135.40 2834949.75 94.66 16527.81
138.78 2890876.00 96.53 16527.81
142.17 2947008.00 98.40 16527.81
.45.56 2978953.75 99.47 2293.26

148.94 2984990.00 99.67 1380.92
152.32 2988757.50 99.80 895.01
155.70 2991267.25 99.88 612.83
159.09 2993020.50 99.94 437.83
162.47 2994295.75 99.98 323.63 0
165.88 2995252.75 100.00 0.00
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Oil Outflow in Case of Vessel Collision

for 225000 DWT Tanker

Penetration Area = 2.00 sq. ft. Damage Length = 1.00 ft.
2 Tanks penetrated Damage Height = 2.00 ft.

Height of Penetration Center with respect to Waterline = -0.1 ft.

Cumulative Oil Volume in Penetrated tank(s) = 8262895.0 gal.
* Total Oil Volume Leaked from Vessel = 8264140.5 gal.
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Tanker Collision Tanker DWT - 225000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 70.3 ft

Penetration Height - 2.00 ft Penetration Length - 1.00 ft

Penetration Area - 2.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - -0.1 ft

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.79 17389.94 0.21 22032.39
170.49 1788384.62 21.64 903.77
340.97 1942461.38 23.51 903.77
511.46 2096538.12 25.37 903.77
681.95 2250615.00 27.24 903.77
852.44 2404691.75 29.10 903.77

1022.93 2558768.50 30.97 903.77
1193.42 2712845.25 32.83 903.77
1363.91 2866922.00 34.70 903.77
1534.40 3020998.75 36.56 903.77
1704.89 3175075.50 38.43 903.77
1875.38 3329152.25 40.29 903.77
2045.87 3483229.00 42.16 903.77
2216.36 3637305.75 44.02 903.77
2386.85 3791382.50 45.88 903.77
2557.34 3945459.25 47.75 903.77
2727.83 4099536.00 49.61 903.77
2897.53 4252899.50 51.47 903.77
3068.02 4407004.50 53.33 903.77
3238.51 4561137.00 55.20 903.77
3409.00 4715269.50 57.07 903.77
3579.49 4869402.00 58.93 903.77 0
3749.98 5023534.50 60.80 903.77
3920.47 5177667.00 62.66 903.77
4090.96 5331799.50 64.53 903.77
4261.40 5485932.00 66.39 903.77
4431.84 5640064.50 68.26 903.77
4602.28 5794197.00 70.12 903.77
4772.71 5948329.50 71.99 903.77
4943.15 6102462.00 73.85 903.77
5113.59 6256594.50 75.72 903.77
5284.03 6410727.00 77.58 903.77
5454.46 6564859.50 79.45 903.77
5624.11 6718278.50 81.31 903.77
5794.55 6872411.00 83.17 903.*7
5964.99 7026543.50 85.04 903.77
6135.42 7180676.00 86.90 903.77
6305.86 7334808.50 88.77 903.77
6476.30 7488941.00 90.63 903.77
6646.74 7643073.50 92.50 903.77
6817.17 7797206.00 94.36 903.77
6987.61 7929934.00 95.97 533.74
7158.05 8013414.00 96.98 468.44
7328.49 8092186.50 97.93 458.09
7498.92 8169981.00 98.88 455.07
7669.36 8245514.50 99.79 203.54
7839.80 8259554.50 99.96 30.51
8010.24 8262523.00 100.00 9.65
8180.67 8263618.50 100.00 4.21 0
8351.90 8264140.50 100.00 0.00
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Oil Outflow in Case of Vessel Collision

for 225000 DWT Tanker

Penetration Area = 8.00 sq. ft. Damage Length = 2.00 ft.
2 Tanks penetrated Damage Height = 4.00 ft.

Height of Penetration Center with respect to Waterline = -0.3 ft.
Cumulative Oil Volume in Penetrated tank(s) = 8262895.0 gal.
Total Oil Volume Leaked from Vessel = 8263092.0 gal.
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Tanker Collision Tanker DWT - 225000. tons

Accident Occurred in Salt Water Cargo Specific Gravity - .86

Draft - 70.3 ft

Penetration Height - 4.00 ft Penetration Length - 2.00 ft

Penetration Area - 8.0 sq. ft No. Tanks Penetrated - 2

Penetration Center w.r.t. Water Line - -0.3 ft

Time Total Outflow % Outflow Flowrate
(min) (gal) (gal/min)

0.20 17389.94 0.21 88054.78
48.78 1805039.75 21.85 3192.88
97.36 1960144.25 23.72 3192.88

146.14 2115879.50 25.61 3192.88
194.73 2270984.00 27.48 3192.88
243.51 2426719.25 29.37 3192.88
292.09 2581823.75 31.25 3192.88
340.87 2737558.75 33.13 3192.88
389.45 2892663.25 35.01 3192.88
438.22 3048398.50 36.89 3192.88
486.80 3203503.00 38.77 3192.88
535.58 3359238.00 40.65 3192.88
584.17 3514342.50 42.53 3192.88 0
632.96 3670077.75 44.42 3192.88
681.54 3825182.25 46.29 3192.88
730.33 3980917.25 48.18 3192.88
778.92 4136022.00 50.06 3192.88
827.50 4291126.50 51.93 3192.88
876.29 4446862.00 53.82 3192.88
924.88 4601966.50 55.69 3192.88
973.66 4757701.50 57.58 3192.88

1022.25 4912806.00 59.46 3192.88 0
1071.03 5068541.00 61.34 3192.88
1119.62 5223645.50 63.22 3192.88
1168.40 5379380.50 65.10 3192.88
1216.99 5534485.50 66.98 3192.88
1265.78 5690220.50 68.86 3192.88
1314.36 5845325.00 70.74 3192.88
1363.15 6001060.00 72.63 3192.88
1411.74 6156164.50 74.50 3192.88
1460.52 6311899.50 76.39 3192.88
1509.11 6467004.00 78.27 3192.88
1557.89 6622739.00 80.15 3192.88
1606.48 6777844.00 82.03 3192.88
1655.07 6932948.50 83.90 3192.88
1703.85 7088683.50 85.79 3192.88
1752.44 7243788.00 87.67 3192.88
1801.23 7399523.00 89.55 .3192.88
1849.81 7554627.50 91.43 3192.88 0
1898.60 7710362.50 93.31 3192.88
1947.19 7865467.50 95.19 3192.88
1995.97 7964852.50 96.39 1740.22
2044.56 8046737.00 97.38 1650.52
2093.34 8126457.00 98.35 1622.77
2141.93 8204985.50 99.30 1611.57
2190.72 8251131.50 99.86 241.29
2239.30 8258137.50 99.94 84.00
2288.09 8260929.00 99.98 38.45
2336.67 8262306.00 99.99 20.75
2385.66 8263092.00 100.00 0.00
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Oil Outflow in Case of Vessel Collision

for 225000 DWT Tanker

Penetration Area = 50.00 sq. ft. Damage Length 5.00 ft.
2 Tanks penetrated Damage Height 10.00 ft.
Height of Penetration Center with respect to Waterline = -0.4 ft.
Cumulative Oil Volume in Penetrated tank(s) = 8262895.0 gal.

* Total Oil Volume Leaked from Vessel 8261876.0 gal.
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